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1 Introduction  
In the field of natural hazards there is an increasing need for process models to help 
understand the motion of geophysical movements. These models allow engineers to 
predict the speed and mass of hazardous movements in complex terrain. Such models 
are esp ecially helpful when processing mitigation measures, such as avalanche dams or 
snow sheds. Hazard mapping is an especially important application in Switzerland and 
other mountainous countries. An accurate prediction of runout distances, flow velocities 
and impact pressures in general three -dimensional terrain is the driving motivation for 
the development of dynamical mass movement models. Although helpful and well - liked 
by users, one -dimensional models such as AVAL -1D require that the primary flow direc-
tion  and flow width must be defined by the user in advance. This is often difficult, espe-
cially in open terrain, or in terrain consisting of several possible flow channels. Further-
more, flow interaction with catching and deflecting dams cannot be accurately mo deled 
using one -dimensional simulation codes.  

RAMMS (Rapid Mass Movement Simulation) is a two -dimensional, state -of - the -art nu-
merical simulation model to calculate the motion of geophysical mass movements (snow 
avalanches, rockslide, debris flows and shallow landslides) from initiation to runout in 
th ree-dimensional terrain. It was designed to be used in practice by hazard engineers 
who need solutions to real, everyday problems. It is coupled with a user - friendly visual-
ization tool that allows them to easily access, display and analyze simulation resul ts. 
New constitutive models have been developed and implemented in RAMMS, thanks to 
calibration and verification at full scale tests at sites such as Vallée de la Sionne. These 
models allow the application of RAMMS to solve both large, extreme avalanche events 
as well as smaller mass movements such as hillslope debris flow and shallow landslides.  

RAMMS was developed since 2010 by the RAMMS team at the WSL Institute for Snow 
and Avalanche Research SLF . However, since July 1 st 2024, development, support and 
licenses are managed exclusively at RAMMG AG . This manual describes the features of 
the RAMMS program  Hallowing beginners to get started quickly as well as serving as a 
reference to expert users.  

The RAMMS website https://www.ramms.ch  provides useful information about all 
RAMMS modules, licenses, frequently asked questions (FAQ) , recent software updates  
or publication lists . 

  

https://www.ramms.ch/
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1.1 Motivation  

Mitigation of natural hazards relies increasingly on  numerical  process m odels  to  predict 
the area inundated by rapid geophysical  mass movements. These movements include  

¶ snow avalanches,  
¶ torrent based debris flows and hillslope debris flows,  
¶ mudslides,  
¶ ice avalanches and glacier lake outbreaks  
¶ rockfalls and rock avalanches.  

Process models are used by engineers to predict the speed and reach of these hazard-
ous movements in complex terrain. The preparation of hazard maps is a primary appli-
cation. The models are especially helpful when proposing technical mitigation measures, 
such as dams and embankments or rockfall protection barriers. The models  allow hazard 
engineers  to optimize limited financial resources  by studying the influence of  different  
hazard scenarios on defense options .  

Snow avalanches pose a major risk to infrastructure and settlements in alpine regions. 
Physically based 3D simulation tools like RAMMS::Avalanche enable engineers to quantify 
runout extent and impact pressure that historical records alone cannot provide, e specially 
for rare or extreme events.  

1.2 RAMMS  

The RAMMS (RApid Mass Movements Simulation) software system contains five  pro-
cess modules:  

¶ RAMMS::AVALANCHE 
¶ RAMMS::EXTENDED 
¶ RAMMS::DEBRISFLOW 
¶ RAMMS::ROCKFALL 
¶ RAMMS::ROCKICE (Beta)  

The RAMMS:: Avalanche  and RAMMS:: Debrisflow  modules are designed for flow phe-
nomena containing fast moving particulate debris of snow and rocks. In the avalanche 
module, the interstitial fluid is air, whereas in the debris flow module the interstitial 
fluid is mud. The RAMMS:: Avalanche and RAMMS::Debrisflow models are used to cal-
culate the motion of the movement from initiation to runout in three -dimensional ter-
rain. The models use depth -averaged equations and predict the slope -parallel veloci-
ties and flow heights. This information is sufficient for most engi neering applications. 
Information in the slope -perpendicular direction (e.g. mass and velocity distribution) is 
lost; however, this is seldom of practical interest. Both models require an accurate dig-
ital representation of the terrain. Engineers specify in itial conditions (location and size 
of the release mass) and friction parameters, depending on terrain (e.g. roughness, 
vegetation) and material (e.g. snow, ice or mud content of the debris flow).  

The RAMMS:: Rockfall  module is used to study the rigid body motion of falling rocks. 
The model predicts rock trajectories in general three -dimensional terrain. Rock 

https://ramms.ch/ramms-avalanche/
https://ramms.ch/rammsextended/
https://ramms.ch/ramms-debrisflow/
https://ramms.ch/ramms-rockfall/
https://ramms.ch/rammsrockice/
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trajectories are governed by the interaction between the rock and ground. The model 
contains six primary state variables: three translational speeds and three rotational ve-
locities of the falling rock. From these, kinetic energy, runout distance and jump 
heights can be derived. Generalized rock shapes are modeled. Rock orientation and 
rotational speed are included in the rock/ground interaction. The RAMMS:: Rockfall  
module is therefore fundamentally different from the RAMMS:: Avalanche  and 
RAMMS:: Debrisflow  modules because it is based on hard -contact, rigid -body Lagran-
gian mechanics, not Eulerian flow mechanics. It also differs from existing rockfall mod-
ules because the rock/ground interaction is not governed by simple rebound mechan-
ics, but frictional (dissi pative) rock/ground interactions. These govern the onset of rock 
jumping. The RAMMS:: Rockfall  module predicts all rigid -body motions  Hrock sliding, 
rolling, jumping and skipping.  

1.2.1 RAMMS::Avalanche -  Model Overview and Scope  

RAMMS::Avalanche  is the three -dimensional successor to the Swiss AVAL -1D one-di-
mensional run -out model (Christen, M. et al. 2002). Both tools share the Voellmy -Salm 
depth -averaged friction framework, inheriting a parameterization  tradition calibrated 
over several decades against documented Alpine avalanche events (Salm, Burkard & 
Gubler, 1990). The extension from one -dimensional to three -dimensional terrain - follow-
ing computation was described in Christen, Kowalski & Bartelt (2008) , and Christen, 
Kowalski & Bartelt (2010, Cold Reg. Sci. Tech. 63), referred to here as ChristenKB2010, 
which remains the primary peer - reviewed reference for the RAMMS::Avalanche  mod-
elling framework.  

RAMMS::Avalanche  simulates dense - flow snow avalanches using the Voellmy -Salm 
friction model, extended with a cohesion term (Bartelt et al., 2015 [5]) and a curvature 
correction (Fischer, Kowalski & Pudasaini, 2012 [6]). The model solves depth -averaged  
continuity and momentum equations on a three -dimensional terrain surface.  

Note on RAMMS::Extended : RAMMS::Avalanche  is distinct from RAMMS:: Extended , 
which handles mixed and powder -snow avalanche scenarios using the Random Kinetic 
Energy (RKE) framework. RKE governs granular temperature, dispersive pressure, and 
density changes relevant to large, fast events with a powder cloud component. Snow 
entrain ment is also part of RAMMS:: Extended . Users dealing with events where a signif-
icant powder cloud is expected, or where the flowing mass substantially increases 
through snow pick -up during runout, should use RAMMS:: Extended . 

In all RAMMS modules, new constitutive models have been developed and implemented, 
thanks to calibration  and verification  at full scale  test sites  such  as St. Léon ard/Wa-
lenstadt  (rockfall,  mitigation  measures), Vallée de la Sionne (sn ow avalanches)  and 
Illgraben (debris flow).   
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1.3 Learning by doing  

This manual provides an overview of RAMMS::AVALANCHE. Exercises exemplify differ-
ent steps in setting up and running a RAMMS simulation especially in Chapter 3 ᵊǉʢσσ˥̵ˈẨ
ϓΆẨȶẨǉ˥̮ϓ̑ȶσ˥̵ͅᵋ. However, to get the most from the manual, we suggest reading it 
through while simultaneously having the RAMMS program open, learning by doing.  
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DISCLAIMER  

 

The RAMMS software models are provided "as is" without any warranties, express or 
implied. RAMMS AG makes no representations or warranties of any kind, including but 
not limited to the accuracy, reliability, completeness, or suitability of the models for 
any particular purpose  

 

Users of the RAMMS software models assume all risk associated with the use of these 
models. RAMMS AG shall not be held liable for any loss, injury, or damage resulting 
from the use or reliance on these models, including but not limited to personal injury, 
property damage, or financial loss.  

 

The RAMMS software models are intended to supplement, not replace, the judgment 
and expertise of professionals in the fields of geology, engineering, and hazard man-
agement. Users should not rely solely on the models for making decisions related to 
hazard m itigation, land use planning, or emergency response.  

 

In no event shall RAMMS AG be liable for any indirect, incidental, special, consequen-
tial, or punitive damages arising out of or in connection with the use or performance 
of the RAMMS software models, even if advised of the possibility of such damages.  

 

Users are responsible for ensuring that their use of the RAMMS software models com-
plies with all applicable laws, regulations, and standards. RAMMS AG does not guar-
antee that the models meet any regulatory requirements or industry standards.  

 

RAMMS AG may, at its sole discretion, update, modify, or discontinue the RAMMS 
software models at any time without notice. Users are responsible for ensuring that 
they are using the most current version of the models.  

 

By using the RAMMS software models, you acknowledge that you have read, under-
stood, and agree to be bound by the terms of this disclaimer.  

 

Swiss law applies. Court of jurisdiction is Davos. If you encounter problems, please 
contact  info@ramms.ch . 

 

mailto:info@ramms.ch
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2 Installation  and Setup  
Before installation, please make sure that you have administrative privileges for the com-
puter where you intend to install RAMMS.  

2.1 System requirements   

We recommend  the following minimum  system  requirements  for running  
RAMMS::AVALANCHE: 

¶ Operating  Systems:  Windows 10/11 (64 -bit)  

¶ RAM (memory): 8 GB (more recommended)  

¶ CPU:  > 1 GHz, 8 cores or more recommended  

¶ Disk space:  ca. 220  MB needed for the software  

¶ Graphic Card: GPU and OpenGL support recommended  (see below)  

2.1.1 GPU acceleration  

RAMMS can offload the main calculation to a compatible NVIDIA graphics 

card, which substantially speeds up larger simulations.  

 

Requirements  

¶ An NVIDIA GPU based on one of the following architectures:  

o Pascal : GeForce GTX 10-series, Quadro P -series  

o Turing : GeForce GTX 16-series / RTX 20 -series, Quadro RTX/T -

series  

o Ampere : GeForce RTX 30 -series, RTX A-series  

o Ada Lovelace : GeForce RTX 40 -series, RTX 

2000/3500/4000/4500/5000/6000 Ada Generation  

o Blackwell : GeForce RTX 50 -series, RTX PRO Blackwell series  

(desktop, laptop, and professional GPUs all supported within these ar-

chitectures.) GPUs older than Pascal ᴶ e.g. Maxwell -based cards such 

as the Quadro M -series ᴶ are not supported.  

¶ A current NVIDIA driver (keep it updated via NVIDIA's own driver up-

date tool).  

¶ Enough free GPU memory (VRAM) to hold the simulation mesh ᴶ this is 

checked automatically at startup.  

 

How it works  

By default, RAMMS decides automatically: if a suitable GPU is found and the 

simulation is large enough to benefit, it runs on the GPU; otherwise it runs on 
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the CPU as before. Nothing needs to be configured for this. To override the 

automatic choice , and force the CPU or GPU solution, use the following flag s 

in the Additional Preferences:  

SOLVER   CPU 

SOLVER   GPU 

 

What to expect  

GPU and CPU produce the same result to within ordinary floating -point round-

ing. A CPU run always reproduces bit - for -bit the same output as before this 

feature was added.  

Speedup depends on simulation size: small simulations may see little or no 

benefit (and may run on the CPU automatically for this reason), while larger 

simulations have measured speedups in the range of roughly 2 5H×.  

 

2.2  Installation  and Licensing  

 
Please download  the  RAMMS::Avalanche  setup  file  rkamms_avaldbf_setup. exeᵐẨfrom 
https://www.ramms.ch/ramms -avalanche/  (Downloads at the bottom of page).   

Please do the following steps before  beginning  to  install  RAMMS: 

¶ Click on the path given above or copy the path to any browser. A 
window pops up and the automatic download of the file  
ramms_avaldbf _setup.exe starts after clicking Yes . 

¶ You must have Administrator privileges on the target machine. 
If you do not have such privileges, the installer cannot modify the 
system configuration of the machine, and the installation will fail. 
Note that you do not need Administrator privileges to run RAMMS 
afterwards.  

¶ ǉσȶΒσẨσ˒ʢẨ˃˥̑ʢẨᵏramms_ avaldbf _setup.exe ᵐᵝẨIf you need to do a si-
lent  installation, add -silent when starting the exe - file.  

 

2.2.1  Multilingual Installation  

The RAMMS::Avalanche installer is designed to support multiple languages, facilitating 
a user - friendly installation experience for a diverse user base. Upon launching the in-
staller, users can select their preferred language, which will guide them through t he in-
stallation process in that language.  

https://ramms.ch/software-updates/ramms_avaldbf_setup.exe
https://www.ramms.ch/ramms-avalanche/
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2.2.2  New Update Procedure  

RAMMS::Avalanche incorporates a streamlined update mechanism to ensure users 
have access to the latest features and improvements.  

¶ Web Update: The application can automatically check for available updates 
online (ßʢ̑ΆẨỄf˒ʢʄ̉Ẩ˃ͅΒẨǣΆʐȶσʢα). If an update is found, users can download 
and install it directly through the application interface.  

 
When you start RAMMS it will automatically check for updates on the internet. This can 
lead to an error  message, if your firewall blocks the executable idlrt.exe (this file starts 
the IDL -Virtual Machine you need to run RAMMS). Please unblock this file for your fire-
wall. You can also disable the AutoWebUpdate - function by unchecking  
 

Help  ỄẨAdvanced... ỄẨAutoWebUpdate .  
 
In the same way you can enable the AutoWebUpdate - function again.  

 

2.2.3  Administrative Privileges Requirement  

To install or update RAMMS::Avalanche, administrative privileges are required. This is 
necessary because the installation process involves modifying system configurations 
and installing essential components, such as the IDL Visual Studio Merge Modules. 
Without administrative rights, the installer cannot make these critical changes, and the 
installation or update will fail.  

It's important to note that while administrative privileges are required for installation 
and updates, they are not needed to run RAMMS::Extended after installation is com-
plete.  

2.2.4  Licensing  

RAMMS uses a personal -use licensing model. Licenses are time - limited and bound to a 
single machine via its unique host ID. To obtain a license, generate a license request 
file from the target machine and send it to RAMMS AG. You will receive a license key 
that, once entered, activates full functionality on that specific system.  

Alternatively, a license can be installed on a Windows Server and accessed via Remote 
Desktop Connection (RDC). In this setup, the license can be used by different users, 
but only one user per module can access it at a time.  

2.3  First -Time Startup and License Registration  

Double -click  the RAMMS icon  or use Start  Ễ Programs  Ễ RAMMS Ễ Run RAMMS to 
display the  initial splash screen (image below) . This screen confirms that the RAMMS 
application has loaded successfully and is ready to start.  
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Please note that this splash screen is part of the IDL Virtual Machine startup procedure. 
RAMMS will not continue to the main interface until the splash screen has been clicked.  
To continue, click once anywhere on the splash screen image : 

 
Figure 2-1: IDL Virtual Machine splash screen . 

 
You will then see the RAMMS | Licensing  window (Figure 2.1):  
 

 
Figure 2-2: Enter the full contents  of your license file in this dialog box.  

 

Paste the full contents  of your RAMMS license file into the designated field. Check the 
box to confirm I Agree to the RAMMS License Agreement , then click REGISTER. To 
review the license agreement before registering, click the handshake icon.  

Create your personal license request file by clicking the top button, and follow the in-
structions.  
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2.3.1  License Transfer  

If you want to transfer your RAMMS license to a new PC, do the following:  

¶ install RAMMS on the new PC  

¶ generate a new license request file  

¶ send us the new license request file TOGETHER with your old 
license file by email  

¶ we will then send you the new license file (email)  

¶ uninstall RAMMS from your old PC  
 

 

2.3.2  Module availability  

RAMMS modules can only be used by one user at a time.  

If a module is already in use, RAMMS shows the name of the user currently block-
ing the module.  

A module may also remain reserved while a long simulation is running.  

If RAMMS is not closed properly, the reservation may remain active for a limited 
time and is released automatically after the timeout period.  

 
Figure 2-3: RAMMS showing the name of the user currently blocking the module .
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2.3.3  Registering and updating Avalanche and Debrisflow licenses  

Licenses for RAMMS::Avalanche  and RAMMS::Debrisflow  can be registered or u p-
dated directly from within either of these modules.  

This can be used in two situations:  

¶ Adding another module:  If, for example, RAMMS::Avalanche is already regis-
tered, a RAMMS::Debrisflow license can be added.  
 

¶ Updating an existing license:  A new license for the same module can be regis-
tered, for example to replace a temporary license with a final license. The exist-
ing license information for that module is overwritten.  

To register or update a license, select:  

ßʢ̑ΆẨỄẨƼʢˈ˥ασʢΒẨᴮẨǣΆʐȶσʢẨŖ˥ʄʢ̵αʢ 

and enter the new license key  (see Figure 2-2). 

After registering an additional module, close and restart RAMMS. If both RAMMS::Ava-
lanche and RAMMS::Debrisflow are licensed, the module selection window  is dis-
played at startup, allowing you to select the module you want to use.  
 

 

Figure 2-4: Module selection window when both RAMMS::Avalanche (left)  
and RAMMS::Debrisflow (right) are licensed.  

 

Note:  This function is available only for RAMMS::Avalanche  and RAMMS::Debrisflow . 
Other RAMMS modules, such as RAMMS::Rockfall , must be installed and licensed sep-
arately.  
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3  The RAMMS::Avalanche GUI  
RAMMS uses 3D and 2D views. Release areas, friction zones, and domain boundaries can 
only be defined in 2D mode. Each project holds multiple scenarios sharing the same DEM, 
allowing systematic parameter variation without recreating the topographic base.  

3.1 Starting the Graphical Interface  

When the user clicks the RAMMS::Avalanche  icon, the Graphical User Interface  (GUI) 
appears,  

 
Figure 3-1: RAMMS::Avalanche GUI at startup. The interface is structured into five main regions . 

 

providing a structured and user - friendly workspace. The interface is divided into five 
distinct regions, see Figure above:  

1. Display, Animation and Preference Icons (Left Side):  A vertical list of icons for 
quick access to display features.  

2. Action Toolbar (Top Side):  A horizontal row of icons, including key functions 
for project management and data input/output handling.  

3. Tab Field (Right Side):  A dynamic space for working with multiple tabs, used for 
file management, user information and display options.  

4. Time Slider & Information Displays (Bottom Side):  A timeline control and key 
important user information.  

1 

2 

3

 

4

 

5 
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5. Input/Output Graphics Display:   In this window the input/output graphics is 
displayed in two -dimensional, or full three -dimensional mode.   

At this point, users have three primary options , conveniently located in the upper action 
toolbar:  

1. Create a New Project   HBegin a fresh project from scratch.  

2. Open an Input File   HLoad an existing input dataset for processing.  

3. Open an Output File   HAccess previously generated results.  

 

3.2  Project Creation  

 

 

Create Project  Creates a project, selects a DEM  

 

Open Input File  Opens an existing input file  

 

Open Output File  Opens an existing output file  

 
Every RAMMS::Avalanche  workflow begins with the creation of a project . A project is 
inherently linked to a specific terrain model, which is defined by a Digital Elevation 
Model (DEM) . To establish a new project, users must consider three essential elements:  

1. Project Name : A unique identifier for the project.  

2. Project Location , or Home Directory : The directory on the user's computer 
where project files will be stored . 

3. Digital Elevation Model (DEM) : A topographical dataset that forms the founda-
tion of the simulation.  
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Initiating a New Project  

To create a new project , click the " Create Project " icon, located on the upper toolbar. 
This icon is easily recognizable, featuring a rocket ship in front of a cogwheel. Upon 
selecting this option, the Create Project Wizard  will appear.  

The user can also launch the Create Project Wizard  via the pull -down menu by navi-
gating to ǗΒȶʄ̉ẨỄẨũʢϸẨỄẨƴΒ́ͅʢʄσẨȆ˥НȶΒʐ.  

 

 
Figure 3-2: Activating the project wizard via pull -down menus.  

 

3.2.1  Understanding the New Project Window  

The Create Project  interface is divided into three distinct sections (see  Figure 3-3), each 
serving a crucial role in the project setup process:  

1. Project Name & Home Directory (Upper Section)  

o Users must define a project name and select a home directory where all 
simulation files will be stored.  

2.  Project Description (Middle Section)  

o This section allows users to input descriptive text about the project.  

o While often overlooked, this feature can be highly valuable ᴶespecially when 
revisiting simulations years later. Documenting important details ensures 
continuity and understanding for future analysis.  
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3.  DEM File Selection (Lower Section)  

o Here, users import the DEM file, which defines the terrain for the simulation.  

o Once selected, RAMMS::Avalanche  automatically analyzes and reports the 
DEM resolution, typically 2m or 5m. The Grid Resolution  tab in the DEM In-
put  section allows users to adjust the resolution of a DEM to better suit their 
simulation needs. High-resolution DEMs are often specified, but their level 
of detail may be excessive for  avalanche dynamics simulations , leading to 
unnecessary computational complexity.  

 
Figure 3-3: The RAMMS::Avalanche New Project Window.  The menu is divided into three sec -
tions.  In the upper section a project name and home directory is  defined. In the lower section 

the DEM is specified by the user. In the middle section project information ca  

 

To modify the DEM resolution , simply click on "Grid Resolution" , enter the desired res-
olution, and apply the change. For instance, if the original DEM has a resolution of 2m , it 
can be resampled to a coarser resolution, such as 5 meters , using bilinear interpolation . 
Similarly, if the DEM resolution is too coarse (e.g., 30 meters ), it can be refined to a finer 
resolution (e.g., 5 meters ) using the same functionality. This flexibility ensures that the 
DEM is appropriately scaled for efficient and accurate simulations.  

By carefully setting up a project with a clear name, an appropriate directory, and an 
accurate DEM, users establish a solid foundation for successful simulations in 
RAMMS::Avalanche . 
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The DEM Settings  menu is accessed from the Create Project  menu (see  Figure below ) 
and serves two main purposes: providing key spatial information ᴶsuch as the maxi-
mum North, South, East, and West  coordinates ᴶand allowing users to clip the DEM  if 
needed.  

 

 
Figure 3-4: The DEM Settings menu. With this menu, the DEM can be reduced by clipping ,  

manually or by using a polygon shapefile.  

 

Clipping the DEM  can be done in one of two ways:  

1. Manual Coordinate Entry   HUsers can manually define the clipping boundaries 
by entering exact N, S, E, and W  coordinates. This is done by activating the cor-
responding icons in the DEM Settings  menu, after which the GUI prompts the 
user to input the desired values.  

 
2. Shapefile -Based Clipping   HAlternatively, users can clip the DEM using a poly-

gon  shapefile . This method is often preferred, particularly when refining the 
computational domain from existing simulations and when a suitable domain file 
from a previous calculation is available  (because the project is being created, 
often, a domain file does not exist.)  

By offering these two clipping options, the DEM Settings  menu provides flexibility in 
tailoring the DEM to the specific needs of the project.  
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3.2.1  DEM Files *.tif and *.asc  

RAMMS::Avalanche  supports two different types of file formats for DEM files : *.asc 
and *.tif. The ASC format , an ASCII Grid format developed by Esri, is a plain text file that 
stores elevation data in a structured grid with human - readable values, making it easy to 
edit but often larger in size. It includes metadata such as cell size, coordinates, and 
NoData valu es. On the other hand, the TIFF format , specifically GeoTIFF (*.tif), is a raster 
format that supports georeferencing  and can store elevation data in a more compact, 
binary form. GeoTIFFs are widely used due to their efficiency, ability to store multiple 
bands, and compatibility with GIS software. While ASC files are simpler and useful for 
certain applications, GeoTIFFs are generally preferred for large -scale DEM storage and 
processing due to their superior compression, metadata handling, and performance.  



CHAPTER 4 : RESULTS 

18 

 

4  Setup and Theory  
A complete RAMMS::Avalanche setup requires a georeferenced DEM (5m recommended), 
ȶẨʐʢ˃˥̵ʢʐẨΒʢ̑ʢȶαʢẨȶΒʢȶẨϸ˥σ˒ẨΒʢ̑ʢȶαʢẨʐʢΆσ˒ᵜẨ˃Β˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαẨᴜ└ᵜẨӏᴝᵜẨȶ̵ʐẨȶẨʄȶ̑ʄϓ̑ȶσ˥̵ͅẨ
domain. Validate all inputs visually in 2D before running ᴶ incorrect release geometry  is 
the most common source of unrealistic results.  

4.1 Prep arat ions  

To successfully  start  a new  RAMMS project,  a few  important preparations are neces-
sary. Topographic input  data  (DEM in ASCII-  or GEOTIFF- format),  project  bound ary 
coordinates  and georeferenced  maps or orthophotos  should  be prepared  in advance  
(.tif  format  and .tfw - file, maps  and orthophotos  are not  mandat ory, but  nice  to  have).  
Georeferenced  datasets  must  be in the same  Cartesian coordinate  system  (e.g. Swiss 
CH1903 LV03) as the DEM. Polar coordinate  systems in degree  (e.g. WGS84 Longitude 
Latitude)  are  not  sup ported . For more inf ormation  about specific  national  coordinate  
systems  please contact  the  national  topographic  agency  in your countr y. 

4.1.1 Topographic data  -  Digital  Elevation  Model  (DEM)  

Topographic  data  is the  most  important  input  requirement. The simulation results 
depend strongly on the resolution and accuracy of the topographic input data. Before 
you start  a simulation,  make sure  all important terrain  features  are represented  in the  
input DEM. RAMMS is able to  process  the  following  topographic  data:  

1. ESRI ASCII grid (Error! Reference source not found. ) 
2. GEOTIFF (georeferenced information embedded within a TIFF file)  
3. ASCII XYZ regular, single space data ( Error! Reference source not found. ) 

ASCII XYZ data (regular and irregular) can be converted within RAMMS into an ASCII or 
GEOTIFF grid. A wizard will guide you through the conversion process. The following 
interpolation methods are available: LINEAR or INVERSE DISTANCE. 

The header of an ESRI ASCII grid must contain the information shown below in Error! R
eference source not found. . 

 
Figure 4-1: Example ESRI ASCII grid. 

 
Figure 4-2: Example ASCII XYZ single space 

data . 
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4.1.2  Project and  Scen arios  

A project  is defined  for a region  of  interest. Within  a project,  one or more scenarios can 
be specified  and analyzed. For every  scenario,  a calculation  can be executed.  A project  
consists theref ore of  different  scenarios  (input  files)  with  different  input  parameters. 
The basic  topographic  input  data is  the  same for every  scenario. If  you want to  change  
the  topographic  input  data (e.g. change  the  input  DEM resolution  or the  project 
bound ary coordinates) you have  to  create  a new  project. Other  input  parameters 
(such as release area, calculation domain, calculation grid resolution, end time or time 
step)  can be changed  for every  scenario . 

 
Figure 4-3: The same project  extent  (area of interest)  

can be used  to  calculate  different scen arios   
with  different  input  parameters.  

 

4.2  Release inf ormation  

The definition of release areas and release heights have a very strong impact on the 
results of RAMMS simulations. Therefore, we recommend to use reference information 
such as photography, PGS measurements or field maps to draw release areas. This 
should b e done by people with experience concerning the topographic and meteoro-
logical situation of the investigation area.  

Estimating Release Depth and Volume  

Release depth is one of the two most sensitive inputs to a RAMMS::Avalanche  simula-
tion, alongside the friction parameter mu  and xi . The statement 'use reference infor-
mation' requires practical elaboration. The following steps reflect Swiss engineering 
practice:  

Terrain -based empirical estimates: Swiss engineering practice (Salm, Burkard & 
Gubler, 1990 [3]) provides empirical formulae for release depth as a function of return 
period, elevation, and terrain aspect. These are the appropriate starting values for sites 
without documented events and are  the basis of the MuXi table return period categories.  
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Release area delineation: The polygon used as a release area should be based on field -
mapped terrain features: documented avalanche crowns, tension fractures, and mapped 
starting zones from avalanche cadastres. Maggioni et al. (2002, 2003) document the 
relationship between terrain parameters (slope angle, aspect, curvature) and release 
area extent, providing a literature basis for terrain -based release zone identification.  

RAMMS provides a new PRA (Potential Release Area) feature, which helps to delineate 
release areas (see section 4.8.2 ). 

Users can use any polygon shapefile as a release area, see section  4.8.1. Release areas 
drawn in RAMMS are saved as polygon shapefiles and can be easily imported in GIS -
Software (e.g. ArcGIS or QGIS). Shapefiles created in e.g. ArcGIS or QGIS can of course 
be used in RAMMS.  

4.3  Forest  information  

Forest information is not required for a successful simulation, but recommended, be-
cause the friction parameters strongly depend on forest information. Forest information 
can be provided as:  

¶ ESRI ASCII grid (0: no forest, 1: forest)  
¶ Polygon shapefile  

If no such files are available, the user can draw a polygon shapefile in RAMMS and import 
it as forest information (see section 4.8.4 ). Forest information should be defined before 
running the automatic muxi procedure.  

 

4.4  Friction  inf ormation  

RAMMS employs a Voellmy - fluid friction  model,  which  is based  on the Voellmy -Salm 
approach  (we refer  to  Salm et  al. 1990 [3] and Salm 1993  [4]).  

4.4.1  Physical  friction  model  

The friction law was originally described by Voellmy  (1955), who divided snow re-
sistance into a dry -Coulomb term proportional to the normal force (coefficient µ) and a 
turbulent term proportional to the square of the flow velocity  (coefficient  ӏ). The model 
was formalized  for engineering application by Salm (1993) [4] and provides the theoret-
ical basis for the AVAL -1D model and for RAMMS::Avalanche as described in Christen, 
Kowalski & Bartelt (2008). The depth -averaged numerical scheme used to solve the 
governing equations  on three -dimensional terrain is described in Sartoris & Bartelt 
(2000) and Bartelt (1999): an explicit, terrain - following Godunov - type finite difference 
approach on a structured grid. [Reference: Voellmy, A. (1955) Uber die Zerstorungskraft  
von Lawinen. Schweizerische Bauzeitung 73; Sartoris, G. & Bartelt, P. (2000) Upwinded 
finite difference schemes for dense snow avalanche modelling. Commun. Numer. Meth. 
Engng. 16.]  
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The frictional  resistance  S (Pa) is then  

Ὓ ‘ὔ
”Ὣ◊

‚
   ×ÉÔÈ   ὔ ”ὬÇÃÏÓ‰  

(3.1) 

 

where  ӑ is the  densi ty, g the  gravitational  acceleration,  Ӫ the  slope angle,  h the  flow 
height  and u the vector u = (u x,uy)T, consisting of the avalanche velocity in the x -  
and y -directions . The normal stress  on the  running  surface,  ӑ g˒cosᴜӪᴝ, can be sum-
marized in a single  parameter  N. The Voellmy  model accounts  for the  resistance  of  the  
solid  phase  (µ is sometimes  expressed  as the  tangent  of  the  internal  shear angle)  and 
a viscous  or turbulent  fluid phase  (ӏ was intr oduced  by Voellmy b y using  hydr odynamic  
arguments). The  friction  coefficients are responsible  for the  behavior of  the  flow. µ 
dominates  when  the  flow is close  to  stopping, ӏ dominates  when  the  flow is running  
quickl y. 

Throughout  one simulation  the  friction coefficients  per grid cell within  a calculation  
domain  are constant. H owever,  you have  the  possibili ty to  add  up to  two polygons  
within  the  calculation  domain  with different  friction  parameters  (see Hkow to  run a 
ʄȶ̑ʄϓ̑ȶσ˥̵ͅᵐ) 

The Voellmy  friction  model  has found  wide  application  in the  simulation  of  mass move-
ments, especially  snow avalanches.  For modeling  snow avalanches  the Voellmy  model 
has been in use in  Switzerland  for many years and a set  of  stand ard p arameters  is 
available.  

4.4.2  Cohesion  

The basic Voellmy equation has been modified to include a cohesion (Bartelt et al. 2015 
[5]) . Many materials, like mud and snow, do not exhibit a simple linear relation ( µ = 
constant), see  Figure 4-4. To model yield stress, we introduce the parameter N0. With 
this approach it is possible to model ideal plastic materials. In this case N0 serves as a 
yield stress and µ a "hardening" parameter. The new equation for the frictional re-
sistance S is then  

Ὓ ‘ὔ
”Ὣ◊

‚
ρ ‘ὔ ρ ‘ὔὩ  

where N0 is the yield stress of the flowing material. Unlike a standard Mohr -Coulomb 
type relation this formula ensures that SỄןẨϸ˒ʢ̵Ẩɽͅσ˒ẨNỄןẨȶ̵ʐẨUỄןᵝẨăσẨ˥̵ʄΒʢȶαʢαẨσ˒ʢẨ
shear stress and therefore causes the avalanche to stop earlier, depending on the value 
of N0 . 
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Figure 4-4: Relation between normal and shear stress. Left: Yield stress N 0 serves to increase 
the shear stress for higher normal pressures. At low normal pressures (small flow heights) the  

shear stress increases rapidly from S=0 to S=N 0ᵝẨǗ˒ʢẨᾳ̑ΆʢẨͅ˃Ẩσ˒ʢẨᵊǉẨϴαẨũᵋẨΒʢ̑ȶσ˥̵ͅẨ 
remains µ, when the normal pressures are large. Right: If µ=0,  

we have a visco -plasic behaviour.  

 

4.4.3  Curvature  

The normal force N includes centrifugal forces arising from the terrain curvature. We 
use the method proposed by Fischer et al. (2012) [6], which was specifically developed 
for RAMMS. The centrifugal acceleration  ֻis both a function of the avalanche velocity 
and terrain curvature. The acceleration is calculated according to  

Ὢ ◊╚◊  

The matrix K describes the track curvature in all directions, including the track 
ᵏσϸ˥ασᵐᵝẨǗ˒ʢẨʄʢ̵σΒ˥˃ϓˈȶ̑Ẩ˃ͅΒʄʢẨ˥αẨσ˒ʢ̵ 

Ὂ ”ὬὪ 

which is added to the normal force N. Typically this increases the friction, causing the 
avalanche to slow down in tortuous and twisted flow paths. It can change the location 
of the deposition once the flow leaves the gully. Curvature may be activated/deac-
tivated in the Run Simulation  window (tab ParamsᴝẨͅΒẨϴ˥ȶẨσ˒ʢẨ̮ʢ̵ϓẨᵊßʢ̑ΆẨỄẨ ʐϴȶ̵ʄʢʐᵞẨ
ỄẨfϓΒϴȶσϓΒʢᵋᵝ 

4.4.4  Model Assumptions and Known Limitations  

The depth -averaged continuum approach of RAMMS::Avalanche has well -documented 
limitations that practitioners should be aware of when applying the model for engineer-
ing assessments:  

Depth -averaged flow (no vertical velocity profile): RAMMS::Avalanche cannot resolve 
impact pressure distribution with height -  only mean depth -averaged pressure is com-
puted. This is relevant for structural design of snow sheds and walls where the pressure 
varies significantly with height above the ground.  
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Fixed terrain (no deposition feedback between phases): Deposit from a first simulation 
phase is not automatically included in the terrain for a second phase without explicit 
DEM modification. Sequential avalanche events on the same path require manual terrain 
updating between simulations . This can also be done with batch simulations , see section 
5.1.2. 

Dense - flow module only: RAMMS::Avalanche does not simulate powder -cloud dynam-
ics. For events where a significant powder cloud is expected to dominate hazard, 
RAMMS::Extended  should be used instead.  

4.4.5  Friction  parameters  µ and  ӏ 

RAMMS::Avalanche  offers a constant and a variable calculation mode. If a calculation is 
done with constant friction values, of course, no terrain undulations and forest areas 
are considered. Therefore, we suggest to use the variable friction values if possible. µ  
and ӏẨϴȶ̑ϓʢαẨȶΒʢẨαȶϴʢʐẨȶαẨ ǉfăăẨ˃˥̑ʢαẨᴜʄȶ̑̑ʢʐẨšϓȍ˥- files) and can be easily imported in 
GIS-Software (e.g. QGIS). 

The creation of a new MuXi - file is explained in the section below, and demonstrated in 
the exercise 3.5e ᵏßͅϸẨσͅẨʄΒʢȶσʢẨȶẨ̵ʢϸẨšϓȍ˥-˃˥̑ʢᵐ in section 4.8.4 . 
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4.5  Automatic MuXi Procedure  (└, ӏ) 

The Automatic MuXi Procedure  ˈʢ̵ʢΒȶσʢαẨαΆȶσ˥ȶ̑̑ІẨʐ˥ασΒ˥ɽϓσʢʐẨ˃Β˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαẨ└Ẩ
ȶ̵ʐẨӏẨ˃ͅΒẨȶẨƼ ššǉᵠᵠAvalanche simulation. The assigned friction values depend on sev-
eral characteristics of the avalanche and the terrain:  

¶ terrain classification,  

¶ elevation,  

¶ forest cover,  

¶ avalanche return period, and  

¶ avalanche volume.  

Ƽ ššǉẨʄ̮ͅɽ˥̵ʢαẨσ˒˥αẨ˥̵˃ͅΒ̮ȶσ˥̵ͅẨσͅẨȶαα˥ˈ̵ẨȶΆΆΒͅΆΒ˥ȶσʢẨ└Ẩȶ̵ʐẨӏẨϴȶ̑ϓʢαẨσͅẨσ˒ʢẨ˥̵ʐ˥ϴ˥ʐϓȶ̑Ẩ
computational grid cells.  Before starting the procedure, the avalanche release area and 
release volume should be defined. Forest areas should also be delineated where appli-
cable, since different friction parameters are used in forested terrain.  

4.5.1  Define the global parameters  

When the Automatic MuXi Procedure is started, RAMMS first displays the Global Param-
eters  dialog ( Figure 4-5). Here, the return period  and avalanche volume category  used 
for the friction parameter selection are specified.  The available return periods are 10, 
30, 100, and 300 years. The avalanche volume is classified as Tiny, Small, Medium, or 
Large.  

 
Figure 4-5: RAMMS global parameters . 

Ǘ˒ʢẨ└Ẩȶ̵ʐẨӏẨϴȶ̑ϓʢαẨʐʢΆʢ̵ʐẨασΒ̵ͅˈ̑ІẨ̵ͅẨɽͅσ˒ẨΆȶΒȶ̮ʢσʢΒαᵝẨǗ˒ʢẨαʢ̑ʢʄσʢʐẨȶϴȶ̑ȶ̵ʄ˒ʢẨϴ̑ͅϓ̮ʢẨ
category should therefore be consistent with the release volume defined for the simu-
lation.  
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4.5.2  Define the altitude li mit  

After confirming the global parameters, the actual Automatic MuXi Procedure  
dialog appears. There , the altitude limits used by the Automatic MuXi Procedure 
are specified ( Figure 4-6). These limits account for the variation of the friction 
ΆȶΒȶ̮ʢσʢΒαẨ└Ẩȶ̵ʐẨӏẨϸ˥σ˒Ẩʢ̑ʢϴȶσ˥̵ͅẨȶ̵ʐẨʐ˥ϴ˥ʐʢẨσ˒ʢẨσʢΒΒȶ˥̵Ẩ˥̵σͅẨσ˒ΒʢʢẨʢ̑ʢϴȶσ˥̵ͅẨ
ranges.  

 

Figure 4-6: Altitude limits for automatic MuXi procedure  

For projects in the Alps, the default values are 1500 m a.s.l.  for Altitude Limit 1 
and 1000 m a.s.l.  for Altitude Limit 2.  

The following reference elevations can be used as guidance:  

¶ Upper altitude limit (Alt. Limit 1):  should be selected below the regional 
tree line ; the tree line of the project region should therefore lie above  this 
altitude.  

¶ Lower altitude limit (Alt. Limit 2):  should approximately correspond to the 
regional snow line . 

For projects outside the Alps, the altitude limits should be adapted to the local 
climatic and vegetation conditions . 
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Table 1: MuXi Altitude Limits, examples for different climatic regions  

Regions  RAMMS Altitude  
Limits  

Climate  

  Tree line (m)  Snow line (m)  

Alps 1500 / 1000  2100 1000 

Bansko (BUL)  1500 / 1000  2100 1000 

Pyrenees  1700 / 1200  2200  1200 

Socchi (RUS)  1700 / 1200  2200  ? 

Norway (West Coast)  500 / 200  800  100 

Juneau (USA)  500 / 200  700  200?  

Wyoming (USA)  2000 / 1500  3000  1500? 

Chile (Santiago Region)  2500 / 2000  3000  2000  

Himalaya (Manali, India)  3000 / 2500  3500  2000  

 
The values in Table 1 are intended as general guidance. Appropriate limits should be 
selected according to the local conditions of the project area.  

4.5.3  Automatic terrain classification  

RAMMS then analyzes the terrain based on the digital elevation model. Local slope and 
terrain curvature are evaluated and each computational grid cell is assigned to one of 
four terrain classes: flat, open slope, channeled, or gully . 
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Figure 4-7: Example of the automatic terrain classification used by the MuXi procedure. RAMMS 

distinguishes between flat terrain, open slopes, channeled terrain, and gullies . 

 

4.5.4  αα˥ˈ̵̮ʢ̵σẨͅ˃Ẩ└Ẩȶ̵ʐẨӏ 

^ȶαʢʐẨ̵ͅẨσ˒ʢẨσʢΒΒȶ˥̵Ẩʄ̑ȶαα˥˃˥ʄȶσ˥̵ͅᵜẨƼ ššǉẨȶαα˥ˈ̵αẨ└Ẩȶ̵ʐẨӏẨϴȶ̑ϓʢαẨσͅẨσ˒ʢẨʄ̮ͅΆϓσȶᴲ
tional grid cells. The assigned friction parameters depend on the terrain class, eleva-
tion range, forest information, return period, and avalanche volume category . 

Figure 4-8 illustrates the principle of this assignment. For each grid cell, RAMMS com-
bines the terrain classification and elevation with the selected global parameters and 
σ˒ʢẨȶϴȶ˥̑ȶɽ̑ʢẨ˃ͅΒʢασẨ˥̵˃ͅΒ̮ȶσ˥̵ͅẨσͅẨʐʢσʢΒ̮˥̵ʢẨσ˒ʢẨʄͅΒΒʢαΆ̵ͅʐ˥̵ˈẨ└Ẩȶ̵ʐẨӏẨϴȶ̑ϓʢαẨ˃Β̮ͅẨ
the MuXi p arameterization.  

 

 
Figure 4-8: Aϓσ̮ͅȶσ˥ʄẨȶαα˥ˈ̵̮ʢ̵σẨͅ˃Ẩ└Ẩȶ̵ʐẨӏẨϴȶ̑ϓʢαẨɽȶαʢʐẨ̵ͅẨσʢΒΒȶ˥̵Ẩʄ̑ȶαα˥˃˥ʄȶσ˥̵ͅᵜẨʢ̑ʢϴȶσ˥̵ͅᵜẨ

forest information, return period, and avalanche volume . 
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4.5.5  Calculation parameters  

Calculation parameters such as output name, simulation grid resolution, end time, time 
step etc. can be changed interactively in the RAMMS Run Simulation Widget . 

4.6  Preferences  

You can set your RAMMS preferences and place the necessary DEM (Digital Elevation 
Model) files as well as the forest files, maps and georeferenced orthophotos you wish 
to use in the appropriate folders defined in the preferences see Figure 4-9 and Figure 
4-10 below. This is optional, you do not have to use these folders.  

Use Track  Ễ Preferences  to  open the  RAMMS preferences  window or click the button 

. For resetting the general preferences use Help  Ễ ʐϴȶ̵ʄʢʐᵞẨỄẨReset General 
Preferences . 

 

 

General Tab  

Setting  Purpose  

Working Directory  Set your working directory.  

Map Directory  Set the folder where you place your georeferenced digital 
maps (consists of a .tif file and a corresponding .tfw file 
(world - file).  

Orthophoto Directory  Set the folder where you place your digital georeferenced 
orthophotos (aerial picture, consists of a .tif file and a cor-
responding .tfw file (world - file).  

DEM Directory  Set the folder where you place the Digital Elevation Models  

FOREST directory  Set the folder where you place your forest - files (formats: 
ASCII grid or polygon shapefile).  

 
Figure 4-9: General tab of RAMMS prefer-

ences.  

 
Figure 4-10: Avalanche tab of  

RAMMS preferences.  
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Avalanche Tab  

Setting  Purpose  

Nr of colorbar colors  Set default n umbe r of colorbar colors.  

GIF-Animation Interval 

[s]  
Set interval for GIF animation images.  

Background Color  Set background color (greyscale between 0: black and 
255: white).  

Animation Delay [s]  Set animation delay to decelerate the animation speed.  

 

The following exercise Working directory  shows how to choose a new working directory. 
All further settings can be changed in a similar manner. The settings are saved, until they 
are changed again manually.  

 

Exercise 3.2 : Working directory  

Choosing the right working directory is very useful and saves a lot of time searching for files 
and folders.  

¶ Click  (or use Track  Ễ Preference s or  Ctrl+P ) to  open the RAMMS preferences  
wind ow. 

¶ Click  into  the  field  Working  direct ory . A wind ow pops up where  you can choose your  
new  working  direct ory. Click  OK in both  wind ows. Do this also for other directories if 
necessary.  
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4.7  Working with the RAMMS GUI  

Once the  project  is created,  there  are several  useful  tools which  can be helpful  when  
working with  RAMMS. They  are explained  in the sections and exercises  below. 

4.7.1  Open input -  and output - files  

The easiest way to open either input -  or ouput - files is by using these toolbar buttons:  

 
Figure 4-11: Toolbar button to open an input file. You can also use  

the menu ǗΒȶʄ̉ẨỄẨžΆʢ̵ᵞẨỄẨă̵ΆϓσẨÇ˥̑ʢ. 

 

 
Figure 4-12: Toolbar button to open an output file. You can also use  

the menu ǗΒȶʄ̉ẨỄẨžΆʢ̵ᵞẨỄẨ ϴȶ̑ȶ̵ʄ˒ʢẨǉ˥̮ϓ̑ȶσ˥̵ͅ.

 

Recent -Menu  

The menu ǗΒȶʄ̉ẨỄẨƼʢʄʢ̵σᵞ  allows you to directly open your 30  last accessed files 
(input and output), without having to search for them.  

 

4.7.2  Visualizing shapefiles, MuXi - files and domain - files  

There are different ways to visualize your project files (shapefiles, MuXi - files, domain -
files). In the exercise below, we will show these possibilities.  

Exercise  3.4a : Visualizing shapefiles, MuXi - files and domain - files  

 

a. Files tab in the right panel:  
 

¶ Click on the Files tab in the right AVALANCHE panel.  
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¶ In the file tree below, you will see your available project files (polygon shapefiles, MuXi 
ASCII files and domain shapefiles.  

 

 

Figure 4-13: Files tab and available project files (file - tree, dashed red).   
With the blue + button , files from external directories can be added  

to the file - tree. Refresh the tree with the refresh -button.  

 

¶ Click the checkbox  next to  a filename and the file will be shown in your visualization . 
 

 

Figure 4-14: Selected file on the right is shown in the visualization.  

 
¶ You can select and visualize as many files as you like!  
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Shapefile properties  
¶ Line thickness, color or linestyle can be adjusted for every individual shapefile. These 

properties are only saved within this RAMMS Session. Right -click on a filename and 
choose Shapefile properties : 
 

 

Figure 4-15: Right- click menus Shapefile properties, Release properties, Import forest  
from shapefile, Deposition analysis (only output) and Delete.  

 

 

Figure 4-16: Use Shapefile properties  to change line thickness, color or linestyle.  

 

Release properties  
¶ Please see section 4.8.1 on how to specify release area properties.  

 

Import rel ease  attributes (d0 / delays)  

¶ See section 4.8.1 on how to import shapefile attributes as d0 and release -delays.  
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Import forest from shapefile  
¶ Please see section 4.8.4  on how to import forest from a shapefile.  

 
Deposition analysis  
¶ This function is only available in output mode. Please see section 5.2.4  on how to do 

a deposition analysis.  

 

b.  Adding files to the project  

 

You can add files to the visualization using one of these options:  

¶ Add data: Use the button   ͅΒẨσ˒ʢẨ̮ʢ̵ϓẨᵊËăǉẨ H ʐʐẨʐȶσȶᵋẨσͅẨȶʐʐẨȶẨα˒ȶΆʢ˃˥̑ʢᵝẨă˃Ẩσ˒˥αẨ
shapefile is located outside of your project directory, it will be added to the files - tree.  

¶ Add files from folder: Use the button  (Add files from external directory) below the 
file - tree to add all the files from an external directory to the file - tree. These files are 
added during this RAMMS session. After you exit and restart RAMMS, you have to add 
the files again.  

¶ Drag & Drop: see next section.  

 

c.  Drag & Drop:  

 

ăσᵋαẨΆͅαα˥ɽ̑ʢẨσͅẨqΒȶˈẨᴑẨqΒͅΆẨσ˒ʢẨ˃̑̑ͅͅϸ˥̵ˈẨ˃˥̑ʢαẨ̵ͅσͅẨσ˒ʢẨ̮ȶ˥̵Ẩϴ˥αϓȶ̑˥Нȶσ˥̵ͅẨϸ˥̵ʐͅϸᵠ 

 

¶ Input files (.av2)  
¶ Output files (.out.gz)  
¶ MuXi files (.asc)  
¶ Polygon shapefiles (.shp)  
¶ Domain shapefiles (.shp)  

 

 

4.7.3  Hillshade visualization  

Use Extras Ą Create Hillshade  Image  to create a hillshade visualization. For this we 
follow the instructions from ArcGIS at  

https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial -analyst - toolbox/how -hill-
shade -works.htm   

to calculate the hillshade representation of your DEM, see Figures below.  

https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial-analyst-toolbox/how-hillshade-works.htm
https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial-analyst-toolbox/how-hillshade-works.htm
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Figure 4-17 DEM surface visualization (with shadows) after creating a new project in RAMMS  

 

 
Figure 4-18 Visualization after creating and adding the hillshade image to RAMMS  

 

4.7.4  Changing maps and orthophotos (aerial images)  

It is possible to change the map or orthophoto of a project anytime. Take into account, 
that the corresponding .tfw - file (world - file) has to be in the same folder as the actual 
map (.tif ). If this is not the case, the map will not be found . If only a GeoTIFF file is 
available (and the tfw - file is missing), you can use |ЁσΒȶαẨỄẨfΒʢȶσʢẨǗÇȆẨ˃Β̮ͅẨËʢͅǗăÇÇẨ
(World File)  to create the tfw - file from the Geo TIFF file, without using GIS. 
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To check which map and orthophoto are currently loaded in the project, open the pro-
ject input (or output) log ( Project Ą Input Log File ). Next to map image  and ortho im-
age  you will find the location and name of the loaded map and image, respectively.  

Exercise  3.4b : How to add or change maps and orthophotos  

 

d.  Add or change a map:  

¶ Go to  Extras Ễ Add/Change Map  or click . 
¶ If more than one  map is found,  the  foll owing  wind ow pops up, listing  the maps 

found:  

 

Figure 4-19: Window to choose map image.  

Information  on the  image cover ratio (Percent), image  dimensions  (X-  and Y-Dim, 
pixel)  and size  (in MB) are provided  and might  be a selection  criterion.  

¶ Select  the  map you wish  to  add  and click  Load  selected  map . 

e. Map not found:  
¶ If the question  "No  map found,  continue  search?"  appears, you either  ʐ̵ͅᵋσ have 

an appropriate  map, the  map- folder  direct ory is set  wrong or the  map is saved  in a 
different  folder.  In the  second  case  click  Yes  and choose the  correct  folder. A 
window pops up to browse for the correct map location and file.  

¶ Or click No to cancel search.  

f.  Change orthophotos:  

¶ Go to Extras ỄAdd/Change Image  or click  . 

 

 

4.7.5  Moving, resizing,  rotating, viewing  

! Hold Shift  while dragging with the mouse to rotate the topography directly, without 

manually switching to the Rotate tool. This makes 3D navigation faster, smoother, and 
more intuitive.  

If you need to rotate the model around a fixed axis, see exercise below.  
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Exercise 3.4c: Moving and resizing the model  

 

a. Terrain model has a dimension of 100% or smaller:  

 

¶ By clicking on the arrow   the model can be moved and resized.  

 

 

Figure 4-20: Active project with lines and corners for resizing.  

 

¶ To move  the  model  without  changing  size or aspect  ratio,  move  the  curs or to  

the model  and check  if  the  curs or turns  to . Then  click  and hold  the  left  
mouse button  and drag  the  model  to  the  desired  position.  

¶ To resize  the m odel  without changing  the as pect ratio, use  the  mouse  wheel  to 
zoom in or out. Alternativel y, you can resize  the  model  by changing  the  percent-

age value  in the  horizontal  toolbar .  

 

b.  Terrain model has a dimension > 100%:  

 

¶ All steps explained above are still possible.  
¶ In addition to this, the white hand right next to the rotation button becomes active 

as well. After clicking on this so - called view pan  button , it is also possible 
to move the model.  
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Exercise 3.4d: Rotating the model  

 

After  activating  the  rotation  button , the m odel  can be rotated  along the  rotation  

axis, by moving the  curs or directly  on one of  the  axes until  the  curs or changes  from to 

. Otherwise  a freehand  rotation  in any direction  is possible.  

 

 

Figure 4-21: Active project with rotation axes.  

 

 

Exercise 3.4e: How to switch between 2D and 3D mode  

 

Click  to  switch  from  3D to  2D view.  This  button  then  changes  to  and by clicking 
again, you  will  return  to  3D view.  
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Figure 4-22: 3D view of example model.  

 

Figure 4-23 : 2D view of example model.  

 

In 2D mode you have  all possibilities  that work for the  3D mode. It  works for input files  as 
well as for simulations.  For the following functions  of  RAMMS  it  is  necess ary  to switch  from  
3D to  2D view:  

 

INPUT: 

¶ Draw new polygon shapefile   

¶ Release area information  

¶ Draw new domain   

¶ Measure distance and angle  

OUTPUT:  

¶ Draw new polygon shapefile   

¶ Draw new line profile  

¶ Measure distance and angle  

  

 

4.7.6  Col orb ar 

As soon as a parameter  is shown in the  project,  the  colorbar appears in the panel 
on the  right  side  of  the main wind ow. It can be turned  on and off  by clicking  on 

. 

The col orbar can be moved  anywhere  in the screen  (and can  get lost). Use  Pro-
ject  ỄẨGet Colorbar  to  find  a lost  colorbar . 

 

Exercise  3.4f: Editing  the colorbar  

Changing  the minimum  and maximum  values  of  the  colorbar as well as changing  the 
number of  colors used  is done  in the  panel AVALANCHE (right of the map window).  
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Figure 4-24  Colorbar and visualization properties  

 

¶ 1) Simply type a new value into the respective field and hit the return key on the 
keyboard. The display will then be refreshed.  

¶ 2) To view the underlying topography or image, you can change the transpar-
ency by entering a value or moving the slider.  

¶ 3) Simulation contour lines : Contour lines of simulation results can be visualized.  
Default contour levels are:  
-  Flow height (m): 1.0 2.0 3.0 5.0 10.0 (H_CONTOUR_LEVELS)  
-  Velocity (m/s):  1.0 5.0 10.0 20.0 30.0 40.0 50.0  (V_CONTOUR_LEVELS) 
-  Pressure (kPa): 1.0 3.0 10.0 30.0 100.0 (P_CONTOUR_LEVELS)  

 

 

Figure 4-25: Simulation contour lines  

 
You can change these contour levels by adding the following lines in the Add. Prefer-
ences (before the END tag):  
 
Example:  
H_CONTOUR_LEVELS 0.5 1.0 1.5 2.0 
V_CONTOUR_LEVELS 5.0 10.0 50.0 
P_CONTOUR_LEVELS 3.0 10.0 30.0 

 

Changing colorbar color and position:  
 

 

1 
2 

3 
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¶ Open the editing window by using Edit Ễ 
Colorbar Properties . 
 

¶ To change the colorbar properties simply 
click into the field you want to change, then 
click OK.  

 

¶ Use Edit Ễ Toggle Colorbar  Color  to toggle 
the text -color of the colorbar between black 
and white. This can be useful when chang-
ing the background color of your project 
(Track Ễ Preferences Ễ Avalanche Tab Ễ 
Background Color ). 

 

 

Figure 4-26: The Colorbar  
Properties window.  

 

4.7.7  How to  save  input  files  and  program  settings  

Once a project  is created,  it  is saved  under  the  name and location  you entered  
when creating a new project . The created  input  file has  the  suffix  * .av2. 

The second situation, in  which  the  input  file  is saved  automaticall y, is when  a calcu-
lation  is st arted. The  saved  input  file  has the  same name as the  created  output file.  
 

Exercise  3.4g : H ow to  save  input  files  and  program  settings manuall y 

 

a. Input file:  
¶ In case you want to save the input file manually before running a calculation, go on 

Track Ễ Save . This is helpful when a release area was loaded but you wish to close 
the project before doing the simulation.  

¶ If you wish to save a copy of your file under a new name, go to Track Ễ Save  

Copy As  or click . 
¶ A window pops up to choose an old file which should be overwritten or to type in 

a new name, then click Save . 
 

b.  Program settings  
¶ If you have moved and/or or rotated your project for a better view, you can save 

this position by going on Extras Ễ Save Active Position . 
¶ You can now get back to this position anytime by choosing  Extras Ễ Reload Posi-

tion . 
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Exercise  3.4h : H ow to  open an input file  

 

¶ Go to  Track  Ễ Open Ễ Input  File ,  click   or use  Ctr l+O . 
¶ A wind ow opens to  browse  for a avalanche  input  file  (*.av2).  
¶ Click  Open  after the file  name was selec ted.  
¶ The project  will  be opened.  
¶ Alternatively, you can drag & drop the input file from your windows explorer onto the 

RAMMS GUI. 

 

Exercise  3.4i : How to visualize a shapefile  

 

¶ To load  a shapefile  go to  GIS Ễ Add data  or click  .  
¶ A wind ow opens to  browse  for a shapefile  (*.shp).  
¶ Click  Open  after the file  was selected.  
¶ Alternatively, you can drag & drop the shapefile from your windows explorer onto the 

RAMMS GUI. 

 

 

Exercise  3.4j : How to open an output file/avalanche simulation  

 

¶ Go to  Track  Ễ Open... Ễ Avalanche Simulation ,  click   or use  Ctrl+A .  
¶ A window opens to browse for an avalanche simulation file (*.out.gz)  
¶ Click OK 
¶ The simulation  will  be opened.  
¶ Alternatively, you can drag & drop the output file from your windows explorer onto the 

RAMMS GUI. 

 

 

  



CHAPTER 4 : RESULTS 

42  

 

4.7.8  About  RAMMS  

Some information  about  the  RAMMS installation  on your computer  is found  here: 
Help  ỄẨAbout  RAMMS . If you click on the Info -Button left of the OK -Button, 
RAMMS will display the RAMMS -License Agreement.  

 

Figure 4-27: About RAMMS  
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4.8  Preparing  a simulation  

To run a simulation  or a specific scenario within a newly created project (creating a 
project see section 3.2 ) it is necessary to define  

¶ release area(s),  
¶ a calculation domain  
¶ ȶ̵ʐẨ˃Β˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαẨϗẨȶ̵ʐẨӏᵝẨ 

The definitions of release area(s) and release heights as well as the set of friction 
ΆȶΒȶ̮ʢσʢΒαẨϗẨȶ̵ʐẨӏẨ˒ȶϴʢẨȶẨασΒ̵ͅˈẨ˥̮ΆȶʄσẨ̵ͅẨσ˒ʢẨΒʢαϓ̑σαẨͅ˃ẨƼ ššǉẨα˥̮ϓ̑ȶσ˥̵ͅαᵜẨσ˒ʢẨ
definition of a smaller calculation domain is especially useful to keep the number of 
calculation grid cells as small as possible. The exercises below show you how to 
create a release area, a calculation domain and a MuXi - file. Details on the friction 
model used in RAMMS:: Avalanche  are given in section  4.4.1. 

4.8.1  Release area(s)  

There are different possibilities to include release area(s) into the project. The follow-
ing table gives an overview of the possibilities RAMMS offers. For further explanations 
see the exercises below.  

Release Type  Details  

Create a new release area (polygon 
shapefile)  

If there is no release area available for 
your project, or you wish to create a new 
one, switch to 2D mode and click  (Draw 
new polygon shapefile)  

Open an existing polygon shapefile   Use the file - tree in the right -hand panel 
(Files) and click the shapefile you want to 
visualize. Or, use the ᵊ ʐʐẨʐȶσȶᵋ button  
or menu to visualize a shapefile from an-
other source.  

 

The definitions of release areas and release heights have a very strong impact on the 
results of RAMMS simulations. Therefore, we recommend to use  reference information 
such as photography, GPS measurements or field maps to draw release areas. This 
should be done by people with experience concerning the topographic and meteoro-
logical situation of the investigation area. Release areas can only be dra wn in 2D mode.  
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Exercise  3.5a : How to create a new release area (polygon shapefile)  

 

¶ Switch to 2D mode by clicking .  
¶ Activate the project by clicking on the map once.  

¶ Click   (Draw new polygon shapefile ). 
¶ Click into the project where you want to start drawing the outline of the release 

polygon.  
¶ Continue drawing the release polygon by moving the cursor and clicking the left 

mouse button  in clockwise order . 
¶ To end the release polygon, click the right mouse button. The polygon will be 

closed automatically.  

 

 

Figure 4-28: Drawing a new release area.  

 

Before the release area is created, you have to answer a few questions:  
 

¶ Add more polygon areas?  
You can either answer with Yes  and create a second release polygon as ex-
plained above or answer with No and continue with the next step.  

¶ Choose a new polygon shapefile name:  
Enter a new name for the polygon area.  
 

The polygon area will now be created and opened directly, as well as the colorbar.  
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Exercise  3.5b : How to visualize an existing release area (polygon shapefile)  

 

Visualize shapefiles by clicking the checkbox next to the filenames in the file - tree ( 1, 
Β˥ˈ˒σẨΆȶ̵ʢ̑ᴝᵜẨϓαʢẨσ˒ʢẨᵊ ʐʐẨʐȶσȶᵋẨɽϓσσ̵ͅẨᴜ2) or drag & drop shapefile(s) from the Windows 
file explorer onto the RAMMS topography.  

 

Figure 4-29: How to visualize polygon shapefiles  
 

 

In Figure 4-29 we selected two polygon shapefiles: 3Rel.shp , consisting of three poly-
gons, and 2Rel.shp  with two polygons. For every polygon, we can specify a release 
depth and/or release delay. Not every polygon must contain a release depth, only the 
ones we want to release, see exercises below.  

Once polygon area(s) are created or loaded, you have to specify the release height(s). 
Switch to 2D mode , choose ă̵ΆϓσẨỄẨƼʢ̑ʢȶαʢẨȶΒʢȶᵝᵝᵝẨỄẨqʢσȶ˥̑αᴮ|ʐ˥σẨΒʢ̑ʢȶαʢẨȶΒʢȶ, click 

the button  or right -click the polygon shapefile in the Files -Tab and choose Release 
properties , and choose the release area polygon by selecting it with the left mouse 
button. The appearing window ( Figure 4-30 ) yields information about release area, 
mean slope angle, mean altitude and estimated release volume. And, most importantly, 
the release height can be entered, see exercise below. Do this for every release area 
you wish to release. You can specify one rel ease area, or multiple release area(s), see 
exercise below.  

 

 

2 

1 
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Exercise  3.5c : Specify release depth(s) and view release information  

 

¶ Switch to 2D mode by clicking .  
¶ Activate the project by clicking on the map once.  

¶ Click on the View/Edit release area  button   (1) , choose ă̵ΆϓσẨỄẨƼʢ̑ʢȶαʢẨ
ȶΒʢȶᵝᵝᵝẨỄẨqʢσȶ˥̑αᴮ|ʐ˥σẨΒʢ̑ʢȶαʢẨȶΒʢȶẨor right - click the filename and choose  Release 
properties.  

¶ Then click into the release area you want to get information on (2) . A red polygon 
is drawn around the selected release area. The following window appears:  

 

 

Figure 4-30 : View/Edit release area  

¶ Enter a release depth in the field Release depth d0 (m) . The corresponding release 
volume is calculated and updated automatically.  

¶ Additionally, the following release area parameter s are shown: mean slope angle, 
mean altitude, projected area and inclined (real) area . 

¶ A release delay in (s)  can be specified in the last line, see next Figure.  

 

Remark: The estimated release volume is very accurate for the grid resolution of your input 
project. If you calculate a different simulation resolution, the estimation can differ from the 
calculated release volume.  

 

2 

1 
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In Figure 4-30  we selected the northern -most polygon of the shapefile 3Rel.shp  and 
assigned a release depth of 1.5m. Now lʢσᵋαẨdefine a secondary avalanche release  for 
the lowest polygon in 3Rel.shp with a release delay  of 20 seconds.  

Therefore, we again click on  (1)  and choose the lowest  polygon of 3Rel.shp (2) , see  
below. We then specify a release depth of 0. 5m and a delay of 20s  (3) .  

 

 

Figure 4-31: Specifying a secondary avalanche release polygon with a time delay.  

We do not specify a release depth for the last polygon of 3Rel.shp. In a next step we 
could now  specify a release depth  for one of the two polygons of shapefile 2Rel.shp . 

 

1 

2 

3 
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Figure 4-32 : Release area and volume information  

 

Additional release information is found in the Avalanche panel , tab Volumes , see Figure 
above.  

 

Import release attributes from a shapefile  

When a release area consists of many individual polygons, assigning the release depth 
manually to each polygon can be time -consuming. RAMMS can therefore import release 
depths directly from attributes stored in a polygon shapefile. Optionally, release dela ys 
can be imported in the same way.  

Each polygon in the shapefile must contain an attribute specifying its corresponding re-
lease depth Ὠ. If delayed release is used, an additional attribute can contain the release 
delay.  



CHAPTER 4 : RESULTS 

49  

 

 
Figure 4-33 : Importing release attributes from a shapefile.  

 

Steps to import attributes:  

1. Right-click the shapefile in the file tree and select Import release attributes (d0 
/ delay) . 

2. In the Import Release Attributes  dialog, select the shapefile attribute contain-
ing the release depth Ὠ (m). 

3. If applicable, select the attribute containing the release delay (s). Other-
wise,leave the value set to <none> . 

 

 
Figure 4-34 : Import Release Attributes  dialog. Select attributes  

for release depth and delay (optional).  

 
 

4. Click Import . RAMMS assigns the attribute values to the corresponding release 
polygons . 

Note:  The selected attributes must contain valid numerical values for all release poly-
gons. Release depths are specified in meters and release delays in seconds.  
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4.8.2  Potential Release Areas (PRA)  

The PRA visualization implemented in RAMMS  (see Figure 4-35 ) is based on published 
GIS approaches for automated delineation of potential avalanche release areas. The 
underlying terrain -based "hard -gate" logic follows the earlier work of Maggioni and re-
lated Davos studies, where potential release areas are identifie d from topographic cri-
teria such as slope angle, forest cover, altitude range, and ridge - related terrain char-
acteristics derived from digital elevation models. This general concept is also con-
sistent with later automated PRA delineation approaches by Bühle r and co -authors, 
who likewise use DEM -based terrain parameters to identify potential release terrain. In 
addition, the present implementation adopts the multi - scale fuzzy - logic concept intro-
duced by Veitinger, in which terrain properties such as slope and  roughness are trans-
formed into continuous suitability values and combined into a graded release propen-
sity map.  

 

Figure 4-35 : Clicking the "Show PRA" button will produce the  
above "Release tendency" visualization.  

 

Explanation of the approach. The method is designed to identify terrain that is mor-
phologically consistent with slab -avalanche release. In a first step, a binary candidate 
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mask is generated from hard terrain constraints: only cells within a user -defined slope 
range are retained; cells inside forest polygons are excluded; optional altitude limits 
may be applied; and, if activated, main ridges can be removed using DEM -derived 
ridge indicators. In a second step, the remaining terrain is evaluated with a fuzzy ap-
proach. Here, slope is  calculated at a characteristic scale and transformed into a slope 
suitability value, while terrain roughness is estimated from the DEM and transformed 
into a roughness suitability value. These suitability values are then combined into a fi-
nal fuzzy score └Ẩɽʢσϸʢʢ̵ẨןẨȶ̵ʐẨנᵜẨϸ˒˥ʄ˒ẨʢЁΆΒʢααʢαẨ˒ͅϸẨασΒ̵ͅˈ̑ІẨȶẨˈ˥ϴʢ̵ẨσʢΒΒȶ˥̵Ẩʄʢ̑̑Ẩ
matches the typical characteristics of a potential avalanche release area.  

Meaning of the result. The resulting PRA classes should be interpreted as a relative 
terrain propensity, not as a calibrated event probability. A class such as 0.75 1H.00 
does not mean that an avalanche will release there with a 75 1H00% probability. In-
stead, it means that, accord ing to the implemented terrain criteria, the location is 
strongly consistent with known release -area characteristics. Likewise, lower classes 
indicate terrain that is less consistent with typical release conditions. The output is 
therefore best understood as a ranking of terrain suitability for release, useful for visu-
alization, plausibility checks, and scenario -based release -area mapping, but not as a 
direct forecast of avalanche occurrence.  

PRA-parameters such as slope range, altitude limits, ridge exclusion factors as well as 
forest layer (excluding) can be set with Input Ễ Ƽʢ̑ʢȶαʢẨ ΒʢȶᵞẨỄ Set PRA parame-
ters . Changes can be applied directly within the parameter window.  

 

4.8.3  Calculation Domain  

The calculation time of a RAMMS simulation depends strongly on the number of com-
putational grid cells. For simulations with a small grid -cell size, the computational do-
main should therefore be limited to the area that is relevant for the avalanche.  

A convenient way to define an efficient calculation domain is to first perform a coarse 
preliminary simulation. The resulting flow path can then be used to create a smaller do-
main for the final, higher - resolution simulation , see exercise below.  

 

Recommendation: Especially for simulations with grid - cell sizes smaller than approx-
imately 5 m, avoid using unnecessarily large calculation domains.  

  

Exercise  3.5d : Finding an optimized calculation domain  

 

¶ Open the input file and switch to 2D mode . 
¶ Select ă̵ΆϓσẨỄẨfȶ̑ʄϓ̑ȶσ˥̵ͅẨq̮ͅȶ˥̵ᵝᵝᵝẨỄẨqΒȶϸẨũʢϸẨq̮ͅȶ˥̵Ẩor use the corre-

sponding toolbar button   
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¶ Draw a polygon covering the expected avalanche path and surrounding area. The 
polygon is created in the same way as a release -area polygon . At this stage, the 
domain can be relatively generous, since its purpose is only to provide the domain 
for the preliminary simulation , see Figure below.  

 

  

Figure 4-36 : Example of an initial calculation domain used for the preliminary simulation.  

¶ Run a preliminary simulation using a coarse simulation resolution, for example  
10 m . For this initial calculation, a simplified friction definition can be used. For 
example, constant values of  µ=0.2 and x=2000  may be sufficient to obtain an 
approximate flow path . The purpose of this simulation is not to obtain final results, 
but to identify the area that is potentially affected by the avalanche.  

¶ After the simulation has finished, display the Maximum Flow Height  result . 
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Figure 4-37: Max Flow Height of a 10m simulation with constant mu and xi  

 

¶ Create an envelope of the simulated flow path : Select  GIS Ą |ЁΆͅΒσᵞẨĄ Create 
Envelope Shapefile . RAMMS creates a polygon enclosing the displayed simula-
tion results.  

Important:  The minimum value of the current color scale is used as the lower thresh-
old when creating the envelope. Adjust the minimum value of the color bar before 
creating the envelope if necessary.  

¶ RAMMS then asks whether a buffer should be added to the envelope.  
¶ Select Yes  if the envelope will subsequently be used as a calculation domain. The 

additional buffer provides space around the preliminary flow extent and helps 
prevent the final simulation from being artificially constrained by the calculation -
domain boundary. Choose a filename for the envelope shapefile (a name is pro-
posed).  

¶ Select No only if an envelope corresponding closely to the displayed simulation 
extent is required.  

¶ Choose a filename for the envelope shapefile. RAMMS proposes a default name.  
¶ The created envelope shapefile is shown in the visualization as a dashed red lin  

The newly created envelope is displayed as a dashed red polygon in the map 
view . 
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Figure 4-38 : Envelope shapefile of Max Flow Height extent  

¶ Return to the input file  
¶ Select  Input Ą fȶ̑ʄϓ̑ȶσ˥̵ͅẨq̮ͅȶ˥̵ᵞẨĄ Load Existing Domain  to load the buff-

ered envelope shapefile created in the previous step. It now defines the calcula-
tion domain for the final simulation , see Figure  below.  

 

 

Figure 4-39 : Buffered envelope of the preliminary simulation used as  
the optimized calculation domain . 

 

¶ The final simulation can now be performed using the desired model settings, for 
example with a resolution of 5m and a variable MuXi- file.  
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Figure 4-40 : Max Flow Height result of a 5m simulation with variable MuXi - file  

 

¶ Because computational cells outside the relevant flow area are no longer 
included, the simulation can be considerably faster while retaining the re-
quired resolution within the area of interest.  

¶ n the example shown here, reducing the calculation domain decreased the 
computational time by approximately  70% . 

 

 

4.8.4  ÇΒ˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαẨϗẨȶ̵ʐẨӏ 

Forest area  

It is sometimes necessary to take forest areas into account, when running a simulation 
ϸ˥σ˒ẨϴȶΒ˥ȶɽ̑ʢẨ˃Β˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαẨᴜϗẨȶ̵ʐẨӏᴝᵝẨ^ʢϸȶΒʢᵠẨă˃ẨІͅϓΒẨαʄʢ̵ȶΒ˥ͅẨ˥αẨȶ̵ẨʢЁσΒʢ̮ʢẨαʄʢᴲ
nario, then it might not be appropriate to use forest information, as a forest wou ld be 
completely destroyed by an extreme avalanche.  

There are different ways to consider forest information:  

(1) Import a digital forest file (ASCII grid or forest shapefile): Use Input Ą ÇͅΒʢασᵞẨ
Ą Import Forest from SHAPEFILE  or Input Ą ÇͅΒʢασᵞẨĄ Import Forest from 
ASCII Grid.  

(2)  Draw a forest file manually: See exercise below.  
 

Exercise  3.5d: How to create a FOREST file  

 

¶ Switch to 2D mode by clicking .  
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¶ Activate the project by clicking on the map once.  

¶ Click   or choose Input Ą ƴ̑ͅІˈ̵ͅẨǉ˒ȶΆʢ˃˥̑ʢᵞẨĄ Draw New Polygon Shapefile . 
¶ Trace the forest outline by creating as many FOREST area polygons as necessary 

and name your new forest shapefile accordingly. The shapefile will be shown as 
a red dashed line in the GUI.  

¶ Then right - click the shapefile in the Files - tree and choose Import forest from 
shapefile , see below.  

 

 

Figure 4-41: Import forest from shapefile  

 

¶ You are asked, if you want to import the created FOREST file into your project. 
Click yes , if you want to use the newly created FOREST (ignore the next point in 
this case). Otherwise click no and import the FOREST file later, as explained in 
the next point.  

¶ Import the new FOREST shapefile: Choose Input Ą ÇͅΒʢασᵞẨĄ Import Forest 
Area from SHAPEFILE , then select your FOREST shapefile.  

¶ This new FOREST information is not automatically taken over in existing MuXi -
files. Therefore, recreate existing MuXi - files if needed. If you create a new MuXi -
file with Input Ą ÇΒ˥ʄσ˥̵ͅẨȃȶ̑ϓʢαᵞẨĄ Create new MuXi File (Automatic Proce-
dure) , the forest will now be considered.  
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MuXi - file  

ă̵ẨƼ ššǉᵠᵠ ȃ Ŗ ũfß|ẨІͅϓẨʄȶ̵Ẩȶϓσ̮ͅȶσ˥ʄȶ̑̑ІẨˈʢ̵ʢΒȶσʢẨȶẨϗẨȶ̵ʐẨӏẨ˃˥̑ʢẨɽȶαʢʐẨ̵ͅẨσͅΆͅᴲ
graphic data analysis, forest information and global parameters. The following exercise 
shows how to create and load MuXi - files for a RAMMS simulation with variable friction 
parameters.  

Exercise  3.5e: How to create a new MuXi - file  

 

¶ Choose Input Ą ÇΒ˥ʄσ˥̵ͅẨȃȶ̑ϓʢαᵞẨĄ Create new MuXi File (Automatic Proce-
dure)   

or click the button  . 
¶ A window pops up where you have to  define an appropriate return period and 

check your avalanche volume.  
¶ In the following window (Automatic MuXi Procedure) you can enter a file name 

(optional). If you leave it empty, then RAMMS will use a default filename, e.g. L30 
(for Large -avalanche, 30 -year return period). Unless you know better, leave the 
values as they are.  
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Figure 4-42 : RAMMS Automatic MuXi Procedure . 

 
 

¶ Click OK. 
¶ If this is the first MuXi - file for this project, or if you changed or removed a forest 

cover or if you changed the altitude limits when entering the file name, RAMMS 
will start a terrain classification. Otherwise, RAMMS will skip the terrain classifi-
cation (the classification is s aved in the file muxi_class.asc in the logfiles folder).  

¶ The MuXi - file will be visualized after its creation. The µ -  ȶ̵ʐẨӏ- values are saved 
in two ASCII - files (L30_mu.asc and L30_xi.asc respectively). Only the region 
within the calculation domain will be visualized.  

¶ ȓͅϓẨʄȶ̵Ẩαϸ˥σʄ˒Ẩɽʢσϸʢʢ̵Ẩσ˒ʢẨΒʢ̑ʢȶαʢẨȶΒʢȶẨᴜ˥˃Ẩȶ̑ΒʢȶʐІẨ̑ͅȶʐʢʐᴝᵜẨȶ̵ʐẨσ˒ʢẨϗẨȶ̵ʐẨӏẨ
values in the choose Visualization area in the avalanche panel.  
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Exercise  3.5f: How to load an existing MuXi - file  

 

¶ Choose Input Ą ÇΒ˥ʄσ˥̵ͅẨȃȶ̑ϓʢαᵞẨĄ Load existing MuXi File  
¶ A window opens to browse for an existing MuXi - file.  
¶ Click open  and the file will be loaded.  

4.9  Running  a simulation  

To run a simulation  you have to open a created project, load a release area  and a cal-
culation domain. A MuXi - file is necessary as well. Below you find two examples, one for 
running a constant calculation (constant release height and constant friction parame-
σʢΒαẨϗẨȶ̵ʐẨӏᴝẨȶ̵ʐẨ̵ͅʢẨ˃ͅΒẨϓα˥̵ˈẨϴȶΒ˥ȶɽ̑ʢẨ˃Β˥ʄσ˥̵ͅẨΆȶΒȶ̮ʢσʢΒαᵝ 

Exercise 3.5g: How to run an avalanche simulation  

¶ To run a simulation  choose Run  Ễ Run Avalanche Calculation  or click   
¶ The RAMMS | Run Simulation wind ow opens. Before clicking Run Simulation , you  

should  check  the  input  parameters.  

 
General Tab:  
 

- SCENARIO Name 
(1) Scenario output name: Choose a meaningful output filename, add parameter infor-

mation to the filename to recognize the output file.  
(2)  Save Max Values Only: If you want to save disk space and if the max values are all you 

are interested in, then use this feature. After a simulation finished, all ASCII files (dep-
osition, max flowheight , max velocity and max pressure) are exported automatically. 
The simulation results cannot be visualized in RAMMS.  
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- Additional Information  
(3)  Project name . 

 

(4)  Project info: Add valuable project 
information to this field.  
 

(5)  Calculation domain.  

 

(6)  Digital elevation info: Digital eleva-
tion model (DEM) file.  
 

- Stop Criteria  
(7)  Momentum stopping criterion, see 

section  
(8)  Center of mass stopping criterion  

 

- Remarks  
(9)  ᵏ|αʄȶΆʢᵐẨȶ̵ʐẨᵏfσΒ̑ᵵƼᵐẨʄȶ̵ẨɽʢẨϓαʢʐẨ

to cancel resp. start a simulation.  
 

(10)  Check box Run in back-
ground : Option to run simulations in 
background mode. The RAMMS in-
terface remains active and allows 
the user to start e.g. new simula-
tions.  

 
 

 

Figure 4-43  General Information  
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Continuation of exercise 3.5g: How to run a avalanche simulation  

 
Params Tab  
 
- Simulation Parameters  

(1) Sim resolution: Suggested 
simulation resolution for 
large avalanches: 5m . For 
small avalanches, you can try 
better resolutions, between 2ᴴ
5m . If your DEM resolution is 
different than your simulation 
resolution, then RAMMS per-
forms a bilinear interpolation. 
High resolution grids will ex-
tend your calculation time .  

 

(2)  End time: Simulation end time. 
Default time = 300s.  

 

(3)  Dump-step: The dump -step in-
terval defines the resolution of 
the animation of your simula-
tion but has no effect on the 
simulation results. Suggested: 
2-5s . 

 

(4)  Density: Keep the default value 
for density if no further infor-
mation on the avalanche den-
sity is available (300 kg/m 3). 

 

 
 

 
Figure 4-44 : Parameter Tab  

- Miscellaneous Parameters  
(5)  Obstacle/Dam File: Draw polygons of areas, where no avalanche - flow should pass 

(houses, deflecting dams, obstacles). The flow is then deflected.  
 

(6)  Curvature: Switch Curvature  On or Off. The normal force N includes centrifugal forces 
arising from the terrain curvature. We use the method proposed by Fischer et al. (2012) 
which was specifically developed for RAMMS. Typically, this increases the friction, 
causing the flow to slow down in tortuous and twisted f low paths.  
See https://www.ramms.ch/ramms -avalanche/friction -parameters/  for more infor-
mation.  
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Continuation of exercise 3.5g: How to run avalanche simulation  

 
Mu/Xi FRICTION PARAMETERS  
 
(1) Constant:  For a calculation with con-

stant MuXi - values, click Constant . Enter 
ϗẨȶ̵ʐẨӏẨϴȶ̑ϓʢαẨɽʢ̑ͅϸᵝẨf˒ͅͅαʢẨHelp Ą 
Ƽ ššǉẨšȶ̵ϓȶ̑αᵞẨĄ Friction Parameter 
Table (PDF)  or see friction value table in 
the appendix  ˃ͅΒẨȶ̵Ẩ˥ʐʢȶẨͅ˃ẨϗẨȶ̵ʐẨӏᵝ 
 

(2)  Variable:  For a calculation with variable 
MuXi- values (recommended), click Var-
iable . You should have created a MuXi -
file before starting a variable MuXi cal-
culation.  

 
(3)  Cohesion : For dry avalanches, values 

between 0 -100Pa are fine  (suggested: 
50Pa). For wet avalanches, slightly 
higher values (up to 200Pa) can be used.  
See https://www.ramms.ch/ramms -ava-
lanche/friction -parameters/  for more in-
formation.  
 

(4)  Define additional MuXi areas:  You can 
specify up to two additional polygon ar-
eas where you can change the MuXi -val-
ues. Make sure you have good reasons 
σͅẨʄ˒ȶ̵ˈʢẨσ˒ʢẨϗẨȶ̵ʐẨӏẨϴȶ̑ϓʢαẨσ˒ʢΒʢᵝ 

 
 
 
 
 
 
 
 
 
 
 
 

 

 
Figure 4-45 : Friction values Mu and Xi . 
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RELEASE PARAMETERS 
 

(1) Filename:  List of all the release shape-
files in use.  
 

(2)  Volume (m 3):  The estimated release 
volume per shapefile is indicated in the 
second row.  

 
(3)  Depth (m):  Release depth per shapefile.  

 
(4)  Delay (s):  Release delay per shapefile. 

ă̵Ẩσ˒˥αẨʢЁȶ̮Ά̑ʢᵜẨσ˒ʢẨα˒ȶΆʢ˃˥̑ʢẨᵏαʢʄ̵ͅᴲ
ʐΒʢ̑ᵝα˒ΆᵐẨ˒ȶαẨȶẨασȶΒσẨʐʢ̑ȶІẨͅ˃Ẩןנαᵝ 

 
(5)  Total Volume (m 3):  Sum of all the re-

lease volumes from above.  
 

(6)  Run Simulation Button  
 
 
 

 

 
Figure 4-46 : Release information . 

 

 

Continuation of exercise 3.5g: How to run an avalanche simulation  

 
Run Simulation  
¶ Click RUN SIMULATION  
¶ When a simulation is started, RAMMS opens a separate calculation window in which 

the numerical solver is executed. () 

General information of the simulation (1), output filename (2), starting the calculation 
(3), for every dump step RAMMS outputs max flow height (Hmax ) and velocity 
(Vmax) (4), moving momentum (%, 5) as well as flow volume, outflow volume (if it ex-
ists) and numerical volume loss  (6) . 
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Figure 4-47: RAMMS calculation window showing the progress and  

status information during a simulation . 

 

 
Figure 4-48 : RAMMS calculation window showing a background  simulation.  

Press any button to close the window  once the simulation finished . 
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4.9.1  Run Batch Simulations  

RAMMS can run several simulations automatically in batch mode. This is particularly 
useful when many scenarios should be calculated unattended, for example overnight.  

 
To start a batch calculation, select ǗΒȶʄ̉ẨỄẨũʢϸᵞẨỄẨƼϓ̵Ẩ^ȶσʄ˒Ẩǉ˥̮ϓ̑ȶσ˥̵ͅα. 

 

 
Figure 4-49 : Batch -Simulations  

 

In the Batch Simulation window, you can then select any number of prepared RAMMS 
input files and specify the maximum number of simulations that may run simultane-
ously.  

For example, if you select 20 simulations and specify 4 computational cores, RAMMS 
starts four simulations in parallel. As soon as one simulation is completed, the next 
simulation in the batch is started automatically. This continues until all 20 simulatio ns 
have been calculated.  

Input files may also be selected from different directories or projects. Optionally, 
RAMMS can create a separate directory for each batch simulation.  

Preparing Input Files for Batch Simulations  

Before starting the batch calculation, prepare and save an input file for each simulation 
scenario:  

1. Open an existing input file  from your RAMMS project.  

2. Click the large green Run Simulation  button in the left toolbar to open the Run 
Simulation  window.  

3. Go through all tabs of the Run Simulation  window and specify all required simu-
lation settings and parameters.  

4. When all settings have been defined, click Cancel  instead of starting the simu-
lation. The settings entered in the Run Simulation window are retained.  

5. Select ǗΒȶʄ̉ẨỄẨǉȶϴʢẨfͅΆІẨ α or click the corresponding Save Copy As  button. 
Save the scenario as a new RAMMS input file (.av2) using a meaningful file 
name.  
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6. Repeat this procedure for every scenario that you want to calculate.  

Once all input files have been prepared, select ǗΒȶʄ̉ẨỄẨũʢϸᵞẨỄẨƼϓ̵Ẩ^ȶσʄ˒Ẩǉ˥̮ϓ̑ȶᴲ
tions , add the desired input files, specify the maximum number of simulations that 
should run in parallel, and start the batch calculation.  

Tip:  When running many scenarios, use descriptive input file names. This makes it eas-
ier to identify the corresponding simulations and results later.  
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5  Results  

Once the simulation has finished, RAMMS automatically opens the calculated result to-
gether with the corresponding Output Log File . If the simulation was started in Back-
ground Mode  (see Figure 4-48 ), the RAMMS calculation window remains open after the 
calculation has finished. Press any key inside this window to close it, then open the 
completed simulation manually in RAMMS.  

 

Figure 5-1: Main window in output mode . 

If material flows out of the defined calculation domain during the simulation  (RAMMS will 
mention this in the logfile)  the calculation domain should generally be enlarged to ensure 
that the relevant flow process is fully represented (see section 4.8.3 ). 
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5.1 Log File s and Project information  

5.1.1 Output Log File  

After a simulation has finished, RAMMS automatically opens the Output Log File. The 
logfile can also be opened later in Output Mode by selecting ƴΒ́ͅʢʄσẨỄẨžϓσΆϓσẨŖͅˈẨ
File . 

The Output Log File provides a compact summary of the completed simulation and 
should be one of the first places to check after a calculation. It contains information 
about the calculation itself, the most important simulation results, and the input param-
eters used for the run.  

At the beginning of the logfile, RAMMS reports which solver was used. Depending on 
the calculation, this indicates whether the simulation was performed using the CPU or 
GPU. For GPU calculations, the GPU model and the number of computational cells are 
also listed. In the example logfile, the simulation was calculated using an NVIDIA RTX 
2000 Ada Generation Laptop GPU with 93291 computational cells.  

RAMMS also reports why the simulation was stopped. This information is particularly 
important when interpreting the calculated runout. In the example logfile, the simula-
tion stopped because of low mass flux, which is good, after 136s. The simulation could 
also stop, because the simulation reached the specified end time. RAMMS would then  
issues a warning that the runout distance may increase if the simulation is repeated 
with a longer end time.  

The logfile then summarizes important information about the calculation, including:  

¶ calculation time,  

¶ simulation resolution,  

¶ number of computational cells and nodes,  

¶ calculated release or hydrograph volume,  

¶ overall maximum velocity,  

¶ overall maximum flow height,  

¶ overall maximum pressure.  

¶ Solver (GPU if available).  
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Figure 5-2: Example output log file . 
These values provide a quick overview of the simulation and can be used for an initial 
plausibility check. The reported maximum values are the overall maxima reached any-
where in the calculation domain during the simulation.  

The second part of the logfile records the input specifications used for this particular 
simulation . This includes, among other information, the DEM and calculation domain, 
simulation time and output interval, stopping criteria, density, numerical scheme, re-
lease volume , friction parameters, cohesion, and map or orthophoto information.  

The logfile therefore provides an important record of both the simulation setup and 
the resulting calculation  and is useful when documenting, comparing, or reproducing 
simulations.  

5.1.1 Input Log File  

The input information can also be viewed separately by selecting ƴΒ́ͅʢʄσẨỄẨă̵ΆϓσẨŖͅˈẨ
File  (in Input -Mode).  

The Input Log File contains the project and simulation settings stored in the currently 
loaded input file, including the DEM, calculation domain, release or hydrograph defini-
tion, numerical and physical parameters, friction settings, and other simulation s pecifi-
cations.  

5.1.2  Project Region Information  

To view information about the spatial extent of the project, select the Region  tab in the 
RAMMS panel.  

 
Figure 5-3: Project region information showing the X - , Y-  and Z-extent  

and the total project area . 

 

The Region tab displays the minimum and maximum X-  and Y -coordinates  of the pro-
ject area, corresponding to its spatial extent in the horizontal plane. The minimum and 
maximum terrain elevation are shown as the Z extent . RAMMS also displays the total 
projected project area  in km².  
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These values refer to the complete project region defined when the project was cre-
ated and not necessarily to a smaller calculation domain used for an individual simula-
tion.  

5.2  Visualization and analysis of results  

This section provides a brief overview of the tools available in RAMMS for visualizing 
and analyzing simulation results. The results should be interpreted by experienced us-
ers who are familiar with the local topographic and meteorological conditions of the  
study area.  

As with any numerical model, RAMMS represents a simplification of reality. Simulation 
results should therefore be critically evaluated and interpreted in the context of the 
model assumptions, input data, and local conditions. We strongly recommend perform-
ing sensitivity analyses to assess the influence of relevant model parameters on the 
results.  

5.2.1  Maximum Results and Dump -Step Results  

RAMMS provides two different types of simulation results:  

Maximum results  show, for each computational cell, the highest value reached during 
the entire simulation. For example, the Max Flow Height  map contains the maximum 
flow height attained at each location at any time during the calculation. The same ap-
plies to every Max -Result.  

These maximum -value maps are therefore not snapshots of the flow at a particular 
time . The maximum at one location may occur early in the simulation, while the maxi-
mum at another location may occur much later.  

In addition, the maxima of different result quantities do not necessarily occur at the 
same time. For example, the maximum flow height at a particular cell may occur at a 
different time than the maximum velocity or maximum pressure at that cell. Maximum 
maps should therefore generally be interpreted independently.  

Dump -step results , in contrast, represent the state of the simulation at a specific sim-
ulation time. RAMMS stores these results at the specified dump interval . For example, 
with a dump interval of 2 s, results are stored at approximately 0, 2, 4, 6 s, etc.  

Each dump step contains the spatial distribution of quantities such as flow height, ve-
locity and pressure at that particular time . By displaying the dump steps consecu-
tively, the temporal evolution of the flow can be visualized as an animation.  

Note:  Maximum results and dump -step results serve different purposes. Maximum 
maps are particularly useful for identifying the largest loading or flow intensity reached 
at each location, whereas dump -step results are used to analyze the temporal devel-
opment and  dynamics of the flow.  
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Values from different maximum maps should not automatically be combined, because 
their respective maxima may have occurred at different simulation times . 

5.2.2  Visualize different parameters  

The drop -down menu Results  offers the following functions:  

¶ Flow Height  
¶ Flow Velocity  
¶ Flow Pressure  
¶ Flow Dynamic Load  
¶ Flow Momentum  
¶ Max values  

o Height  

o Velocity  

o Impact Pressure  

o Line Load  (see section  5.3.3 ) 
o Momentum,  
o Shear Stress  

¶ DEM Adaptions (Add Deposition to DEM)  
¶ Flow Analysis (Summary of Moving Mass)  
¶ Friction Values ( µ, ӏ) 
¶ Cell area (m 2) 

These results are all visualized by a color -plot in the topography. See exercise ᵏפᵝסȶẨ
q˥αΆ̑ȶІ˥̵ˈẨʄȶ̑ʄϓ̑ȶσ˥̵ͅẨϴȶ̑ϓʢαᵐ below.  
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Exercise 4.2a: Displaying calculation values  

The maximum values of flow height, velocity and pressure give a good overview of the dimension 
of the avalanche. You find them under  
Ƽʢαϓ̑σαẨỄẨšȶЁẨϴȶ̑ϓʢαᵞ 

­ Max flow height  

­ Max flow velocity  

­ Max impact pressure   

 

Figure 5-4: Results: Maximum values of flow height (left), velocity (middle)  
and impact pressure (right) . 

The flow height can be visualized exaggerated by the flow height (quasi -3D) . Use the View  ra-
dio -buttons to toggle between flat (no exaggeration), and real (quasi - 3D), see figures below.  
 

 

Figure 5-5: Toggle between flat and real view (quasi -3D).  
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Figure 5-6: Quasi 3D -Visualization of flow height (left:  flat ; right: real). 

 

5.2.3  Line profile and time plot  

In the horizontal toolbar you find two further functions:  

¶ Line Profile  

¶ Time Plot  

 

Line profile  

A line profile is a good alternative to the color plot if the avalanche snow height, velocity 
or pressure should be known at a specific location. The graph shows the currently active 
parameter. Every line profile is saved in the file profile.shp  in the project directory. If you 
want to keep this line profile, you have to save it, see exercise ᵏפᵝסɽẨßͅϸẨσͅẨʐΒȶϸẨȶẨ̑˥̵ʢẨ
ΆΒͅ˃˥̑ʢᵐ below.  

 

Time plot  

This function provides a time plot at a single point. This is helpful when it is of interest 
to know the values and maximum values at a specific location (e.g. at a building, dam, 
or a tree) through time. Every point is saved in the file point.shp  and a point - info file 
point_info.txt  is additionally saved in the project directory. If you want to keep this point, 
you have to save it, see exercise ᵏפᵝסʄẨßͅϸẨσͅẨʄΒʢȶσʢẨȶẨσ˥̮ʢẨΆ̑ͅσᵐ below. The point - info 
file can be visualized with |ЁσΒȶαẨỄẨƴͅ˥̵σᵞẨỄẨȃ˥ʢϸẨƴͅ˥̵σ Info File . 

  






















































































