
 

i 

 

  

 

  Debris Flow  
Dynamics with 
RAMMS::Debrisflow  

RAMMS AG  

September , 2026  

Perry Bartelt & Marc Christen  



 

 

Title picture: © WSL  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Manuscript update  

September  2026  



 

 

 

Table of C ontent  
 

1 Introduction  ......................................................................................................... 1 

1.1 Motivation  ................................................................................................... 2 

1.2 RAMMS ......................................................................................................... 2 

1.3 Learning by doing  ........................................................................................ 3 

2 Installation and Setup  ........................................................................................ 5 

2.1 System requirements  .................................................................................. 5 

2.1.1 GPU acceleration  .................................................................................. 5 

2.2 Installation and Licensing  ............................................................................ 6 

2.2.1 Multilingual Installation  ......................................................................... 6 

2.2.2  New Update Procedure  ........................................................................ 6 

2.2.3  Administrative Privileges Requirement  ................................................ 7 

2.2.4  Licensing  ................................................................................................ 7 

2.3  First -Time Startup and License Registration  ............................................. 7 

2.3.1 License Transfer .................................................................................... 9 

2.3.2  Module availability  ................................................................................ 9 

2.3.3  Registering and updating Avalanche and Debrisflow licenses  .......... 9 

3 The RAMMS::Debrisflow GUI  ............................................................................ 11 

3.1 Starting the Graphical Interface  ................................................................ 11 

3.2  Project Creation  .......................................................................................... 12 

3.2.1 Understanding the New Project Window  ...........................................13 

3.2.2  DEM Files *.tif and *.asc  ...................................................................... 16 

4 Setup and Theory  .............................................................................................. 17 

4.1 Preparat ions ............................................................................................... 17 

4.1.1 Topographic data  -  Digital  Elevation  Model  (DEM) ....................... 17 

4.1.2 Project and  Scenarios  ......................................................................... 19 

4.2  Release information  .................................................................................... 19 



 

 

4.3  Friction  information  ................................................................................... 20 

4.3.1 Physical  friction  model  ...................................................................... 20 

4.3.2  Yield stress  ........................................................................................... 21 

4.3.3  Curvature  ............................................................................................. 22 

4.3.4  Calibration  of  the  friction  parameters  µ and ӏ ............................... 22 

4.4  Erosion information  ................................................................................ 23  

4.4.1 Interpreting the Default Erosion Thresholds  ..................................... 24  

4.4.2  Sensitivity of Results to the Erosion Rate  ......................................... 24  

4.4.3  Site Transferability of the Default Coefficients  ................................ 24  

4.4.4  Spatially and Temporally Varying Erosion Parameters  ..................... 25 

4.5  Flexible barriers (nets) information  .......................................................... 25 

4.6  Calculation  parameters  ............................................................................ 26 

4.7 Preferences  .............................................................................................. 26 

4.8  Working with the RAMMS GUI  .................................................................. 28 

4.8.1 Open input -  and output - files  ............................................................. 28 

4.8.2  Visualizing shapefiles and domain - files  ........................................... 29 

4.8.3  Hillshade visualization  .........................................................................31 

4.8.4  Changing maps and orthophotos (aerial images)  ........................... 32  

4.8.5  Moving, resizing,  rotating, viewing  ................................................... 34  

4.8.6  Colorbar ................................................................................................ 36  

4.8.7  How to  save input  files  and program  settings  ............................. 37 

4.8.8  About  RAMMS .................................................................................... 39  

4.9  Preparing  a simulation  ............................................................................. 40  

4.9.1 Release area  ........................................................................................ 40  

4.9.2  Input hydrograph  ................................................................................. 45  

4.9.3  Erosion ................................................................................................. 49  

4.9.4  Flexible barriers (nets)  ........................................................................ 52 

4.9.5  Calculation Domain  ............................................................................. 56  

4.10 Running a simulation  .............................................................................. 59  

4.10.1 Run Batch Simulations  ........................................................................ 67 

5 Results  ............................................................................................................... 69  



 

 

5.1 Log Files and Project information  ............................................................. 70 

5.1.1 Output Log File  .................................................................................... 70 

5.1.2 Input Log File  ....................................................................................... 72 

5.1.3 Project Region Information  ................................................................. 72 

5.2 Visualization and analysis of the results  .................................................. 73 

5.2.1 Maximum Results and Dump -Step Results  ....................................... 73 

5.2.2  Visualize different parameters  ........................................................... 74 

5.2.3  Line profile plot and time plot  ............................................................ 76 

5.2.4  Deposition analysis  ............................................................................. 80  

5.2.5  Google Earth Export  ............................................................................ 82 

5.2.6  Exporting video, GIF animation or image files  ................................... 86  

5.3  Impact Pressures  ....................................................................................... 87 

5.3.1 Visualization of Impact Pressures  ...................................................... 87 

5.3.2  Impact load per unit width  .................................................................. 90  

5.4  Stopping criteria  ......................................................................................... 91 

5.4.1 Momentum -based stopping criteria  ................................................... 91 

5.4.2  Center -of -mass stopping criteria  ...................................................... 95  

5.5 Barrier retention results  ............................................................................ 97 

5.6  Modifying the DEM for subsequent simulations  ...................................... 97 

5.6.1 Adding structures to the DEM  ............................................................ 97 

5.6.2  Adding deposited debrisflow material to the DEM  ......................... 103 

5.6.3  Sequential multi - surge simulations using batch mode  .................. 104 

6 Applications  .................................................................................................... 108 

6.1 Calibration  ................................................................................................ 108 

6.2 Input hydrograph in comparison with block release  .............................. 112 

6.2.1 Comparison between a block release and an input hydrograph  .... 112 

6.2.2  Discussion  ........................................................................................... 113 

6.2.3  Summary  ............................................................................................. 113 

6.3  Erosion example  ........................................................................................ 114 

6.4  Slush Flows  ............................................................................................... 117 



 

 

6.4.1 Definition and Hazard Characteristics  .............................................. 117 

6.4.2  Release Zone Identification  ............................................................... 117 

6.4.3  RAMMS Modelling Approach  ............................................................. 119 

6.4.4  Recommended Voellmy Parameters by Return Period  ................... 119 

6.4.5  Release Area Setup  ........................................................................... 120 

6.4.6  Erosion Module Settings  .................................................................... 121 

6.4.7  Digital Elevation Model and Grid Resolution  ................................... 122 

6.4.8  Recommended Simulation Workflow  ............................................... 123 

6.4.9  Case Study Summary  ....................................................................... 124 

6.4.10  Limitations and Uncertainties  ........................................................... 124 

7 References  ...................................................................................................... 126 

8 Appendix  ......................................................................................................... 130 

8.1 Third -Party Software  ............................................................................... 130 

 



CHAPTER 1: INTRODUCTION 

1 

 

1 ă̵σΒͅʐϓʄσ˥̵ͅ 
In the field of natural hazards there is an increasing need for process models to help 
understand the motion of geophysical movements. These models allow engineers to 
predict the speed and mass of hazardous movements in complex terrain. Such models 
are esp ecially helpful when processing mitigation measures, such as avalanche dams or 
snow sheds. Hazard mapping is an especially important application in Switzerland and 
other mountainous countries. An accurate prediction of runout distances, flow velocities 
and impact pressures in general three -dimensional terrain is the driving motivation for 
the development of dynamical mass movement models. Although helpful and well - liked 
by users, one -dimensional models such as AVAL-1D require that the primary flow direc-
tion and flow width must be defined by the user in advance. This is often difficult, espe-
cially in open terrain, or in terrain consisting of several possible flow channels. Further-
more, flow interaction with catching and  deflecting dams cannot be accurately modeled 
using one -dimensional simulation codes.  

RAMMS (Rapid Mass Movement Simulation) is a two -dimensional, state -of - the -art nu-
merical simulation model to calculate the motion of geophysical mass movements (snow 
avalanches, rockslide, debris flows and shallow landslides) from initiation to runout in 
th ree-dimensional terrain. It was designed to be used in practice by hazard engineers 
who need solutions to real, everyday problems. It is coupled with a user - friendly visual-
ization tool that allows them to easily access, display and analyze simulation resul ts. 
New constitutive models have been developed and implemented in RAMMS, thanks to 
calibration and verification at full scale tests at sites such as Vallée de la Sionne. These 
models allow the application of RAMMS to solve both large, extreme avalanche events 
as well as smaller mass movements such as hillslope debris flow and shallow landslides.  

RAMMS was developed since 2010 by the RAMMS team at the WSL Institute for Snow 
and Avalanche Research SLF . However, since July 1st 2024 , development, support and 
licenses are managed exclusively at RAMMG AG . This manual describes the features of 
the RAMMS program  Hallowing beginners to get started quickly as well as serving as a 
reference to expert users.  

The RAMMS web site https://www.ramms.ch  provides useful information about all 
RAMMS modules, licenses , frequently asked questions (FAQ) , recent software updates  
or publication lists  

  

https://www.ramms.ch/
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1.1 Motivation  
Mitigation of natural hazards relies increasingly on  numerical  process m odels  to  predict 
the area inundated by rapid geophysical  mass movements. These movements include  

¶ snow avalanches,  
¶ torrent based debri s flows and hillslope debri s flows,  
¶ muds lides,  
¶ rock - ice avalanches and glacier lake outbreaks  
¶ rockfall s and rock avalanches.   

Process m odels are used by  engineers to predict the speed and reach of these hazard-
ous movements in complex terrain. The preparation of hazard maps is a primary appli-
cat ion. The models are especially  helpful when proposing technical mitigation measures, 
such as dams and embankments or rockfall protection barriers . The models  allow hazard 
engineers  to optimize limited financial resources  by studying  the influence of  different  
hazard scenarios  on defense options .  

Debris flows pose a major risk to settlements, transport infrastructure and torrent -cross-
ing structures in mountainous and hilly terrain. Physically based 3D simulation tools like 
RAMMS::Debrisflow  allow engineers to quantify runout extent, impact pressure and 
channel -bed erosion for events where historical records alone are insufficient.  

1.2 RAMMS  
The RAMMS (RApid Mass Movement Simulation) software system contains four process 
modules:  

¶ RAMMS::AVALANCHE 
¶ RAMMS::EXTENDED 
¶ RAMMS::DEBRISFLOW 
¶ RAMMS::ROCKFALL 
¶ RAMMS::ROCKICE (Beta)  

The RAMMS:: Avalanche  and RAMMS:: Debrisflow  modules are designed for flow  phe-
nomena containing fast mov ing particulate debris  of snow and rocks . In the a valanche 
module, the interstiti al fluid is air, whereas in the debris flow module the  interstitial 
fluid is mud.  The RAMMS::Avalanche and RAMMS::Debrisflow models are used  to cal-
culate the motion of the movement from  initiation to runout in three -dimensional ter-
rain. The models use depth -averaged equatio ns and predict the slope -paralle l veloci-
ties and flow heights. This information is sufficient for most engineering applications.  
Information in the slope -perpendicular direction (e.g. mass and velocity distribution) is 
lost; however, this is seldom of practical interest.  Both models  require an accurate dig-
ital representation of the terrain . Engineers specify initial conditions (location and size 
of the release mass)  and friction parameters, depending on terrain (e.g. roughness, 
vegetation) and material (e.g. snow, ice or mud content of the debris flow ). 

https://ramms.ch/ramms-avalanche/
https://ramms.ch/rammsextended/
https://ramms.ch/ramms-debrisflow/
https://ramms.ch/ramms-debrisflow/
https://ramms.ch/ramms-rockfall/
https://ramms.ch/rammsrockice/
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The RAMMS:: Rockfall  module  is used to study the rigid body motion of falling rocks. 
The model predicts rock trajectories in general t hree -dimensional terrain.  Rock trajec-
tories are governed by the interacti on between the rock and ground.  The model con-
tains  six primary state variables:  three translational speeds and three rotational v eloci-
ties of the falling rock. From these, kinetic energy, runout distance and jump heights 
can be derived.  Generalized rock shapes are modeled. Rock orientation  and rotational 
speed are included i n the rock/ground interaction. The RAMMS::Rockfall module is 
therefore fundamentally different from the RAMMS:: Avalanche and RAMMS::Debrisflow 
modules because it is based on hard -contact, rigid -body Lagrangian mechanics , not 
Eulerian flow mechanics.  It also differs from existing rockfall modules because the 
rock/ground interaction is not governed entirely by simple rebound mechanics, but 
frictional (dissipativ e) rock/ground interactions. These govern the onset of rock jump-
ing. The RAMMS:: Rockfall module predicts all rigid -body motions  Hrock sliding, rolling, 
jumping and skipping.  

RAMMS::Debrisflow  is implements a Voellmy - fluid friction model with depth -averaged 
mass and momentum conservation, combined with a physically based erosion module 
for channel -bed entrainment (Frank et al. 2015), enabling simulation of channelized 
and hillslope debris flows ᴶ including volume grow th along the flow path ᴶ on com-
plex 3D terrain at engineering time scales.  

RAMMS::RockIce  is an advanced engineering tool designed for use by hazard profes-
sionals to analyze both pre -event and post -event hazard scenarios. It is particularly 
well - suited for assessing situations where avalanche deposits may be re -mobilized 
into secondary debris flows. A key strength of  RAMMS::RockIce  lies in its ability to 
predict the water and ice content within avalanche deposits, enabling a detailed un-
derstanding of potential remobilization processes. This is made possible by the 
̮ͅʐʢ̑ᵋαẨʄȶΆȶɽ˥̑˥σІẨσͅẨʄȶ̑ʄϓ̑ȶσʢẨσ˒ʢẨσ˥̮˥̵ˈẨȶ̵ʐẨʢЁσʢ̵σẨͅ˃Ẩ˥ʄʢẨ̮ʢ̑σẨϸ˥σhin the flowing 
mass, offering critical insights into the evolving dynamics of complex alpine hazards.  

In all RAMMS modules, n ew constitutive models have been developed and imple-
mented, thanks to calibr ation  and verification  at full scale  test sites  such  as St. Lé-
onard/Walenstadt  (rockfall,  mitigation  measures), Vallée de la Sionne (sn ow ava-
lanches)  and Illgraben (debris flow).   

 

1.3 Learning by doing  

This manual provides an overview of RAMMS ::Debrisflow . Exercises exemplify different 
steps in setting up and running a RAMMS simulation especially in  Chapter 3 ᵊǉʢσσ˥̵ˈẨϓΆẨ
ȶẨα˥̮ϓ̑ȶσ˥̵ͅᵋ. However, to get the most from the manual, we suggest reading it through 
while simultaneously having the RAMMS program open, learning by doing.   
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DISCLAIMER 

 
The RAMMS software models are provided "as is" without any warranties, express or 
implied. RAMMS AG makes no representations or warranties of any kind, including but 
not limited to the accuracy, reliability, completeness, or suitability of the models for 
any particular purpose  
 
Users of the RAMMS software models assume all risk associated with the use of these 
models. RAMMS AG shall not be held liable for any loss, injury, or damage resulting 
from the use or reliance on these models, including but not limited to personal injury, 
property damage, or financial loss . 
 
The RAMMS software models are intended to supplement, not replace, the judgment 
and expertise of professionals in the fields of geology, engineering, and hazard man-
agement. Users should not rely solely on the models for making decisions related to 
hazard mitigation,  land use planning, or emergency response.  
 
In no event shall RAMMS AG be liable for any indirect, incidental, special, consequen-
tial, or punitive damages arising out of or in connection with the use or performance 
of the RAMMS software models, even if advised of the possibility of such damages . 
 
Users are responsible for ensuring that their use of the RAMMS software models com-
plies with all applicable laws, regulations, and standards. RAMMS AG does not guar-
antee that the models meet any regulatory requirements or industry standards . 
 
RAMMS AG may, at its sole discretion, update, modify, or discontinue the RAMMS 
software models at any time without notice. Users are responsible for ensuring that 
they are using the most current version of the models.  
 
By using the RAMMS software models, you acknowledge that you have read, under-
stood, and agree to be bound by the terms of this disclaimer.  
 
Swiss law applies. Court of jurisdiction is Davos. If you encounter problems, please 
contact  info@ramms.ch . 
 

 

mailto:info@ramms.ch
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2 ă̵ασȶ̑̑ȶσ˥̵ͅẨȶ̵ʐẨǉʢσϓΆ 
Before installation, please make sure that you have administrative privileges for the com-
puter where you intend to install RAMMS.  

2.1 System requirements   
We recommend  the following minimum  system  requirements  for running  
RAMMS::DEBRISFLOW: 

¶ Operating  System s: Windows 10/11 (64-bit)  

¶ RAM (memory): 8 GB (more recommended)  

¶ CPU:  > 1 GHz, 8 cores or more recommended  

¶ Disk space : ca. 220  MB needed for the software  

¶ Graphic Card: GPU and OpenGL support recommended (see below)  

2.1.1 GPU acceleration  

RAMMS can offload the main calculation to a compatible NVIDIA graphics 

card, which substantially speeds up larger simulations.  

 

Requirements  

¶ An NVIDIA GPU based on one of the following architectures:  

o Pascal : GeForce GTX 10-series, Quadro P -series  

o Turing : GeForce GTX 16-series / RTX 20 -series, Quadro RTX/T -

series  

o Ampere : GeForce RTX 30 -series, RTX A-series  

o Ada Lovelace : GeForce RTX 40 -series, RTX 

2000/3500/4000/4500/5000/6000 Ada Generation  

o Blackwell : GeForce RTX 50 -series, RTX PRO Blackwell series  

(desktop, laptop, and professional GPUs all supported within these ar-

chitectures.) GPUs older than Pascal ᴶ e.g. Maxwell -based cards such 

as the Quadro M -series ᴶ are not supported.  

¶ A current NVIDIA driver (keep it updated via NVIDIA's own driver up-

date tool).  

¶ Enough free GPU memory (VRAM) to hold the simulation mesh ᴶ this is 

checked automatically at startup.  

 

How it works  

By default, RAMMS decides automatically: if a suitable GPU is found and the 

simulation is large enough to benefit, it runs on the GPU; otherwise it runs on 

the CPU as before. Nothing needs to be configured for this. To override the 



CHAPTER 2: Installation  and Setup  

6 

 

automatic choice , and force the CPU  or GPU solution, use one of the following 

flag s in the Additional Preferences:  

SOLVER   CPU 

SOLVER   GPU 

 

What to expect  

GPU and CPU produce the same result to within ordinary floating -point round-

ing. A CPU run always reproduces bit - for -bit the same output as before this 

feature was added.  

Speedup depends on simulation size: small simulations may see little or no 

benefit (and may run on the CPU automatically for this reason), while larger 

simulations have measured speedups in the range of roughly 2 5H×.  

2.2  Installation and Licensing  

Please download  the  RAMMS::DEBRISFLOW setup  file  k ramms_avaldbf_setup.exe ᵐẨ
from https://www.ramms.ch/ramms -debrisflow/  (Downloads tab at the bottom of 
page ).  

Please do the following steps before  beginning  to  install  RAMMS: 

¶ Click on the path given above or copy the path to any browser. A 
window pops up and the automatic download of the file 
ramms_avaldbf_setup.exe  starts after clicking Yes . 

¶ You must have Administrator privileges on the target machine. 
If you do not have such privileges, the installer cannot modify the 
system configuration of the machine, and the installation will fail. 
Note that you do not need Administrator privileges to run RAMMS 
afterwards.  

¶ ǉσȶΒσẨσ˒ʢẨ˃˥̑ʢẨᵏramms_avaldbf_setup.exe ᵐᵝẨIf you need to do a si-
lent  installation, add -silent when starting the exe - file.  

2.2.1  Multilingual Installation  

The RAMMS:: Debrisflow  installer  is designed to support multiple languages, facilitat-
ing a user - friendly installation experience for a diverse user base. Upon launching the 
installer, users can select their preferred language, which will guide them through the 
installation process in tha t language.  

2.2.2  New Update Procedure  

RAMMS:: Debrisflow  incorporates a streamlined update mechanism to ensure users 
have access to the latest features and improvements.  

https://ramms.ch/software-updates/ramms_avaldbf_setup.exe
https://www.ramms.ch/ramms-debrisflow/
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¶ Web Update : The application can automatically check for available updates 
̵̑ͅ˥̵ʢẨᴜßʢ̑ΆẨỄf˒ʢʄ̉Ẩ˃ͅΒẨǣΆʐȶσʢαᴝᵝẨă˃Ẩȶ̵ẨϓΆʐȶσʢẨ˥αẨ˃ͅϓ̵ʐᵜẨϓαʢΒαẨʄȶ̵Ẩʐͅϸ̵̑ͅȶʐẨ
and install it directly through the application interface.  

When you start RAMMS it will automatically check for updates on the internet. This can 
lead to an error  message, if your firewall blocks the executable idlrt.exe (this file starts 
the IDL -Virtual Machine you need to run RAMMS). Please unblock this file for your fire-
wall. You can also disable the AutoWebUpdate - function by unchecking  
 
Help  ỄẨAdvanced... ỄẨAutoWebUpdate .  
 
In the same way you can enable the AutoWebUpdate - function again.  

2.2.3  Administrative Privileges Requirement  

To install or update RAMMS:: Debrisflow , administrative privileges are required . This 
is necessary because the installation process involves modifying system configura-
tions and installing essential components, such as the IDL Visual Studio Merge Mod-
ules . Without administrative rights, the installer cannot make these critical changes, 
and the installation or update will fail.  

It's important to note that while administrative privileges are required  for installation 
and updates, they are not needed to run  RAMMS:: Debrisflow  after installation is com-
plete.  

2.2.4  Licensing  

RAMMS uses a personal -use licensing model. Licenses are time - limited and bound to a 
single machine via its unique host ID. To obtain a license, generate a license request 
file from the target machine and send it to RAMMS AG. You will receive a license key 
that, once entered, activates full functionality on that specific system.  

Alternatively, a license can be installed on a Windows Server and accessed via Remote 
Desktop Connection (RDC). In this setup, the license can be used by different users, 
but only one user per module can access it at a time.  

2.3  First -Time Startup and License Registration  

Double -click  the RAMMS icon  or use Start  Ễ Programs  Ễ RAMMS Ễ Run RAMMS to 
display the  initial splash screen (image below) . This screen confirms that the RAMMS 
application has loaded successfully and is ready to start.  

Please note that this splash screen is part of the IDL Virtual Machine startup proce-
dure. RAMMS will not continue to the main interface until the splash screen has been 
clicked.  To continue, click once anywhere on the splash screen image.  
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Figure 2-1: IDL Virtual Machine splash screen  
 

RAMMS will then open the main  Graphical User Interface  (GUI), providing a structured 
and user - friendly workspace . You will then see the RAMMS | Licensing  window ( Error! R
eference source not found. ): 

 

Figure 2-2: Enter the full content  of your license file in the Licensing  dialog box . 
 

Paste the full contents  of your RAMMS license file into the designated field. Check the 
box to confirm I Agree to the RAMMS License Agreement , then click REGISTER. To 
review the license agreement before registering, click the handshake icon.  

Create your personal license request file  by clicking the top button and follow the in-
structions . 
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2.3.1  License Transfer  

If you want to transfer your RAMMS license to a new PC, do the following:  

¶ install RAMMS on the new PC  

¶ generate a new license request file  

¶ send us the new license request file TOGETHER with your old 
license file by email  

¶ we will then send you the new license file (email)  

¶ uninstall RAMMS from your old PC  
 

2.3.2  Module availability  

RAMMS modules can only be used by one user at a time.  If a module is already in use, 
RAMMS shows the name of the user currently blocking the module.  

A module may also remain reserved while a long simulation is running.  

If RAMMS is not closed properly, the reservation may remain active for a limited time 
and is released automatically after the timeout period.  

 

Figure 2-3: RAMMS show ing the name of the user currently blocking the module . 
 

2.3.3  Registering and updating Avalanche and Debrisflow licenses  

Licenses for RAMMS::Avalanche  and RAMMS::Debrisflow  can be registered or u p-
dated directly from within either of these modules.  

This can be used in two situations:  

¶ Adding another module:  If, for example, RAMMS::Avalanche is already regis-
tered, a RAMMS::Debrisflow license can be added.  
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¶ Updating an existing license:  A new license for the same module can be regis-
tered, for example to replace a temporary license with a final license. The exist-
ing license information for that module is overwritten.  

To register or update a license, select:  

ßʢ̑ΆẨỄẨƼʢˈ˥ασʢΒẨᴮẨǣΆʐȶσʢẨŖ˥ʄʢ̵αʢ 

and enter the new license key  (see Figure 2-2). 

After registering an additional module, close and restart RAMMS. If both RAMMS::Ava-
lanche and RAMMS::Debrisflow are licensed, the module selection window  is dis-
played at startup, allowing you to select the module you want to use.  
 

 

Figure 2-4: Module selection window when both RAMMS::Avalanche (left)  
and RAMMS::Debrisflow (right) are licensed.  

 

Note:  This function is available only for RAMMS::Avalanche  and RAMMS::Debrisflow . 
Other RAMMS modules, such as RAMMS::Rockfall , must be installed and licensed sep-
arately.  
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3  Ǘ˒ʢẨƼ ššǉᵠᵠqʢɽΒ˥α˃̑ͅϸẨËǣăẨ 

RAMMS uses 3D and 2D views. Release areas, friction zones, and domain boundaries can 
only be defined in 2D mode. Each project holds multiple scenarios sharing the same DEM, 
allowing systematic parameter variation without recreating the topographic base.  

3.1 Starting the Graphical Interface  

When the user clicks the RAMMS:: Debrisflow  icon, the Graphical User Interface  (GUI) 
appears,  

 
Figure 3-1: RAMMS::Debrisflow GUI at startup. The interface is  

structured into five main regions.  
 
 
providing a structured and user - friendly workspace. The interface is divided into five 
distinct regions, see Figure above:  

1. Display, Animation and Preference Icons (Left Side):  A vertical list of icons for 
quick access to display features.  

2. Action Toolbar (Top Side):  A horizontal row of icons, including key functions 
for project management and data input/output handling.  

3. Tab Field (Right Side):  A dynamic space for working with multiple tabs, used for 
file management, user information and display options.  

4. Time Slider & Information Displays (Bottom Side):  A timeline control and key 
important user information.  

1 

2 

3

 

4

 

5 
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5. Input/Output Graphics Display:   In this window the input/output graphics is 
displayed in two -dimensional, or full three -dimensional mode.   

At this point, users have three primary options , conveniently located in the upper action 
toolbar:  

1. Create a New Project   HBegin a fresh project from scratch.  

2. Open an Input File   HLoad an existing input dataset for processing.  

3. Open an Output File   HAccess previously generated results.  

 

3.2  Project Creation  

 

Create Project  Creates a project, selects a DEM  

 

Open Input File  Opens an existing input file  

 

Open Output File  Opens an existing output file  

 

Every RAMMS:: Debrisflow  workflow begins with the creation of a project . A project is 
inherently linked to a specific terrain model, which is defined by a Digital Elevation 
Model (DEM) . To establish a new project, users must consider three essential elements:  

1. Project Name : A unique identifier for the project.  

2. Project Location , or Home Directory : The directory on the user's computer 
where project files will be stored . 

3. Digital Elevation Model (DEM) : A topographical dataset that forms the founda-
tion of the simulation.  

 

 

Initiating a New Project  

To create a new project , click the " Create Project " icon, located on the upper toolbar. 
This icon is easily recognizable, featuring a rocket ship in front of a cogwheel. Upon 
selecting this option, the Create Project Wizard  will appear (see  Figure 3-3). 
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The user can also launch the Create Project Wizard  via the pull -down menu by navi-
gating to ǗΒȶʄ̉ẨỄẨũʢϸẨỄẨƴΒ́ͅʢʄσẨȆ˥НȶΒʐ.  

 
Figure 3-2: Activating the project wizard via pull -down menus.  

 

3.2.1  Understanding the New Project Window  

The Create Project  interface is divided into three distinct sections (see  Figure 3-3), each 
serving a crucial role in the project setup process:  

1. Project Name & Home Directory (Upper Section)  

o Users must define a project name and select a home directory where all 
simulation files will be stored.  

2.  DEM File Selection ( Middle Section)  

o Here, users import the DEM file, which defines the terrain for the simulation.  

o Once selected, RAMMS:: Debrisflow  automatically analyzes and reports the 
DEM resolution, typically 0.5 -5m. The Grid Resolution  tab in the DEM Input  
section allows users to adjust the resolution of a DEM to better suit their 
simulation needs. High-resolution DEMs are often specified, but their level 
of detail may be excessive for  debrisflow  dynamics simulations , leading to 
unnecessary computational complexity.  

3.  Project Description ( Lower Section)  

o This section allows users to input descriptive text about the project.  
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o While often overlooked, this feature can be highly valuable ᴶespecially when 
revisiting simulations years later. Documenting important details ensures 
continuity and understanding for future analysis.  

 
Figure 3-3: The RAMMS::Debrisflow  New Project Window. The menu is divided into 
three sections.  In the upper section a project name and home directory is defined. 
In the middle  section the DEM is specified by the user. In the lower  section project  

information ca n be provided (optional).  
 

To modify the DEM resolution , simply click on "Grid Resolution" , enter the desired res-
olution, and apply the change. For instance, if the original DEM has a resolution of 0.25m , 
it can be resampled to a coarser resolution, such as 1 or 2 meters , using bilinear inter-
polation . Similarly, if the DEM resolution is too coarse (e.g., 10 meters ), it can be refined 
to a finer resolution (e.g., 1 or 2 meters ) using the same functionality. This flexibility 
ensures that the DEM is appropriately scaled for efficient and accurate simulations.  

By carefully setting up a project with a clear name, an appropriate directory, and an 
accurate DEM, users establish a solid foundation for successful simulations in 
RAMMS::Debrisflow . 

The DEM Settings  menu is accessed from the Create Project  menu (see Figure 3-3) 
and serves two main purposes: providing key spatial information ᴶsuch as the maxi-
mum North, South, East, and West  coordinates ᴶand allowing users to clip the DEM  if 
needed.  
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Figure 3-4: The DEM Settings menu. With this menu, the DEM can be  

reduced by clipping.  
  

 
Clipping the DEM  can be done in one of two ways:  

1. Manual Coordinate Entry   HUsers can manually define the clipping boundaries 
by entering exact N, S, E, and W  coordinates. This is done by activating the cor-
responding icons in the DEM Settings  menu, after which the GUI prompts the 
user to input the desired values.  

2. Shapefile -Based Clipping   HAlternatively, users can clip the DEM using a do-
main shapefile . This method is often preferred, particularly when refining the 
computational domain from existing simulations and when a suitable domain file 
from a previous calculation is available.  (Because the project is being created, 
often, a domain file does not exist.)  

By offering these two clipping options, the DEM Settings  menu provides flexibility in 
tailoring the DEM to the specific needs of the project.  
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3.2.2  DEM Files *.tif and *.asc  

RAMMS::Debrisflow  supports two different types of file formats for DEM files : *.asc 
and *.tif. The ASC format , an ASCII Grid format developed by Esri, is a plain text file that 
stores elevation data in a structured grid with human - readable values, making it easy to 
edit but often larger in size. It includes metadata such as cell size, coordinates, and 
NoData valu es. On the other hand, the TIFF format , specifically GeoTIFF (*.tif), is a raster 
format that supports georeferencing  and can store elevation data in a more compact, 
binary form. GeoTIFFs  are widely used due to their efficiency, ability to store multiple 
bands, and compatibility with GIS software. While ASC files are simpler and useful for 
certain applications, GeoTIFFs are generally preferred for large -scale DEM storage and 
processing due  to their superior compression, metadata handling, and performance.  
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4  ǉʢσϓΆẨȶ̵ʐẨǗ˒ʢͅΒІ 
A complete RAMMS::Debrisflow  setup requires a georeferenced DEM (1 -2m recom-
mended), a defined release area with release depth/input hydrograph, friction parameters 
ᴜ└ᵜẨӏᴝᵜẨʢΒͅα˥̵ͅẨȶΒʢȶαẨᴜͅΆσ˥̵ͅȶ̑ẨɽϓσẨΒʢʄ̮̮ͅʢ̵ʐʢʐᴝẨȶ̵ʐẨȶẨʄȶ̑ʄϓ̑ȶσ˥̵ͅẨʐ̮ͅȶ˥̵ᵝẨȃȶ̑˥ʐȶσʢẨȶ̑̑Ẩ
inputs visually in 2D before run ning ᴶ incorrect release geometry or friction parameters 
are the most common source of unrealistic results.  

4.1 Prep arat ions  
To successfully  start  a new  RAMMS project,  a few  important preparations are neces-
sary. Topographic input  data  (DEM in ASCII-  or GEOTIFF- format ), project  bound ary 
coordinates  and georeferenced  maps or remote sensing images  should  be prepared  
in advance  (.tif  format  and .tfw - file, maps  and images  are not  mandat ory, but  nice  to  
have).  Georeferenced  datasets  have to  be in the same  Cartesian coordinate  system  
(e.g. Swiss CH1903 LV03) as  the DEM. Polar coordinate  systems in degree  (e.g. 
WGS84 Long itude  Lat itude ) are  not  sup ported . For more inf ormation  about specific  
national  coordinate  systems  please contact  the  national  topographic  agency  in your 
countr y. 

4.1.1 Topographic data  -  Digital  Elevation  Model  (DEM) 
The topographic  data  is the  most  important  input  requirement . The simulation re-
sults depend strongly on the resolution and accuracy of the topographic input data. 
Before you start  a simulation , make sure  all important terrain  features  are repre-
sented  in the  input DEM. RAMMS is able  to  process  the  following  topographic  data:  

¶ ESRI ASCII grid (Figure 4-1) 
¶ GEOTIFF (georeferenced information  embedded within a TIFF file )  
¶ ASCII XYZ regular, single space data ( Figure 4-2) 

 
ASCII XYZ data (regular and irregular) can be converted within RAMMS into  an ASCII or 
GEOTIFF grid . A wizard will guide you through the conversion process. The following 
interpolation methods are available : LINEAR or INVERSE DISTANCE  

The header of an ESRI ASCII grid must contain the information shown in Figure 4-1. 
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Choosing an Appropriate DEM Resolution  

Grid resolution has a substantial, quantified effect on RAMMS::Debrisflow results, com-
parable in magnitude to friction -parameter choice and in some documented cases 
larger. Fan and Galoie  (2025), systematically testing cell sizes from 1 m to 20 m against 
a real, well -documented debris - flow event, found inundation area increased by up to 
724% between the 1 m and 20 m simulations of the same event, and recommend re -
calibrating friction param eters whenever grid resolution changes rather than reusing a 
parameter set calibrated at a different cell size. Hohermuth  and Graf (2014), comparing 
an official survey DEM against a 1×1 m LiDAR -derived DEM for a Swiss protection -con-
cept design, found that DEM resolution and quality affected results more than either 
Voellmy  friction parameter; grid resolutions coarser than 5×5 m failed to represent 
their site's narrow incised channel, causing simulated flow to break out of the channel 
prematurely. The same study found the official survey DEM contained a structural arti-
fact ( a bridge) absent from the LiDAR DEM, which altered the simulated flow path.  

The consequences of under - resolving terrain are not confined to methodological stud-
ies. Krishnapriya et al. (2024), applying RAMMS::Debris Flow in a rapid post -event as-
sessment of the catastrophic 30 July 2024 Wayanad, India debris flow, found that us-
ing a 30 m SRTM DEM (the best readily available pre -event elevation data) produced 
approximately 85% areal over -prediction relative to the satellite -observed flow foot-
print, a discrepancy the authors attribute explicitly to DEM coarseness. Graf et al. 
(2019), s ummarizing a decade of applied RAMMS practice in Switzerland, note that the 
Swiss national 2 m DEM is frequently too coarse relative to typical torrent channel 
widths of 1 1H0 m, degrading both runout and shear -stress -dependent erosion predic-
tions.  

Practical guidance: for channels narrower than approximately 10 m, use a grid resolu-
tion of 2 m or finer where possible; resolutions coarser than 5 m have been docu-
mented to cause artificial channel breakout in narrow, incised channels. Re -calibrate 
fricti on parameters when changing DEM resolution rather than reusing values cali-
brated at a different cell size. When only a coarse regional DEM is available, treat 

 
Figure 4-1 : Example ESRI ASCII grid. 

 
Figure 4-2: Example ASCII XYZ 

single space data.  
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runout extent as a conservative upper bound and communicate the associated uncer-
tainty explicitly; obtain a high - resolution DEM (LiDAR or UAV photogrammetry) for site -
specific design work wherever feasible. Inspect official or national DEM products for 
str uctural artifacts (bridges, culverts, buildings) before use.  

4.1.2  Project  and  Scen arios  
A project  is defined  for a region  of  interest. Within  a project,  one or more scenarios 
can be specified  and analyzed. For every  scen ario,  a calculation  can be executed.  A 
project  consists theref ore of  different  scenarios  (input  files)  with  different  input  pa-
rameter s. The basic  topographic  input  data is  the  same for every  scen ario. If  you 
want to  change  the  topographic  input  data (e.g. change  the  input  DEM resolution  or 
the  project bound ary coordinates) you have  to  create  a new  project. Other  input  
parameters (such as release area, calculation domain, calculation grid resolution, end 
time or time step ) can be changed  for every  scenario . 

 

Figure 4-3: The same project  extent  (area of interest) can  be used  to  calculate   
different scen arios  with  different  input  parameters.  

 

4.2  Release  inf ormation  

In RAMMS::Debrisflow  there  are two options  to  define  the  starting  conditions  (re-

lease information)  of  a simulation:  

¶ Release area (or block release)  

¶ Input  hydrograph  (or simply  hydrograph)  

The starting  conditions  of  a simulation  can be selected  depending  on the  type of  de-
bris flow you want  to  model.  Generall y, it  is useful  to  distinguish  betw een unchan-
neled  and channelized debris flows.  Here we use the  term  unchanneled  debris flow 
for hillslo pe debris flows or shall ow landslides,  channelized  debris flows develo p in 
regions  where  torrents  limit  the  flow paths  and the  debris material  mainly foll ows 
the  torrent  channel.  

For small  unchanneled  debris flows it  is useful  to  use a release area with  a given  initial  
depth , which  will  be released  as a block (block release),  while  for a channelized  
debris flow it  may be more appropriate  to  use an input  hydrograph.  The later  
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requires  knowledge  of  the  amount of  material  that  might  flow past  a certain  location  
in the  channel.  Chapter  5 . 6 . 3  includes  several examples  for both  types of  starting  
conditions.  

The definition s of  release  areas and release  depths  (block release)  have  a strong  
impact  on the simulation  results.  The same applies  for simulations  with  a hydro-
graph,  where  the  results  are sensitive to  the  disch arge hydrograph.  Theref ore, we 
recom mend to  use reference  information such  as photograph y, GPS measurements  
or field  maps to  draw release  areas and to  use measured  or well-estimated  infl ow 
data  to  define  disch arge  hydrographs.  This should  be done by people  with  experi-
ence  concerning  the  topographic  and hist orical  flow situation  of  the investigation  
area. 

More details  on how to  create  release  areas are given  in section  4 .9 .1 . Details  on 
how to  use an input  hydrograph  are given  in section  4.9.2 . 

4.3  Friction  inf ormation  

RAMMS employs a Voellmy - fluid friction  model,  which  is based  on the Voellmy - fluid  
approach  (we refer  to  Salm et  al. 1990 and Salm 1993).  

The choice  of  the  friction  parameters  requires  careful  calibration  (section  6 . 1 ) of  
the  model by using  reference  information  such  as field  data,  photographs  of  runout  
zones,  estimations or measurements  of  flow velocities  and flow heights  as well as 
estimations  of  the  material composition.  This should  be done  by a person  with  ex-
pertise  in debris flow characterization.  

4.3.1  Physical  friction  model  

The physical  model of  RAMMS::Debris Flow uses the  Voellmy  friction  law. This model 
divides the  frictional  resistance  into  two parts:  a dry -Coulomb  type friction  (coeffi-
cient µ) that  scales with  the  normal stress  and a velocity-squared  drag  or viscous -
turbulent  friction  (coefficient  ӏ). The frictional  resistance  S (Pa) is then  

Ὓ ‘ὔ
”Ὣ◊
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(3.1) 
 

 
where  ӑ is the  densi ty, g the  gravitational  acceleration,  Ӫ the  slope angle,  h the  flow 
height  and u the vector u = (u x,uy)T, consisting of the flow  velo city in the x -  and y -
directions . The normal stress  on the  running  surface,  ӑhgʄͅαᴜӪᴝ, can be summa-
rized in a single  parameter  N. The Voellmy  model accounts  for the  resistance  of  the  
solid  phase  (µ is sometimes  expressed  as the  tangent  of  the  internal  shear angle)  
and a viscous  or turbulent  fluid phase  (ӏ was intr oduced  by Voellmy b y using  hydr o-
dynamic  arguments).  The friction  coefficients are responsible  for the  behavi or of  the  
flow. µ dominates  when  the  flow is close  to  stopping, ӏ dominates  when  the  flow is 
running  quickl y. 
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Throughout  one simulation,  the  friction coefficients  µ and ӏ of  a calculation  domain  
are constant. H owever  you have  the  possibili ty to  add  up to  two polygons  within  
the  calculation  domain  with different  µ and ӏ friction  parameters  (see exercise  3.5 f 
ᵐßow to  run a ʄȶ̑ʄϓ̑ȶσ˥̵ͅᵐ on page  59 pp.) 

The Voellmy  friction  model  has found  wide  application  in the  simulation  of  mass 
movements, especially  snow avalanches.  For modeling  snow avalanches  the Voellmy  
model  has been in use in  Switzerland  for many  years and a set  of  stand ard p arame-
ters  is available.  

4.3.2  Yield stress  

The basic Voellmy equation has been modified to include a yield stress (cohesion ) 
(Bartelt et al. 2015) . Many materials, like mud and snow, do not exhibit a simple linear 
relation ( µ = constant), see Figure 4-4. To model yield stress,  we introduce the pa-
rameter N0. With this approach it is possible to  model ideal plastic materials.  In this 
case N0 serves as a yield stress and µ a "hardening" parameter . The new equation for 
the frictional resistance S is then  

Ὓ ‘ὔ
”Ὣ◊

‚
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where  N0 is the yield stress of the flowing material. Unlike a standard Mohr -Coulomb 
type relation this formula ensures that SỄןẨϸ˒ʢ̵Ẩɽͅσ˒ẨNỄןẨȶ̵ʐẨUỄןᵝẨăσẨ˥̵ʄΒʢȶαʢαẨσ˒ʢẨ
shear stress and therefore causes the debris flow to stop earlier, depending on the 
value of N0. 

 

Figure 4-4: Relation between normal and shear stress. Left: Yield stress N0 serves 
to increase the shear stress  for higher normal pressures. At low normal pressures 

(small flow heights) the shear stress increases rapidly from S=0 to S=N 0. The slope 
of σ˒ʢẨᵊS vs N  ɛrelation remains µ, when the normal pressures are large . Right: If 

µ=0 , we have a visco -plasic behaviour.  
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4.3.3  Curvature  

The normal force N includes centrifugal forces arising from the terrain curvature. We 
use the method proposed by Fischer et al. (2012) which was specifically developed 
for RAMMS. The centrifugal acceleration  ֻis both a function of the flow  velocity and 
terrain curvature. The accelerat ion is calculated according to  

Ὢ ◊╚◊  

The matrix K describes the track curvature in all directions, including the track 
ᵏσϸ˥ασᵐᵝẨǗ˒ʢẨʄʢ̵σΒ˥˃ϓˈȶ̑Ẩ˃ͅΒʄʢẨ˥αẨσ˒ʢ̵ 

Ὂ ”ὬὪ 

which is added to the normal force N. Typically this increases the friction, causing the 
flow  to slow down in tortuous and twisted flow paths. It can change the location of the 
deposition once the flow leaves the gully. Curvature may be activated/deactivated in 
the Run Simulation  window (tab Params) or ϴ˥ȶẨσ˒ʢẨ̮ʢ̵ϓẨᵊßʢ̑ΆẨỄẨ ʐϴȶ̵ʄʢʐᵞẨỄẨfϓΒᴲ
vatureᵋᵝ 

4.3.4  Cali bration  of  the  friction  parameters  µ and  ӏ 

Although  the  data  base  for well documented  debris flow events  is smaller  than  the  
one for snow avalanches,  we have  a good idea of  the  friction  parameters  which  have  
to  be used.  The major difficulty  in case of  debris flow simulation  is the  large v ariety of  
debris flow  compositions,  which has  a strong  influence  on the  choice  of  the  friction  
parameters.  RAMMS::Debrisflow  uses a single -phase  model,  so we cannot  distinguish  
betw een fluid  and solid  phases  and the  material  is modeled  as a bulk  flow. Theref ore, 
the  friction  parameters  should  be varied  to  match  observed fl ow properties  (for cali-
brating  the  model)  or expected  flow properties  (if  variation  is expected  as part  of  a 
hazard scenario).  

It is common  that  different  events  in the  same torrent  show strong  differences  in 
composition. This  fact  makes the  calibration  of  the  friction  parameters  much  more 
difficult and even  requires a  calibration  for different  events.  Theref ore, we strongly  
recommend  careful  calibration  of  the friction  parameters  by persons  with  expertise  
in debris flow characterization.  

The calibration  procedure  of  the  Voellmy  model  is explained  with  an example  in sec-
tion  6.1. 

Ƽʢ̑ȶσ˥ϴʢẨǉʢ̵α˥σ˥ϴ˥σІẨͅ˃Ẩ└Ẩȶ̵ʐẨӏ 

└Ẩȶ̵ʐẨӏẨʐͅẨ̵ͅσẨ˥̵˃̑ϓʢ̵ʄʢẨΒʢαϓ̑σαẨʢΎϓȶ̑̑ІᵝẨȆȶ̑αʢΒẨʢσẨȶ̑ᵝẨᴜפנןסᴝẨ˃ͅϓ̵ʐẨσ˒ȶσẨ└Ẩ˒ȶαẨȶẨ̑ȶΒˈʢᵜẨ
near- linear effect on runout distance ᴶ ϴȶΒІ˥̵ˈẨ└Ẩ˃Β̮ͅẨןᵝנẨσͅẨןᵝסẨα˒˥˃σʢʐẨσ˒ʢẨα˥̮ϓ̑ȶσʢʐẨ
runout on an approximately 800 m potential fan by roughly 200 m ᴶ ϸ˒˥̑ʢẨӏẨ˒ȶʐẨȶ 
negligible effect on affected area and governs mainly in -channel velocity. Fan and Gal-
ͅ˥ʢẨᴜץסןסᴝẨ˥̵ʐʢΆʢ̵ʐʢ̵σ̑ІẨʄ̵ͅ˃˥Β̮Ẩσ˒ȶσẨ└Ẩʐ̮ͅ˥̵ȶσʢα ͅϴʢΒẨӏẨ˥̵Ẩσ˒ʢ˥ΒẨαʢ̵α˥σ˥ϴ˥σІẨσʢασαᵝẨ
Barnhart et al. (2021) further find that, within plausible parameter ranges, initial release 
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volume influences model performance at least as much as either friction parameter. 
Ȇ˒ʢ̵Ẩʄȶ̑˥ɽΒȶσ˥̵ͅẨσ˥̮ʢẨ˥αẨ̑˥̮˥σʢʐᵜẨΆΒ˥ͅΒ˥σ˥αʢẨʄ̵ͅασΒȶ˥̵˥̵ˈẨΒʢ̑ʢȶαʢẨϴ̑ͅϓ̮ʢẨȶ̵ʐẨ└Ẩɽʢ˃ͅΒʢẨ
fine -σϓ̵˥̵ˈẨӏᵝ 

4.4  Erosion  information  

The erosion module in RAMMS predicts the depth of erosion of sediment caused by 
debris flows. Using this option, it is possible to predict the increase in volume of a de-
bris flow as it travels along a channel. By erosion we mean the net decrease in the ele-
vation of the channel bed as a consequence of the entrainment of sediment from the 
bed. Here we provide a brief overview of the erosion module and an example of using 
it. More details can be found in Frank et al. (2015, 2017).  

The erosion module is based on a generalization of field observations from the Illgra-
ben Debris Flow observation station in Switzerland, based on repeated terrestrial laser 
scans by P. Schürch and Alex Densmore, of Durham University. The field observations  
indicate that the depth of erosion increases with flow strength e.g. with basal shear 
stress t (Schürch  et al., 2011; Frank et al., 2015) and that the rate of erosion can be 
quite rapid (Berger et al., 2011). Other observations indicate that small debris flows do 
not always erode sediment (Berger et al., 2010, Schürch et al., 2011), so the model in-
cludes a critical shear stress that permits erosion only when the shear stress in any 
given cell exceeds the critical shear stress value for the onset of erosion tc. The ero-
sion algorithm predicts the maximum potential depth of erosion em as a function of the 
computed basal shear stress in each grid cell:  

Ὡ π  ÆÏÒ  † † 

Ὡ
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The potential erosion depth  (per kPa ) dz/dt  controls the rate of vertical erosion (in the 
z-direction) as a linear function of channel -bed shear stress.  

The sediment erosion rate  in the field (Illgraben  channel) was observed using sensors 
buried in the channel bed (Berger et al., 2011) to be 0.025 m/s in the downward direc-
tion. Sediment is entrained until the erosion depth em is reached:  

Ὠᾀ
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where et is the depth of erosion (relative to the start of the simulation) at time t and z is 
the vertical coordinate.  

If the shear stress in any given cell is exceeded after erosion takes place, then the 
maximum depth of erosion (relative to the initial bed elevation at the start of the simu-
lation) is automatically adjusted and additional erosion can take place until the new 
value of em is reached. The elevation of the channel bed does not change during the 
RAMMS simulation. Users can incorporate changes in topography due to erosion  or 
deposition , e.g. for further use in hazard modeling scenarios or event analyses, by 
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selecting the post -processing option s ᵊƼʢαϓ̑σαẨỄẨ ʐʐẨqʢΆͅα˥σ˥̵ͅẨσͅẨq|šᵋ or ᵊƼʢαϓ̑σαẨỄẨ
Subtract Erosion from DEM ᵋẨor both with ᵊƼʢαϓ̑σαẨỄẨ ʐʐẨǗͅΆͅˈΒȶΆ˒˥ʄẨf˒ȶ̵ˈʢαẨᴜ|Βͅᴲ
sion/Deposition) to DEM .ɛ 

4.4.1  Interpreting the Default Erosion Thresholds  

Ǘ˒ʢẨʐʢ˃ȶϓ̑σẨʄΒ˥σ˥ʄȶ̑Ẩα˒ʢȶΒẨασΒʢααẨᴜӗc = 1 kPa) marks the point at which erosion becomes 
statistically detectable in the Illgraben  dataset used to derive it (Frank et al., 2015, 
from a linear regression to the 50th -percentile line of shear -stress -versus -erosion 
measurements reported in Schürch et al., 2011). It is not the threshold for substantial 
erosion: Schürch  et al. (2011) report, from the same measurement campaign, that sub-
stantial channel -bed erosion occurs once basal shear stress exceeds approximately 3 ᴴ
4 kPa. Both figures are field -based and are not in conflict ᴶ they describe different 
points on the same erosion -probability curve ᴶ but users should not expect erosion to 
ɽʢʄ̮ͅʢẨα˥ˈ̵˥˃˥ʄȶ̵σẨȶαẨᾳ̵ͅẨȶαẨσ˒ʢẨʐʢ˃ȶϓ̑σẨӗc is exceeded.  

4.4.2  Sensitivity of Results to the Erosion Rate  

The default erosion rate (dz ᴮʐσẨᵳẨᵶןᵝץסןẨ̮ᴮαᴝẨϸȶαẨʐʢΒ˥ϴʢʐẨ˃Β̮ͅẨȶẨα˥̵ˈ̑ʢẨϸʢ̑̑- instru-
mented event at Illgraben (Berger et al., 2011), where erosion of up to 0.5 m was meas-
ured within 15 2H1 s of front arrival. The same field campaign recorded a maximum in-
stantaneous erosion rate an orde r of magnitude higher (0.25 m/s) elsewhere in the 
catchment. Frank et al. (2017), testing the sensitivity of predicted volume growth to 
this coefficient at two independent sites (Meretschibach, Bondasca ), found that halv-
ing or doubling the default rate changed peak predicted volume growth by up to ap-
proximately 9 - fold. For applications where the eroded (bulked) volume materially af-
fects the hazard scenario, a bracketing sensitivity run (e.g. ±50% of the default rate) is 
recommended rather than relying on the single default value.  

4.4.3  Site Transferability of the Default Coefficients  

All three default erosion -̮ͅʐϓ̑ʢẨʄͅʢ˃˃˥ʄ˥ʢ̵σαẨᴜӗcᵜẨʐНᴮʐӗᵜẨʐНᴮʐσᴝẨȶΒʢẨʐʢΒ˥ϴʢʐẨ˃Β̮ͅẨσ˒ʢẨă̑̑ᴲ
graben  test site. Independent tests without re -calibration exist at two other Swiss sites 
ᴶ Spreitgraben (Frank et al., 2015) and the Meretschibach/Bondasca catchments 
(Frank et al., 2017) ᴶ both of which found the defaults broadly plausible but flagged 
specific  conditions (initial volumes below approximately 100 m³, channel gradients be-
̑ͅϸẨןנᶚᴝẨϸ˒ʢΒʢẨσ˒ʢẨӗc default "may be necessary or desirable to adjust" (Frank et al., 
2015). Schürch and McArdell (2018), applying the module to a non - Illgraben  Swiss 
catchment without an instrumented monitoring station, explicitly note an urgent need 
for additional erosion -parameter datasets from sites with different slope ranges, chan-
nel forms, and lithologies. Users applying the defaults outside similar channe lized - tor-
rent settings should treat them as a starting point for sensitivity testing rather than as 
validated, general -purpose values.  
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4.4.4  Spatially and Temporally Varying Erosion Parameters  

RAMMS::Debrisflow  ȶ̑̑ͅϸαẨ̮ϓ̑σ˥Ά̑ʢẨʢΒͅα˥̵ͅẨΆ̑ͅІˈ̵ͅαᵜẨʢȶʄ˒Ẩϸ˥σ˒Ẩ˥̵ʐʢΆʢ̵ʐʢ̵σẨӗʄᵜẨʐНᴮʐӗẨ
and dz/dt values. Two recent studies give quantified reasons to use this capability ra-
ther than a single global setting. McArdell et al. (2025) link the erosion -depth coeffi-
ʄ˥ʢ̵σẨʐНᴮʐӗẨσͅẨȶntecedent channel -bed saturation, demonstrating values of 0.05 (dry), 
0.1 (standard/default) and 0.25 (wet) m/kPa that produced an 8 - fold difference in final 
simulated volume for the same initial release. Stammberger  et al. (2026) show that 
erosivity varies systematically with position along the channel (peaking at 40 6H0% of 
channel length) and with bed material type (boulder - , gravel -  or regolith -dominated 
beds show fundamentally different spatial erosivity patterns) , independent of moisture. 
Where field evidence supports it, defining erosion polygons with position -  or moisture -
adjusted coefficients is preferable to a single catchment -wide default.  

4.5  Flexible barriers (nets) information  

RAMMS::Debrisflow  can account for the retention effect of flexible debris - flow and 
hillslope protection nets ("flexible barriers") placed across the flow path. The retention 
volume a barrier can hold is calculated according to the method described in " Practical 
guide for debris flow and hillslope protection nets ", based on:  

¶ barrier height  
¶ width of the barrier  
¶ slope angle between the barrier and the terrain  
¶ slope angle of the terrain  
¶ slope angle of the deposit  

 

Figure 4-5: Left: Longitudinal section of torrent and front view of the net. Right: 
Sketch of geometric determination of maximum spread. Figures according to  

 

https://www.wsl.ch/en/publications/practical-guide-for-debris-flow-and-hillslope-debris-flow-protection-nets/
https://www.wsl.ch/en/publications/practical-guide-for-debris-flow-and-hillslope-debris-flow-protection-nets/


CHAPTER 4 : Setup and Theory  

26 

 

 

Figure 4-6: Barrier retention volume equation.  
 
Once calculated, RAMMS removes the corresponding retention volume ᴶ and its mo-
mentum ᴶ from the flow at the barrier's location during the simulation.  

Flexible barriers must be defined as polygon shapefiles, with a barrier width of at least 
2× the calculation grid size.  
 

4.6  Calculation  parameters  

Calculation  parameters,  such  as output  name, simulation  grid  resolution,  simulation  
(end)  time,  time  step  etc.  can be changed  interactively  in the  RAMMS Run Simulation  
window . 

 

4.7  Preferences  
To ease the file handling,  we recommend setting the preferences prior to start with 
simulations. The preferences set the path to the working directory and the necessary 
files such as DEM, maps and orthophotos . If the path to the maps and the imagery files 
is set correctly in the preferences, RAMMS will automatically open the georeferenced 
data when you generate a new project.  

Use Track  Ễ Preferences  to  open the  RAMMS preferences  window or click the button  

. For resetting the general preferences use Help  Ễ ʐϴȶ̵ʄʢʐᵞẨỄẨReset General 
Preferences . 
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General Tab  

Setting  Purpose  

Working Directory  Set your working directory . VERY IMPORTANT: DO NOT 
USE BLANKS in the working directory path!  

Map Directory  Set the folder where you place your georeferenced digital 
maps (consists of a . tif file and a corresponding .t fw file 
(world - file).  

Orthophoto Directory  Set the folder where you place your digital georeferenced 
orthophotos (aerial picture, consists of a . tif file and a cor-
responding .t fw file (world - file).  

DEM Directory  Set the folder where you place the Digital Elevation Models 
(format ASCII grid)  

 

Debris flow  Tab  

Setting  Purpose  

Read timesteps  Choose between reading ALL or only 1 timestep.  
Default is reading ALL timesteps.  

Nr of colorbar colors  Set default nr of colorbar colors.  

GIF-Animation Interval 

[s]  

Set interval for GIF animation images in seconds . 

Background Color  Set background color (greyscale between 0:black and 
255:white).  

Animation Delay [s]  Set animatio n delay to decelerate the animation speed.  

The following exercise Working directory  shows how to choose a new working directory. 
All further settings can  be changed in a similar manner.  The settings are saved, until they 
are changed again manually .  

 

 

 

 
Figure 4-7: General tab of RAMMS 

preferences . 

 
Figure 4-8: Debris Flow  tab of 

RAMMS preferences . 
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Exercise 3. 2 : Working directory  

 
Choosing the right working directory  is very useful and saves a lot of time searching 
for files and folders.  

¶ Click  (or use Track  Ễ Preference s or  Ctrl+P ) to  open the RAMMS pref-
erences wind ow. 

¶ Click  into  the  field  Working  direct ory . A wind ow pops up where  you can 
choose your new  working  direct ory. Click  OK in both  wind ows. Do this also 
for other directories if necessary.  

  

 

4.8  Working with the RAMMS GUI 

Once the  project  is created,  there  are several  useful  tools which  can be helpful  when  
working with  RAMMS. They  are explained  in the  exercises  below. 

4.8.1  Open input -  and output - files  

The easiest way to open either input -  or output - files is by using these toolbar buttons:  

 

Figure 4-9: Toolbar button to open an input file. You can also use  
the menu ǗΒȶʄ̉ẨỄẨžΆʢ̵ᵞẨỄẨă̵ΆϓσẨÇ˥̑ʢ. 

 

Figure 4-10: Toolbar button to open an output file. You can also use  
the menu ǗΒȶʄ̉ẨỄẨžΆʢ̵ᵞẨỄẨDebris Flow  Simulation .
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Recent -Menu  

The menu ǗΒȶʄ̉ẨỄẨƼʢʄʢ̵σᵞ  allows you to directly open your 30  last accessed files 
(input and output), without having to search for them.  

4.8.2  Visualizing shapefiles  and domain - files  

There are different ways to visualize your project files (shapefiles and Domain - files). In 
the exercise below, we will show these possibilities.   

Exercise  3.4a : Visualizing shapefiles and Domain - files  

 
a. Files tab in the right panel:  

 
¶ Click on the Files tab in the right DEBRIS FLOW panel.  
¶ In the file tree below, you will see your available project files (polygon and do-

main shapefiles.  
 

  
Figure 4-11: Files tab and available project files (file - tree, dashed red).   
With the blue + button , files from external directories can be added to  

the file - tree. Refresh the tree with the refresh -button.  
 
¶ Click the checkbox  (left of the filename ) and the file will be shown in your vis-

ualization . 
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Figure 4-12: Selected file (Blockr elease.shp) on the right is shown in the 

visualization.  
 

¶ You can select and visualize as many files as you like!  
 

 
Shapefile Properties  
¶ Line thickness, color or linestyle can be adjusted for every individual shapefile. 

Right-click on a filename  and choose Shapefile properties : 
 

 
Figure 4-13: Right - click menus Shapefile properties , Release properties ,  

Set as hydrograph  and  Delete . 
 

 
Figure 4-14: Use Shapefile properties to change line thickness, color or linestyle.  
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Release Properties  
¶ Please see section  4.9.1 on how to specify release area properties.  

 
Set as hydrograph  
¶ With this option you tell RAMMS, that this polygon shapefile is a hydrograph 

release area . See section  4.9.2  for more about hydrographs.  
 

Deposition analysis  
¶ This function is only available in output mode. See section 5.2.4  on how to do 

a deposition analysis.  
 

 
b.  Adding files to the project  
 
You can add files to the visualization using one of these options:  
 
¶ Add data: Use the button   ͅΒẨσ˒ʢẨ̮ʢ̵ϓẨᵊËăǉẨ H ʐʐẨʐȶσȶᵋẨσͅẨȶʐʐẨȶẨα˒ȶΆʢ˃˥̑ʢᵝẨă˃Ẩ

this shapefile is located outside of your project directory, it will be added to the 
files - tree.  

 

¶ Add files from folder: Use the button  (Add files from external directory) be-
low the file - tree to add all the files from an external directory to the file - tree. 
These files are added during this RAMMS session. After you exit and restart 
RAMMS, you have to add the files again.  
 

¶ Drag & Drop: see next section.  
 
c.  Drag & Drop : 
 
ăσᵋαẨΆͅαα˥ɽ̑ʢẨσͅẨqΒȶˈẨᴑẨqΒͅΆẨσ˒ʢẨ˃̑̑ͅͅϸ˥̵ˈẨ˃˥̑ʢαẨ̵ͅσͅẨσ˒ʢẨ̮ȶ˥̵Ẩϴ˥αϓȶ̑˥Нȶσ˥̵ͅẨϸ˥̵ʐͅϸᵠ 
 
¶ Input files (. db2) 
¶ Output files (.out.gz)  
¶ Polygon shapefiles (.shp)  
¶ Domain shapefiles (.shp)  

 

4.8.3  Hillshade visualization  

Use Extras  Ą Create Hillshade Image  to create a hillshade visualization. For this we fol-
low the instructions from ArcGIS at  

https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial -analyst - toolbox/how -hill-
shade -works.htm   

to calculate the hillshade representation of your DEM, see Figures below.  

https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial-analyst-toolbox/how-hillshade-works.htm
https://desktop.arcgis.com/en/arcmap/10.3/tools/spatial-analyst-toolbox/how-hillshade-works.htm
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Figure 4-15 DEM surface visualization (with shadows) after creating  
a new project in RAMMS  

 

 

Figure 4-16 Visualization after creating and adding the hillshade image to RAMMS  
 

4.8.4  Changing maps and orthophotos (aerial images)  

It is possible to change the map or orthophotos of a project anytime. Take into ac-
count, that the corresponding .tfw - file (world - file) has to be in the same folder as the 
actual map (.tif ). If this is not the case, the map will not be found . If only a GeoTIFF file 
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is availa ble (and the tfw - file is missing), you can use |ЁσΒȶαẨỄẨfΒʢȶσʢẨǗÇȆẨ˃Β̮ͅẨËʢͅᴲ
TIFF (World File)  to create the tfw - file from the Geo TIFF file, without using GIS. 

To check which map and orthophoto is currently loaded in the project, open the project 
input (or output) log ( Project Ą Input Log File ). Next to MAP / ORTHOPHOTO INFO you 
will find the location and name of the loaded map and orthophoto, respectively.  

Exercise  3.4b : How to add or change maps and orthophotos  

 
d.  Add or change a map:  

¶ Go to  Extras Ễ Add/Change Map  or click . 
¶ If more than one  map is found,  the  foll owing  wind ow pops up, listing  the 

maps found:  
 

 
Figure 4-17: Window to choose map image.  

 
Information  on the  image  dimensions  (x-Dim and y-Dim, pixel)  and size (in 
MB) are provided  and might  be a selection  criterion.  

¶ Select  the  map you wish  to  add  and click  Load  selected  map . 
 
e. Map not found : 
¶ If the question  "No map found,  continue  search?"  appears, you either  ʐ̵ͅᵋσ 

have an  appropriate  map, the  map- folder  direct ory is not set  (o r  wrong ) or 
the  map is saved  in a different  folder.  In the  second  case click  Yes  and 
choose the  correct  folder . A window pops up to browse for the correct map 
location and file.  

¶ Or click No to cancel search.  
 
 

f.  Change remote sensing imagery:  

¶ Go to Extras ỄAdd/Change Image  or click  . 
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4.8.5  Moving, resizing,  rotating, viewing  

! Hold Shift  while dragging with the mouse to rotate the topography directly, without 

manually switching to the Rotate tool. This makes 3D navigation faster, smoother, and 
more intuitive.  

If you need to rotate the model around a fixed axis, see exercise below.  

Exercise 3. 4c: Moving and resizing the model  

 
a. Terrain model has  a dimension of 100% or smaller:  
 

¶ By clicking on the arrow   the model can be moved and resized.  
 

 
Figure 4-18: Active  project with lines and corners for resizing.  

 
¶ To move  the  model  without  changing  size or aspect  ratio,  move  the  curs or 

to  the model  and check  if  the  curs or turns  to  . Then click  and hold  
the  left  mouse button  and drag  the  model  to  the  desired  position.  

¶ To resize  the m odel without changing  the as pect ratio, use  the  mouse  
wheel  to zoom in or out. Alternativel y, you can resize  the  model  by changing  

the  percentage value  in the  horizontal  toolbar .  
 
b.  Terrain model has a dimension > 100%:  
 
¶ All steps  explained  above  are still  possible.  
¶ In addition  to  this,  the  white  hand  right  next  to  the  rotation  button  becomes  

active as well. After  clicking  on this  so-called  view pan  button  , it  is 
also possible  to  move  the  model. 
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Exercise 3. 4d: Rotating the model  

 

After  activating  the  rotation  button , the m odel  can be rotated  along the  
rotation  axis, by moving the  curs or directly  on one of  the  axis until  the  curs or 

changes  from to  . Otherwise  a freehand  rotation  in any direction  is possible.  
 

 
Figure 4-19: Active  project with rotation axes.  

 
 

Exercise 3. 4e: How to switch between 2D and 3D mode  

 

Click   to  switch  from  3D to  2D view.  This button  then  changes  to   and by 
clicking again, you  will  return  to  3D view.  
 

 
Figure 4-20 : 3D view of example 

model.  

 
Figure 4-21: 2D view of example 

model.  
 

In 2D mode you have  all possibilities  that work for the  3D mode. It  works for input 
files  as well as for simulations.  For the  following functions  of  RAMMS  it  is  necess ary  
to switch  from  3D to  2D view:  
 
INPUT: 

¶ Draw new polygon shapefile   

¶ Release area formation   

¶ Draw new domain   

OUTPUT:  

¶ Draw new polygon shapefile   

¶ Draw  new  line p rofile  

¶ Measure distance and angle  
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¶ Measure distance and angle  

4.8.6  Col orb ar 
As soon as a parameter  is shown in the  project,  the  colorbar appears on the  right  

side  of  the main wind ow. It can be turned  on and off  by clicking  on . 

The col orbar can be moved  anywhere  in the screen  (and ca n also get lost). Use  
Project  ỄẨGet Colorbar  to  find  a lost  colorbar . 

Exercise  3.4f : Editing  the  colorbar  

Changing  the minimum  and maximum  values  of  the  colorbar as well as changing  
the number of  colors used  is done  in the  panel DEBRISFLOW (right of the map 
window) . 

 
Figure 4-22 Colorbar and visualization properties  

 
¶ 1) Simply type a new value into the respective field and hit the return key 

on the keyboard. The display will then be refreshed.  
¶ 2)  To view the underlying topography or image, you can change the 

transparency  by entering a value or moving the slider.  
¶ 3)  Simulation contour lines : Contour lines of simulation results can be vis-

ualized.  
Default contour levels are:  
-  Flow height (m): 1.0 2.0 3.0 5.0 10.0 (H_CONTOUR_LEVELS)  
-  Velocity (m/s):1.0 5.0 10.0 20.0 30.0 40.0 50.0  (V_CONTOUR_LEVELS) 
-  Pressure (kPa): 1.0 3.0 10.0 30.0 100.0 (P_CONTOUR_LEVELS)  

 

1 
2 

3 
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Figure 4-23 : Simulation contour lines  

 
You can change these contour levels by adding the following lines in the Add. 
Preferences (before the END tag):  
 
Example: 
H_CONTOUR_LEVELS 0.5 1.0 1.5 2.0 
V_CONTOUR_LEVELS 5.0 10.0 50.0 
P_CONTOUR_LEVELS 3.0 10.0 30.0 
 
  

 
Changing colorbar color and position:  
 
¶ Open the editing window by using  Edit 
Ễ Colorbar Properties .  

¶ To change the colorbar properties 
simply click into the field you want to 
change, then click OK.  

 
¶ Use Edit Ễ Toggle Colorbar Color  to 

toggle the text -color of the colorbar be-
tween black and white. This can be use-
ful when changing the background color 
of your project (Track Ễ Preferences Ễ 
Debris flow  Tab Ễ Background Color ). 

 

 
 

 
Figure 4-24 : The Colorbar 

Properties window.  

 

4.8.7  How to  save  input  files  and  program  settings  
Once a project  is created,  it  is saved  under  the  name and location  you entered  when 
creating a new project  (see figure 3 .9). The  created  input  file has  the  ending  * .db2.  

The second situation,  in which  the  input  file  is saved  automaticall y, is when  a calcu-
lation  is st arted. The  saved  input  file  has the  same name as the  created  output file.  
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Exercise  3.4g: How to  save  input  files  and  program  settings manuall y 

 
a. Input file:  
¶ In case you want to save the input file manually before running a calculation , 

go on Track Ễ Save . This is helpful when  a release area was loaded but you 
wish to close the project before doing the simulation.  

¶ If you wish to save a copy of your file under a new name, go to  Track Ễ 
Save  

Copy As  or click . 
¶ A window pops up to choose an old file which should be overwritten or to 

type in a new name, then click Save . 
 

b.  Program  settings  
¶ If you have moved and/or o r rotated your project  for a better  view,  you can 

save this p osition  with  Extras Ễ Save Active Position . 
¶ You can now get  back  to this  position  anytime  by using  Extras Ễ Reload 

Position . 
 
 

 

Exercise  3.4h : How to  open an input file  

 

¶ Go to  Track  Ễ Open Ễ Input  File ,  click  or use  Ctrl+O . 
¶ A wind ow opens to  browse  for a debris flow  input  file  (.db2 ). 
¶ Click  Open  after the file  name was selec ted.  
¶ The project  will  be opened.  
¶ Alternatively, you can drag & drop the input file from your windows explorer 

onto the RAMMS GUI.  
 

Exercise  3.4 i : How to visualize  a shapefile  

 

¶ To visualize  a shapefile,  go to  GIS Ễ Add data or click  .  
¶ A wind ow opens to  browse  for a shapefile  (* .shp).  
¶ Click  Open  aft er the file  was selected.  
¶ Alternatively, you can drag & drop the shapefile from your windows explorer 

onto the RAMMS GUI.  
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Exercise  3.4 j : How to open an o utput file/ debris flow  simulation  

 

¶ Go to  Track  Ễ Open... Ễ Debris Flow Simulation ,  click   or use  Ctrl+A .  
¶ A window opens to browse for a debris flow simulation file (*.out.gz)  
¶ Click OK 
¶ The simulation  will  be opened.  
¶ Alternatively, you can drag & drop the output file from your windows explorer 

onto the RAMMS GUI.  
 

 

4.8.8  About  RAMMS  
Some information  about  the  RAMMS installation  on your computer  is found  here:  
Help  Ễ About  RAMMS . If you click on the Info -Button to the left of the OK-Button, 
RAMMS will display the RAMMS -License Agreement  

 
Figure 4-25: About RAMMS:: DEBRISFLOW 
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4.9  Preparing  a simulation  
To run a simulation  or a specific scenario within a newly created project (creating a 
project see section 3.2 ) it is necessary to  

¶ define a block release area or an input hydrograph ,  
¶ an erosion area ( optional ), 
¶ a calculation domain  and 
¶ friction parameters ϗẨȶ̵ʐẨӏ.  

The definition of a smaller calculat ion domain is especially useful  to keep the number 
of calculation grid cells  as small as possible, that is, it is best to test what the flow 
path of a sim ulation will be to limit the calculation domain to this extent. The exercises 
below show you how to create a release area, how to use an input hydrograph and 
how to create a calculation domain. A simulation also requires a set of friction param-
eters. Details on the friction model used in RAMMS::Debris f low  are given in section  4.3 . 
How to calibrate the friction values is explained in section 6.1. 

4.9.1  Release area  

There are different possibilities to include a release area into the project.  The following 
table gives an overview of the possibilities RAMMS offers. For further explanations see 
the exercises below.  

Release Type  Details  
Create a new release area  
(exercise 3.5a)  

If there is no release area available for 
your project,  or you wish to create a new 
one, switch to 2D mode  and click  (Draw 
new polygon shapefile ) 

Open  an existing polygon shapefile    
(exercise 3.5b)  

Use the file - tree in the right -hand panel 
(Files) and click the shapefile you want to 
visualize . Or, use the ᵊ ʐʐẨʐȶσȶ ɛbutton  
or menu to visualize a shapefile from an-
other source.  

 

Exercise  3.5a : How to create  a new release  area  (polygon shapefile)  

 

¶ Switch to 2D mode by clicking .  
¶ Activate  the  project  by clicking  on the  map once.  
¶ Click   (Draw new polygon shapefile ).  
¶ Click into the project where you want to sta rt  drawing the outline of the 

release  polygon.  
¶ Continue drawing the release polygon by moving the cursor and clicking 

the left  mouse button.  
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¶ To end the release polygon, click the right mouse  button . The polygon will 
be closed automatically.  

 

 
Figure 4-26: Project with emerging release area . 

 
Before the release area is created, you have to answer a few questions:  
 
¶ Add more polygon  areas?  

You can either answer with Yes  and create a second release polygon as 
explained above or answer with No and continue with the next step.  

¶ Choose  a new polygon shapefile name:  
Enter a new name for the polygon  area(s). The ending .shp  is added au-
tomatically.  
 

The polygon shapefile  will now be  created and opened directly.  
 

 

Exercise  3.5b : How to open  an existing  release  area  (polygon shapefile)  

 
¶ Use the file - tree in the right -hand panel (Files) and click the shapefile you 

want to visualize (see chapter 4.8.1.). 
¶ Alternatively, you can use the Add data button  or menu ᵊËăǉẨỄ ʐʐẨʐȶσȶᵋ 

to add  a shapefile from another source than your project directory  to your 
visualization .  

 
 

Once a polygon  area is created or opened , you can spec ify the release depth (in case of 
a block release) . Switch to 2D mode , choose Input  Ễ Release area...  Ễ Details/Edit 
release area  , click the button  or right -click the polygon shapefile in the Files -Tab 
and choose Release properties , and choose the release area polygon by selecting it 
with the left mouse button . The appearing window yields information about release area, 
mean slope angle, mean altitude and estimated release volume. And, most importantly, 
the release depth  can be entered, see exercise below.  

Additional release information is found in the Debris Flow panel , tab Volumes ( Figure 
4-27 and Figure 4-28) below . 
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Figure 4-27 : Block release area and 

volume information . 

 
Figure 4-28: Hydrograph area and 

volume information . 
  

Exercise  3.5c : Specify  release  depth  and view release  information  (block re-
lease)  

 

¶ Switch to 2D mode by clicking .  
¶ Activate  the  project  by clicking  on the  topography  once.  
¶ Click on the View/Edit release area  button  (1) , (in the horizontal 

toolbar or in the volumes tab  in the panel), choose ă̵ΆϓσẨỄẨƼʢ̑ʢȶαʢẨ
ȶΒʢȶᵝᵝᵝẨỄẨqʢσȶ˥̑αᴮ|ʐ˥σẨΒʢ̑ʢȶαʢẨȶΒʢȶ or right -click the shapefile in the Files 
tab and select Release properties.   

¶ Then click on the release area you want to get information on  (2). A red 
polygon is  drawn around the selected release area.  The following win-
dow appears : 
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Figure 4-29 : View/Edit release area  

 
¶ Enter a release depth in the field Release depth d0 (m) . The corresponding 

release volume is updated automatically.  
¶ Additionally, the following release area parameter are shown: mean slope an-

gle, mean altitude, projected area and inclined (real) area . 
¶ A release delay in (s)  can be specified in the last line . 

 
Remark: The estimated release volume is very accurate for the grid resolution of your 
input project. If you calculate a different simulation resolution, the estimation can 
differ from the calculated release volume.  

 
 

Import release attributes from a shapefile  

When a release area consists of many individual polygons, assigning the release depth 
manually to each polygon can be time -consuming. RAMMS can therefore import release 
depths directly from attributes stored in a polygon shapefile. Optionally, release dela ys 
can be imported in the same way.  

Each polygon in the shapefile must contain an attribute specifying its corresponding re-
lease depth Ὠ. If delayed release is used, an additional attribute can contain the release 
delay.  

2 

1 
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Figure 4-30 : Importing release attributes from a shapefile.  
 

Steps to import attributes:  

1. Right-click the shapefile in the file tree and select Import release attributes (d0 
/ delay) . 

2. In the Import Release Attributes  dialog, select the shapefile attribute contain-
ing the release depth Ὠ (m). 

3. If applicable, select the attribute containing the release delay (s). Other-
wise,leave the value set to <none> . 

 

 

Figure 4-31: Import Release Attributes dialog. Select attributes  
for release depth and delay (optional).  

 
 

4. Click Import . RAMMS assigns the attribute values to the corresponding release 
polygons . 

Note:  The selected attributes must contain valid numerical values for all release poly-
gons. Release depths are specified in meters and release delays in seconds.  
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4.9.2  Input hydrograph  

To simulate channelized debris flows it is advantageous to use an input hydrograph. 
However,  this requires knowledge of the amount of material (discha rge) that flows past 
at a given location. For a RAMMS simulation with a hydrograph you have two options. 
Either you know the discharge at different times at a given location, e.g. est imated by 
measured flow heights and corresponding channel cross sections , or you use the esti-
mated total volume in combination with empirical relationships between total volume 
and maxi mum discharge (e.g. Rickenmann et al. 1999).  
 
Field measurement of debris flow properties is beyond the scope of this manual , how-
ever , if debris flow activity in a catchment is frequent, it may b e possible to obtain ad-
ditional information for calibrating RAMMS by installing a monitor ing station. Many debris 
flows, when the monitoring data are simplified, have a relatively si mple triangular wave -
like shape (Figure 4-32). Assuming a well -estimated total volume (e.g. f ield data), max-
imum debris flow discharge ( Q) and corresponding time ( t1), as well as the end time ( t2 ) 
can be calculated. We call this a three -point hydrograph calculation.  

 
Figure 4-32 : Three -point hydrograph with total volume of debris flow . 

 
In nature, discharge hydrographs are generally better described by four points ( Figure 
4-33  and Figure 4-34 ). However, a three -point hydrograph results in slightly larger flow 
heights and flow velocities after the maximum discharge. If the detailed discharge hy-
drograph is not known it is useful to choose a three -point hydrograph. In critical appli-
cations we enc ourage users to evaluate the sensitivity of the model results to the shape 
of the input hydrograph, e.g. when preparing different scenarios as a basis for hazard 
maps. 
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Figure 4-33 : Four-point hydrograph for discharge values of an event,  

August 2, 2005, at Illgraben,Valais, Switzerland.  
 

 

 
Figure 4-34 : Comparison of a three -point with a four -point hydrograph  

for the given discharge data with the same total volume.  
 

 

Input data for a discharge hydrograph  

In RAMMS::Debris Flow one has the option to enter up to 10 points to define an input 
hydrograph. It requires discharge Q, time t and velocity v at different times. A three -
point hydrograph for the event shown in Figs. 4.24 and 4.25 might look as following:  
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Table 4.1: Data for discharge hydrograph.  
 Time t  

[s]  

Discharge Q 

[m 3/s]  

Velocity v  

[m/s]  

Point 0  0 0 6 

Point 1  2.2 8.8 6 

Point 2  1500 0 3 
 

 
Figure 4-35 : Edit hydrograph table. The checkbox (red rectangle) must  

be set to be able to edit the hydrograph table.  
 

The other option is to define a total volume  Vtot , a corresponding maximum discharge  
Qmax and the time when the maximum discharge occurs tmax. The time of maximum dis-
charge is typically observed just upslope of the leading edge of the flow, probably on 
σ˒ʢẨͅΒʐʢΒẨͅ˃ẨȶẨ˃ʢϸẨαʢʄ̵ͅʐαẨσͅẨΆʢΒ˒ȶΆαẨȶẨ˃ʢϸẨןנᵋαẨͅ˃Ẩαʢʄ̵ͅʐαẨȶ˃σʢΒẨσ˒ʢẨȶΒΒ˥ϴȶ̑Ẩͅ˃ẨȶẨʐʢɽΒ˥αẨ
flow at any given location. This allows the calculatio n of the time at which the total vol-
ume passed the hydrograph location ( tend). Discharge is linearly interpolated between 
known Q -values.  

In both cases, the inflow direction  has to  be defined, which is described as the angle in 
counterclockwise direction from the x -coordinate  of the topographic data ( Figure 4-36 ). 
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Automatic hydrograph inflow direction  
By default, the direction in which a hydrograph injects momentum into the flow is set 
manually via the inflow direction ( angle ). When automatic mode  is enabled, RAMMS in-
stead computes this direction itself from the terrain: it determines the local slope -aspect 
direction (the downslope direction of the DEM) at every cell in the hydrograph release 
area, averages them into a single representative directi on, and uses that for the whole 
simulation.  

This is useful when the natural flow direction at the release location is not known pre-
cisely, or when specifying it manually would require estimating an angle from the terrain 
by hand. Because a single direction is used for the entire hydrograph area, the  result 
stays physically consistent even where the local terrain is uneven or the release area 
spans a bend or fan ᴶ each hydrograph cell injects mass in the same shared direction 
rather than following its own local terrain angle.  

 
Figure 4-36 : Definition of inflow direction of an input hydrograph . 

 
 

Exercise  3.5d: How to use the input hydrograph  

 
Hydrograph location  and calculation domain  
¶ Draw a polygon  area which extends over the potential debris flow width with 

the ᵊqΒȶϸẨ̵ʢϸẨΆ̑ͅІˈ̵ͅẨα˒ȶΆʢ˃˥̑ʢᵋ tool ( see section 4.9.1) where you want to 
place the input hydrogra ph (Figure 4-56). Be sure your release area covers 
several grid cells !!  The input will initially flow downhill perpen dicular to the line . 
Name your release area accordingly.  

¶ Right-click your release area shapefile and choose Set as hydrograph . 
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Figure 4-37: Beam shaped polygon  area (red rectangle) for the input 

hydrograph inside the calculation domain (green line) . 
 

  
¶ Draw a calculation domain  (see section 4.9.5 ), such that the area of the input 

hydrograph is located inside the domain  
 

Enter data of discharge hydrograph  
¶ Once you start to RUN a calculation  (see section 3 .5.4) you can enter the dis-

charge hydrograph information in the corresponding tab Hydrograph . For de-
tails on how to enter the hydrograph data see beginning of this section 0. 
 

 

4.9.3  Erosion  

To include one or several erosion areas in the simulation, do the following:  

¶ Draw polygon shapefiles for varying erosion areas. Use  ă̵ΆϓσẨỄẨƴ̑ͅІˈ̵ͅẨα˒ȶΆʢᴲ
˃˥̑ʢẨỄẨqΒȶϸẨũʢϸẨƴ̑ͅІˈ̵ͅẨǉ˒ȶΆʢ˃˥̑ʢ to do this.  

¶ Open the Run Simulation  window, change to the Erosion Tab  and start to enter  
the erosion characteristics.  
 

1. Select shapefile  
2. Choose/select parameters, see  Table 4.2 below for details.  
3. Click the + button  to add your selection to the Erosion Shapefile List . 
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Figure 4-38 : Erosion Tab  

 
ᵞʐͅẨσ˒ʢẨαȶ̮ʢẨ˃ͅΒẨʢϴʢΒІẨα˒ȶΆʢ˃˥̑ʢẨІͅϓẨϸȶ̵σẨσͅẨϓαʢᵝ 
 
 

  

1 

2 

3 
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Erosion Parameters  

Table 4.2: Parameters for erosion areas.  
 

Parameter  Details  
Erosion density : 
(kg/m3)  

We suggest to use the default density (or the density that you se-
lected in the Params tab) unless you have more detailed information.  
 

Erosion rate : 
(m/s, default 0.025)  
 
¶ Loose, wet sedi-

ment (0.05 m/s)  
¶ Normal (0.025 

m/s)  
¶ Densely packed 

sediment (0.013 
m/s)  

The rate at which debris flows entrain material from the sediment 
bed. There are very few values available from the field (see Frank et 
al.), so we propose using a constant value based on the work pub-
lished by Berger et al., 2011 (0.025 m/s), for the Illgr aben  torrent (ero-
sion rates measured using sensors buried in the channel bed). This is 
a rate that the model will use for entrainment until the predicted ero-
sion depth is reached. Increasing this value will cause sediment to be 
entrained at a faster rate, pote ntially resulting in relatively large de-
bris flow snouts.  
 

Pot. erosion depth : 
(per kPa, default 
0.1)  
 
¶ deep (0.2 per kPa)  
¶ medium (0.1 per 

kPa)  
¶ shallow (0.05 per 

kPa)  

This parameter controls the maximum potential erosion depth (var iable 
em in the paper by Frank et al.) as a function of the maximum shear 
stress reached in each cell. This value actually is the sl ope of the line 
which relates e m to the maximum shear stress calculated for each cell. 
By changing the value of this parameter to e.g. 0.2 (menu choice deep ) 
you will double the maximum potential erosion depth.  
 

Critical shear 
stress : (kPa, default 
1.0)  
 
¶ low (0.5 kPa)  
¶ medium (1.0 kPa)  
¶ high (1.5 kPa)  

 

This is the value at which erosion can start occurring. It might be rea-
sonable to expect that a channel bed consisting of interlocked boul-
ders would have a larger critical shear stress, while a channel bed of 
saturated sandy gravel would have a lower value . Our value is just a 
curve fit to the data reported by Schürch et al. (2011).  
 

Max erosion depth : 
(m , default 0.0 ) 

Here we can set a maximum thickness of the layer of erodible sediment 
if such data are available (e.g. in some cases we may know that there 
is only a limited amount of sediment available).  The default value is 0.0, 
meaning that the erosion algorithm is calculating the max erosion 
depth itself.  
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4.9.4  Flexible barriers (nets)  

Drawing barrier locations.  Draw one or more polygons at the net/barrier location(s) ᴶ 
either a single polygon per shapefile, or several polygons within one shapefile if you 
have multiple barrier locations.  

 

Figure 4-39 : Left: aerial orthophoto with a single flexible -barrier polygon (red 
dashed outline, arrow) drawn across the flow path. Right: the same scenario with 

four separate barrier polygons drawn at different  
net locations within one shapefile.  

 

Setting a shapefile as a barrier.  Right-click the shapefile in the file list and choose "Set 
as barrier (net)."  
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Figure 4-40 : Right - click a shapefile in the file list and select "Set as barrier (net)" to 
activate barrier retention for that polygon.  

 

Setting barrier parameters.  For each polygon, set the barrier's width and height (in 
m). A green arrow indicates which polygon you're currently parameterizing. Clicking 
Cancel skips that polygon ᴶ no retention is applied there.  

 
Figure 4-41: The "Width of barrier" dialog, prompting for the barrier width (m). The 

green arrow indicates which drawn polygon the parameters currently apply to.  
 
 



CHAPTER 4 : Setup and Theory  

54  

 

After entering width and height, RAMMS displays the calculated possible retention vol-
ume for that barrier. If this value doesn't match your expectations, click No and enter a 
custom retention volume (in m³) directly. Repeat for each polygon in the shapefil e. 

 
Figure 4-42 : RAMMS displays the calculated retention volume for the barrier (here 

2276.41 m³) and asks the user to confirm it is reasonable, or reject it to enter a 
custom value.  

 
Checking and changing parameters.  Right-click the shapefile again at any time to re-
view the current barrier parameters. To change them, first remove the barrier definition 
from the shapefile (also via right -click), then redefine it.  

 
Figure 4-43 : Left: the "RAMMS | Barriers" dialog, shown when right - clicking a 

shapefile that already has barrier parameters defined ᴶ lists barrier height (H), 
width (W), mean slope (S), estimated retention volume (Vr) and maximum retained 

height (Hr) per polygon. Ri ght: right - click "Remove barrier (net)" to clear the 
existing definition before redefining it.  
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Barrier parameters are also visible in the Run Simulation window before you start the 
calculation.  

 

Figure 4-44 : The Barriers tab of the Run Simulation window, showing the same 
barrier parameter table as Figure 4 -40 plus reminders to avoid the Center -of -Mass 

stopping criterion with barriers and to use a lower momentum stopping -criterion 
value than usual.  

 

Running with barriers.  Start the simulation as usual. The console window reports how 
much volume is being retained as the run progresses.  

To add rigid obstacles the flow must not enter (e.g. buildings), use the Obstacle/Dam 
File field on the Params tab of the Run Simulation window ᴶ see page 61. 

Important:  when using flexible barriers, set the (momentum -based) stopping criterion 
to 1%. Do NOT use the Center -of -Mass stopping criterion together with barriers ᴶ see 
the Stopping criteria section in Chapter 4.  
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Figure 4-45 : The Stop Criteria panel of the Run Simulation window, with the 
momentum -based stopping criterion set to 1% ᴶ the recommended value when 

using flexible barriers.  

4.9.5  Calculation Domain  

To reduce calculation time,  you can specify a smaller calculation domain to reduce the 
number of computational cells. By analyzing a calculation with a coarse grid (large cell 
size), e.g. with a cell size of 5 or 10 m, you get an idea where the flow path is situated 
and you can limi t the calculation domain to the area of interest.  

Switch to 2D mode  and choose Input Ễ Calculation Domain... Ễ Draw New Domain  or 

click  . Now you can draw a polygon containing the area of interest similar  to drawing 
a new polygon  area (see exercise "Create release area" on page 40 ). We strongly rec-
ommend using smaller calculation domains especially if you simulate  with small cell 
sizes (e.g. < 5m).  

 

Figure 4-46 : Calculation domain in green encloses the area of interest and reduces 
calculation . time incomparison with the default rectangular domain which is 

automatically generated  
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Exercise  3.5e : Finding an optimized calculation domain  

 
¶ Open your input file.  
¶ Draw a rough calculation domain as exp lained above, see Figure 4-47 be-

low.  
 

  
Figure 4-47: Input file with a rough  calculation domain  

 
¶ Do a rough calculation with a simulation resolution of 4m (instead of 2m, 

e.g.).  
¶ Wait for the simulation to finish. The simulation result will be displayed.  
¶ Click the Max Flow Height  button . 

 

 
Figure 4-48 : Max Flow Height of a 4m simulation  

 
¶ Click GIS Ą |ЁΆͅΒσᵞẨĄ Create Envelope Shapefile  
¶ Question : Use buffer?  
¶ Click Yes . We want to use the envelope shapefile as a calculation domain, 

and therefore we want to buffer it a little bit.  Click No if you want to have 
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the exact Envelope Shapefile  of your output result. Beware: the MIN -value 
of your colorbar will be used as the lower limit for the Envelope Shapefile ! 

¶ Choose a filename for the envelope shapefile (a name is proposed , includ-
ing the MIN -value of your colorbar, if you want an exact envelope ). 

¶ The created envelope shapefile is shown in the visualization as a dashed 
red line.  

 

 
Figure 4-49 : Envelope shapefile  (dashed red line)  of Max Flow Height extent  

 
¶ Switch back to the input file   
¶ Use Input Ą fȶ̑ʄϓ̑ȶσ˥̵ͅẨq̮ͅȶ˥̵ᵞẨĄ Load Existing Domain  to load your 

envelope shapefile as a new calculation domain, see Figure 4-50 below.  
 

 
Figure 4-50 : Input file with optimized calculation domain (envelope shapefile)  

 
¶ Now redo your simulation with a simulation resolution of 2m.  
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Figure 4-51: Max Flow Height result of a 2m simulation  

 
¶ In this example, the much smaller new calculation domain saves 50%  

of the computational time.  
 

 
 

 

4.10   Running  a simulation  

The following exercise guides you step by step through the setup and execution of a 
debris - flow simulation, including block release, hydrographs, erosion, friction parame-
ters, and other relevant model settings . 

Exercise 3. 5f : How to run a simulation  

¶ To run a simulation  choose Run Ễ Run Simulation  or click   
¶ The RAMMS  |  Run Simulation  wind ow opens. Before clicking Run Simulation , 

you should  check  the  input  parameters.  
 
General Tab:  
 
- SCENARIO Name  

(1) Scenario output n ame: Choose a meaningful output filename, add parameter 
information to the filename to recognize the output file.  

(2)  Save Max Values Only: If you want to save disk space and if the max values are 
all you are interested in, then use this feature.  After a simulation finished, all 
ASCII files (deposition, max flowheight, max velocity and max pressure) are 
exported automatically.  The simulation results cannot be visualized in RAMMS . 
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- Additional I nformation  
 

(3)  Project name : 
 

(4)  Details : Add valuable project in-
formation to this field .  
 

(5)  Calculation domain.  
 

(6)  Digital elevation info: Digital ele-
vation model (DEM) file . 

 
- Stop Criteria  

 
(7) Momentum  stopping criteri on, 

see section 5.4 . 
(8)  Center of mass stopping criterion, 

see section 5.4 . 
 
- Remarks  
 

(9)  ᵏ|αʄȶΆʢᵐẨ ȶ̵ʐẨ ᵏfσΒ̑ᵵƼᵐẨ ʄȶ̵Ẩ ɽʢẨ
used to cancel resp. start a simu-
lation.  

(10) Check box Run in back-
ground : Option to run simulations 
in background mode. The RAMMS 
interface remains active and al-
lows the user to start e.g. new 
simulations . 
 

 
 

 
Figure 4-52 General  Information  

 

Continuation of e xercise  3.5f : How to run a simulation  
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Params  Tab  
 
(1) Simulation Parameters  
¶ Sim resolution : Change, if neces-

sary. The resolution should al-
ways be chosen so that im-
portant features of the terrain are 
represented in the terrain model. 
High resolution grids will extend 
your calculation time . 

¶ End time : Choose  simulation  end 
time . 

¶ Dump-step: The dump -step in-
terval defines the resolution of 
the animation of your simulation 
but has no effect on the simula-
tion results.  

¶ Density : Keep the default value 
for density if no further infor-
mation on the debris flow mate-
rial is available (2000 kg/m 3). 

¶ Nr of threads: Choose number of 
threads RAMMS should use for 
the parallelized simulation (CPU).  

 

  
Figure 4-53 : Parameter Tab  

 
 

(2)  Miscellaneous  Parameters  
 
¶ Obstacle/Dam File: Draw polygons of areas, where no flow should pass 

(houses, deflecting dams, obstacles). The flow is deflected.  (commonly used 
together with flexible barriers (nets) ᴶ see section 4.9.4 .) 
 

¶ Curvature: Switch Curvature  on or off.  The normal force N includes centrifu-
gal forces arising from the terrain curvature. We use the method proposed by 
Fischer et al. (2012) which was specifically developed for RAMMS.  Typically, 
this increases the friction, causing the flow to slow down in tortuous and 
twisted flow paths.   
See https://www.ramms.ch/ramms -debrisflow/friction -parameters/  for more 
information.  

 
 

 

 

1 

2 

https://www.ramms.ch/ramms-debrisflow/friction-parameters/
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Continuation of exercise 3. 5f : How to run a simulation  

 
MuXi Tab  
 
(1) Enter the friction parameters └Ẩȶ̵ʐẨ
x. Start first scenario simulation with 
ʐʢ˃ȶϓ̑σẨϴȶ̑ϓʢαẨᴜ└ẨᵳẨןᵝ2, x = 200 
m/s 2). More information on frictional 
resistance is given in sections 4.3  
and 6.1. 
 

(2)  Check box Define Additional MuXi 
Areas : if you want to add polygon 
Βʢˈ˥̵ͅαẨϸ˥σ˒Ẩʐ˥˃˃ʢΒʢ̵σẨ└Ẩȶ̵ʐẨx val-
ues. e.g. to represent significant 
changes in the channel, heavily for-
ested areas or perhaps smooth 
roads. Load the corresponding poly-
ˈ̵ͅẨα˒ȶΆʢ˃˥̑ʢαẨȶ̵ʐẨʐʢ˃˥̵ʢẨ└Ẩȶ̵ʐẨx 
for up to  two additional regions. Be 
very careful in using this feature!  

 
(3)  Yield Stress: Define  a polygon area 

where you want to use an additional 
yield stress (cohesion). Specify a 
yield stress in the Yield stress (Pa)  
field. See section 4.3  for more de-
tails about yield stress.  

 
 
 
 
 
 
 

 

  
Figure 4-54 : MuXi Tab  
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Continuation of exercise 3. 5f : How to run a simulation  HHydrograph/Block release  

 
Release -  Hydrograph Tab  
The default RELEASE mechanis m for debris flows is a HYDROGRAPH. 
 
(1) Use BLOCK release  (Check box) : 

As an alternative to a simulation 
with a hydrograph.  

(2)  Hydrograph Help  
(3)  Hydrograph/Release Shape-

file (s) : Release shapefile(s) . If 
more than one shapefile is speci-
fied, a  button is shown. A 
tooltip will show the additional 
shapefile names when moving 
the mouse over the button.  

(4)  Inflow direction  (degrees) : De-
fine the inflow direction of the 
debris flow at the hydrograph in-
put location. Check Automatic  to 
let RAMMS set the inflow direc-
tion. Click the info button for a 
detailed description of inflow di-
rection.  

(5)  3-Point Hydrograph Cal cu lation : 
Define a discharge hydrograph 
by entering total volume V (maxi-
mum discharge Qmax is calculated 
automatically according to Rick-
enmann, 1999), corresponding 
time at which the maximum oc-
curs ( tmax) and velocity v. End 
time ( tend) of the input hydro-
graph is automatically calculated.  

(6)  Edit hydrograph table  (Check 
box) : Activates the table (7)  and 
is an alternative to a 3 -Point Hy-
drograph Calculation (5).  

 
 

 

 
Figure 4-55: Hydrograph Tab  
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Release  -  Block Release  Tab  

 
(1) Use BLOCK release  (Check box) : 

Click this checkbox to do a block 
release simulation . 

(2)  Block Release Help  
(3)  Subtract release height from 

DEM (Check box): Subtracts the 
release height from the DEM and 
uses a new DEM for the calcula-
tion.  

(4)  Shapefile and Volume Infor-
mation : Overview of all used re-
lease areas with volume, depths 
and delays, as well as the total 
release volume.  

 
 

  
Figure 4-56 : Hydrograph  Tab 
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Erosion Tab  
 
(1) Erosion Shapefile : Specify your 

erosion shapefile area . 
 

(2)  Erosion Parameters: Specify  ero-
sion parameters. Use dropdown 
menus to select parameter values. 
See section 4.9.3  for more details 
about erosion parameters.  

 
(3)  Add to list button:  Click the button 

to add your erosion shapefile and 
parameters to your erosion list.  

 
(4)  Erosion shapefile list:  List of ero-

sion shapefiles and parameters. 
You can delete single entries or the 
whole list with the buttons Delete  
and Clear List . 

 
(5)  Run Simulation button . 
 

 

 
Figure 4-57: Erosion  Tab  

  

Continuation of exercise 3. 5f : How to run a simulation  HErosion  

1 

4  

3 

2 

5 



CHAPTER 4 : Setup and Theory  

66  

 

Continuation of exercise 3. 5f : How to run a simulation  HStart Simulation  

 
¶ Click RUN SIMULATION. 
¶ When a simulation is started, RAMMS opens a separate calculation window in 

which the numerical solver is executed  (Figure 4-58). 
(1) General information of the simulation, (2) output file, (3) starting the calcula-
tion (4) for every time step RAMMS calculates the maximal values (height, ve-
locity and pressure) as well as the outflow mass, the moving momentum and the 
flow volume.  

 

 
Figure 4-58: RAMMS calculation window showing the progress and  

status information during a simulation . 
 

 
Figure 4. 4-59: RAMMS calculation window showing a background  simulation .  

Press any button to close the  window once the simulation finished . 
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4.10.1   Run Batch Simulations   

RAMMS can run several simulations automatically in batch mode. This is particularly 
useful when many scenarios should be calculated unattended, for example overnight.  

 
To start a batch calculation, select ǗΒȶʄ̉ẨỄẨũʢϸᵞẨỄẨƼϓ̵Ẩ^ȶσʄ˒Ẩǉ˥̮ϓ̑ȶσ˥̵ͅα. 
 

 

Figure 4-60 : Batch -Simulations  
 

In the Batch Simulation window, you can then select any number of prepared RAMMS 
input files and specify the maximum number of simulations that may run simultane-
ously.  

For example, if you select 20 simulations and specify 4 computational cores, RAMMS 
starts four simulations in parallel. As soon as one simulation is completed, the next 
simulation in the batch is started automatically. This continues until all 20 simulatio ns 
have been calculated.  

Input files may also be selected from different directories or projects. Optionally, 
RAMMS can create a separate directory for each batch simulation.  

Preparing Input Files for Batch Simulations  

Before starting the batch calculation, prepare and save an input file for each simulation 
scenario:  

1. Open an existing input file  from your RAMMS project.  

2. Click the large green Run Simulation  button in the left toolbar to open the Run 
Simulation  window.  

3. Go through all tabs of the Run Simulation  window and specify all required simu-
lation settings and parameters.  

4. When all settings have been defined, click Cancel  instead of starting the simu-
lation. The settings entered in the Run Simulation window are retained.  
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5. Select ǗΒȶʄ̉ẨỄẨǉȶϴʢẨfͅΆІẨ α or click the corresponding Save Copy As  button. 
Save the scenario as a new RAMMS input file (. db2) using a meaningful file 
name.  

6. Repeat this procedure for every scenario that you want to calculate.  

Once all input files have been prepared, select ǗΒȶʄ̉ẨỄẨũʢϸᵞẨỄẨƼϓ̵Ẩ^ȶσʄ˒Ẩǉ˥̮ϓ̑ȶᴲ
tions , add the desired input files, specify the maximum number of simulations that 
should run in parallel, and start the batch calculation.  

Tip:  When running many scenarios, use descriptive input file names. This makes it eas-
ier to identify the corresponding simulations and results later.  

  



CHAPTER 5 : Results  

69  

 

5  Ƽʢαϓ̑σα 

Once the simulation is finished, the simulation as well as the output logfile  (see next 
section)  are visualized  in RAMMS (i f you ran the simulation in background mode , see 
Figure 4. 4-59, click  any button inside the DOS window to close the window . After-
wards , open  the simulation in RAMMS manually) . 

If mass flows out of the calculation domain  (RAMMS will mention this in the logfile , see 
example log file below ) the calculation domain should generally be enlarged to ensure 
that the relevant flow process is fully represented (see section 4.9.5 ). 

  

 
Figure 5-1: Main window in output mode.  
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5.1 Log File s and Project information  

5.1.1 Output Log File  

After a simulation has finished, RAMMS automatically opens the Output Log File. The 
logfile can also be opened later in Output Mode by selecting ƴΒ́ͅʢʄσẨỄẨžϓσΆϓσẨŖͅˈẨ
File . 

The Output Log File provides a compact summary of the completed simulation and 
should be one of the first places to check after a calculation. It contains information 
about the calculation itself, the most important simulation results, and the input param-
eters used for the run.  

At the beginning of the logfile, RAMMS reports which solver was used. Depending on 
the calculation, this indicates whether the simulation was performed using the CPU or 
GPU. For GPU calculations, the GPU model and the number of computational cells are 
also listed. In the example logfile, the simulation was calculated using an NVIDIA RTX 
2000 Ada Generation Laptop GPU with 73442  computational cells.  

RAMMS also reports why the simulation was stopped. This information is particularly 
important when interpreting the calculated runout. In the example logfile, the simula-
tion stopped because of low mass flux, which is good, after 345s. The simulation could 
also stop, because the simulation reached the specified end time. RAMMS would then  
issues a warning that the runout distance may increase if the simulation is repeated 
with a longer end time.  

The logfile then summarizes important information about the calculation, including:  

¶ calculation time,  

¶ simulation resolution,  

¶ number of computational cells and nodes,  

¶ calculated release or hydrograph volume,  

¶ overall maximum velocity,  

¶ overall maximum flow height,  

¶ overall maximum pressure.  

¶ Solver (GPU if available).  
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Figure 5-2: Example output log file.  
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These values provide a quick overview of the simulation and can be used for an initial 
plausibility check. The reported maximum values are the overall maxima reached any-
where in the calculation domain during the simulation.  

The second part of the logfile records the input specifications used for this particular 
simulation . This includes, among other information, the DEM and calculation domain, 
simulation time and output interval, stopping criteria, density, numerical scheme, re-
lease or hydrograph definition, friction parameters, cohesion, and map or orthophoto 
information.  For hydrograph simulations, the logfile also records the individual hydro-
graph points with time, discharge, and inflow velocity.  

The logfile therefore provides an important record of both the simulation setup and 
the resulting calculation  and is useful when documenting, comparing, or reproducing 
simulations.  

5.1.2  Input Log File  

The input information can also be viewed separately by selecting ƴΒ́ͅʢʄσẨỄẨă̵ΆϓσẨŖͅˈẨ
File  (in Input -Mode).  

The Input Log File contains the project and simulation settings stored in the currently 
loaded input file, including the DEM, calculation domain, release or hydrograph defini-
tion, numerical and physical parameters, friction settings, and other simulation s pecifi-
cations.  

5.1.3  Project Region Information  

To view information about the spatial extent of the project, select the Region  tab in the 
RAMMS panel.  

 

Figure 5-3: Project region information showing the X - , Y-  and Z -extent  
and the total project area . 

 

The Region tab displays the minimum and maximum X-  and Y -coordinates  of the pro-
ject area, corresponding to its spatial extent in the horizontal plane. The minimum and 
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maximum terrain elevation are shown as the Z extent . RAMMS also displays the total 
projected project area  in km².  

These values refer to the complete project region defined when the project was cre-
ated and not necessarily to a smaller calculation domain used for an individual simula-
tion.  

5.2  Visualization and analysis of the results  

This section provides a brief overview of the tools available in RAMMS for visualizing 
and analyzing simulation results. The results should be interpreted by experienced us-
ers who are familiar with the local topographic and meteorological conditions of the  
study area.  

As with any numerical model, RAMMS represents a simplification of reality. Simulation 
results should therefore be critically evaluated and interpreted in the context of the 
model assumptions, input data, and local conditions. We strongly recommend perform-
ing sensitivity analyses to assess the influence of relevant model parameters on the 
results . 

5.2.1  Maximum Results and Dump -Step Results  

RAMMS provides two different types of simulation results:  

Maximum results  show, for each computational cell, the highest value reached during 
the entire simulation. For example, the Max Flow Height  map contains the maximum 
flow height attained at each location at any time during the calculation. The same ap-
plies to every Max -Result.  

These maximum -value maps are therefore not snapshots of the flow at a particular 
time . The maximum at one location may occur early in the simulation, while the maxi-
mum at another location may occur much later.  

In addition, the maxima of different result quantities do not necessarily occur at the 
same time. For example, the maximum flow height at a particular cell may occur at a 
different time than the maximum velocity or maximum pressure at that cell. Maximum 
maps should therefore generally be interpreted independently.  

Dump -step results , in contrast, represent the state of the simulation at a specific sim-
ulation time. RAMMS stores these results at the specified dump interval . For example, 
with a dump interval of 2 s, results are stored at approximately 0, 2, 4, 6 s, etc.  

Each dump step contains the spatial distribution of quantities such as flow height, ve-
locity and pressure at that particular time . By displaying the dump steps consecu-
tively, the temporal evolution of the flow can be visualized as an animation.  

Note:  Maximum results and dump -step results serve different purposes. Maximum 
maps are particularly useful for identifying the largest loading or flow intensity reached 
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at each location, whereas dump -step results are used to analyze the temporal devel-
opment and dynamics of the flow.  

Values from different maximum maps should not automatically be combined, because 
their respective maxima may have occurred at different simulation times.  

 

5.2.2  Visualize different parameters  

The drop -down  menu Results  offers the following functions:  

¶ Flow Height   
¶ Flow Velocity  
¶ Flow Pressure  
¶ Flow Momentum  
¶ Erosion 
¶ Max values  

o Height  

o Velocity  

o Impact Pressure  

o Line Load  (see section 5.3.2 ) 
o Momentum   
o Shear Stress  
o Erosion 

¶ DEM Adaptions (Add Deposition to DEM)  
¶ Flow Analysis (Summary of Moving Mass)  
¶ Friction Values ( µ, ӏ) 

These results are all visualized in the topography. See exercise ᵏq˥αΆ̑ȶІ˥̵ˈẨʄȶ̑ʄϓ̑ȶσ˥̵ͅẨ
ϴȶ̑ϓʢαᵐ below . 
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Exercise 4.2 a: Displaying calculation values  

 
The maximum values of flow height, velocity and pressure give a good overview of the 
dimension of the debris flow. You find them here: Ƽʢαϓ̑σαẨỄẨšȶЁẨϴȶ̑ϓʢαᵞ 
 

­ Max flow height   

­ Max flow velocity   

­ Max impact pressure   
 

 

 
Figure 5-4: Results: Maximum values of flow height (left),  

velocity (middle) and impact pressure (right)  
 

 
The flow height can be visualized exaggerated by the flow height (quasi -3D). Use the 
View  radio -buttons to toggle between flat (no exaggeration), and real (quasi -3D), see 
figures below . 
 

 
Figure 5-5: Toggle between flat and real view (quasi -3D).  
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Figure 5-6: Quasi 3D -Visualization of flow height  

(left: flat ; right: real ). 
 

 

 

5.2.3  Line profile  plot  and time plot  

In the horizontal toolbar you find two further functions:  

¶ Line Profile  

¶ Time Plot  

Line profile  plot  

A line profile is a good analysis tool,  if the flow height, velocity or pressure should be 
known at a specific location. The graph shows the currently active parameter. Every 
line profile is saved in the file profile. shp  in the project directory. If you want to keep 
this line profile, you have to save it, see exercise ᵏßͅϸẨσͅẨʐΒȶϸẨȶẨ̑˥̵ʢẨΆΒͅ˃˥̑ʢᵐ below . 

Time plot  

This function provides a time plot at a single point. This is helpful when it is of interest 
to know the values and maximum values at a specific location (e.g. at a building, dam, 
or a tree) through time. Every point is saved in the file point. shp  and a point - info file 
point_info.t xt  is additionally saved in the project directory. If you want to keep this 
point, you have to save it, see exercise ᵏßͅϸẨσͅẨʄΒʢȶσʢẨȶẨσ˥̮ʢẨΆ̑ͅσᵐ below . The point -
info file can be visualized with |ЁσΒȶαẨỄẨƴͅ˥̵σᵞẨỄẨȃ˥ʢϸẨƴͅ˥̵σ Info File . 

Flow discharge  plot  

The Ƽʢαϓ̑σαẨỄẨq˥αʄ˒ȶΒˈʢẨȶσẨŖ˥̵ʢẨƴΒͅ˃˥̑ʢ tool calculates the debris - flow discharge 
across a user -defined line profile and displays the resulting discharge hydrograph over 
simulation time. For each grid cell intersected by the profile, the local flow depth and 
flow velocity are multiplied by the exact length of the profile within that cell. The contri-
butions from all intersected cells are summed to obtain the total discharge in m³/s. The 














































































































